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[Text] A study is made of the theory of the effect of the electromagnetic

- fields created by high-voltage electric power transmission lines, the cate-
nary systems of electric railways and lightning discharges on communica-
tion lines and equipment and also the theory of the galvanic effect of
stray currents arising in the ground (water) in the presence of magnetic
storms and with energy transmission over single-water lines. General
formulas are presented for calculating the voltages and currents occurring
in the cable cores and lines under the effect of electromagnetic fields,
and the formulas are given for calculating the circuit parameters and the

_ coefficients of electric and magnetic coupling. The principles of shield-
ing theory are presented.

_ The book is designed for engineering and technical workers dealing with
the problem of quantitative estimation of the magnitudes of the extraneous
voltages and currents in the circuits and communication chanmnels arising
from the electromagnetic effect of different sources. i -
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FOREWORD

The basic areas of development of the national economy of the USSR in 1976-.
1980 adopted by the 25th Congress of the CPSU define the further develop-
ment of electrification, transport and communication means, improvement of
_ the efficiency of social production and production quality, The Tenth
Five-Year Plan provides for continued work on the creation of a United
Automated Communications Network for the Country (YeASS), an increase in
the extent of the long distance telephone channels by 1,6 times, the number
of telephones in the cities and rural areas by 1.4 times, the number of
newspaper strips transmitted by phototelegraphic means, by 2 times, and so
on. The requirements are being raised on noise immunity and protection of
the circuits and channels of the transmission systems from the effect of
external electromagnetic fields.of different sources, including the high-
voltage lines -- electric power transmission lines and electric railways,
lightning strikes and radio statioms. :

The problems of protecting the communication lines from the effect of
external electromagnetic fields :have become highly urgent in recent years
in connection with fast rates of electrification, the construction of '
hundreds of new powerful electric power plants, new high and superhigh-
voltage, long electric power transmission lines. The convergence of
communication lines with high-voltage linec is taking place over longer and
longer stretches. At the present time there 1s no main cable which does
not converge with an electric power transmission line or electric railway.
Inasmuch as there are high~intensity electromagnetic fields near overhead
electric power transmission lines and the contact networks of electric rail-
ways, on mutual convergence of the communication lines and the high-voltage
lines in the networks and channels of wire transmission systems, prolonged
(for normal operation of the high-voltage lines) and short~term (in the
case of emergency operating conditions of the overhead electric power
transmission lines) extraneous voltages aml currents can occur in the wire
transmission system circuits and channels. These voltages and currents
have both a dangerous effect on the service personnel, the communication
lines and equipment and an interfering effect on the transmission of
electrocommunication signals, lowering their quality and reliability.
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In the next 15 years significant expansion of the construction of electric
power plants, electric power transmission lines, electric railways and
cable communication lines (mains, zonal and local) is planned. Therefore
the solution of the problems of electromagnetic compatibility of high-
voltage lines and communication lines is especially important,

The interfering and dangerous voltages and currents in the communication
line wires and cores can also occur during discharges of atmospheric
electricity during thunderstorm activity., When lightning currents enter
the wires of overhead and cable lines directly, the lines are damaged along
with individual elements of the equipment leading to prolonged interrup-
tions and idle time of the communications, Usually such damage to the
communication lines brings significant economic losses to the national
economy, and it must be prevented, especially on the long distance cable
lines with symmetric and coaxial circuits on which hundreds and thousands
of electrocommunication channels are organized.

The introduction of multichannel transmission systems over cable lines
with semiconductor equipment sensitive to current overloads and long-
distance remote feed circuits, the appearance of new types of cables in
plastic outer sheathings, the construction of high-voltage electric power
transmission lines have posed new problems for the theory of the effect
of external electromagnetic fields on communication lines.

In this book a discussion is presented of the principles of the theory of
the effect of electric and magnetic fields of high~voltage lines, lightning
discharges and magnetic storms ou the overhead and cable communication
circuits, A study 1s made of the theory of the effect through third cir-
cuits; a detailed discussion is presented of the theory of the effect on
cables with grounded metal sheathings and metal sheathings insulated from

- the ground; formulas are obtained for calculating the electric field
intensity created by high and superhigh voltage electric power transmission

- lines.

The given book 1s a supplement to the monograph by the same authors pub-
lished in 1978 ZASHCHITA SOORUZHENIY SVYAZI OT OPASNYKH I MESHAYUSHCHIKH
VLIYANIY [Protection of Communications from Dangerous and Interfering
Effects], which was devoted to the theory and practice of protecting over-
head and cable communication lines and the equipment included in thenm
from the dangerous and interfering effects of external electromagnetic
fields.

The book 1s designed for engineering and technical workers involved in the
design, construction, operation and maintenance of communication structures.
It can serve as a textbook for postgraduates and students at the institu-
tions of higher learning who are studying the problems of the effect of
external electromagnetic fields on overhead and cable communication lines,
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CHAPTER 1. SOURCES OF EXTERNAL ELECTROMAGNETIC FIELDS

1.1. Brief Information on the Development of Electrification and Wire
Communications in the USSR

The production of electric power and electrification in our country is
developing at exceptionally high rates. In 1975 the generation of electric
pover reached 1038 billion kilowatt-hours (370 times more than in 1913),
and the power of the electric power plants increased to 218 million kilo-
watts. By the end of 1980, the production of electric power is to be
increased to 1340-1380 billion kilowatt-hours [1]. In conmection with the
uniting of the electric networks into the Integrated Power System of the
country, powerful high and superhigh voltage electric power transmission
lines are being built,

The extent of the electric power transmission lines with a voltage from
35 to 800 kv was 440,000 km in 1970, of which 63,000 km were 220-330 kv
overhead lines, and 12,000 km were 500 kv overhead lines. The length of
the distributing networks on a voltage of up to 20 kv exceeded 3 million
km in 1975. The construction of the triple phase, 750 kv overhead lines
is being realized, the construction of the 1150 kv overhead lines is being
planned [2]. The first 800-kv DC electric power transmission lines in the
world have been built in the USSR, and a 1500-kv DC overhead line is to be
built. The dynamics of the development of electric power engineering in
the USSR are illustrated in Fig 1.1,

Simultaneously with the development of electric power production, the
growth ratesof the electric railways are increasing. 1In 1970 about 40,000
km of railroads have been electrified, which amounts to 28.8% of the total
railroad network of the country. The AC electric railways have reached
15,000 lm at this time., By the end of the Tenth Five-Year Plan another
2500 km of railroads are to be electrified [3].

Simultaneously with electrification of the country, communication lines
are being built at high rates. The length of the long distance communica-~
tion channels has increased by more than 6 times in the last 12 years.

The coaxial cables have received predominant development. For.example,

in 1970 the production of coaxial cables increased by 5.4 times by

5
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comparison with 1958, and symmetric cables, by 1.5 times. In the Tenth
Five-Year Plan, further significant growth of cable production is planned:
main‘communication lines by 1.44 times, intrazonal communication cables by -
1.5 times, municipal telephone communication cables by 1.29 times [4]1. At

- the present time the main communicatioms over symmetric cables are being
realized primarily by the six~ten-chamnel transmission systems, and over
the coaxial cables, using the K-300 and K-1920 systems.
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Figure 1. Graph of the development of power engineering
in the USSR
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The creation of the United Automated Communication Network (YeASS) imposes
increased requirements on the noiseproofness and protection of the electro-
communications networks and channels from the effect of external electro-
magnetic fields of various sources.

Therefore, the problem of the proper consideration of this effect and the’ ‘

development of economically substantiated protectlon measures have great
- urgency.
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1.2, Electric and Magnetic Fields

_ Basic Principles. The existing sources of electric power can create
currents and voltage which are constant with respect to magnitude and
direction, constant with respect to direction but variable with respect to
magnitude, periodically variable with respect to magnitude and directlon,
and of a pulsed nature (monopolar and bipolar) in the electric networks.
The variable currents and voltages of different form create variable elec—
tric and magnetic fields in the space around the electric circuit. The -
nature of the variation of these fields is similar to the nature of varia- -
tion of the electric voltage and current in the investigated circuit, If
an AC voltage which varies, for example, according to a sinusoidal law, is
applied to the circuit, then the current in the circuit and the magnetic
and electric fields around the circult wires will also vary variably by
this law (see Fig 1.2). When a pulsating current flows through a con-
ductor, the magnetic and electric fields formed around this conductor will
also be pulsating (see Fig 1.3).

/ g :

b).

Figure 1.2, Intensity of the electric field (E) and magnetic
induction of the magnetic field (B) in the space near a wire (a)
and sinusoidal voltage and current curves in the wires (b)

Key:
1. U, I wire
2. Air
- 3. Ground

H

~ A

AV AWAWAN
VARV

A%

Figure 1.3, Curves of a pulsating current (1) and the
intensity of its magnetic field (H)

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

. « Masipmuste
. ..........‘...fll/’ﬂlflall'
uu
N EE RN NRE N .I':ﬂﬂ’:ﬂgl} (l)
* ‘moxom

Bt Ft)s 5 5 o 7
Z

1o

UM o

3

sz 42 3+ (2 Otfigpieg) 23 oLy

+ +(2@P(rt)i s '

ll AN EREETEXEEIEEEEE X ) |
+ ##'!'V-'#:}OQ#"‘,#OQ#
IEEEENNEEYEEEREEEY X

[ EEEEEEEEEENEIE XX ]

Figure 1.4, Overhead lines affecting (1) and subjected to the
effect of (2) an electromagnetic field,
Key:
1. Magnetic lines of force near a line with current I

If another line is placed (see Fig 1.4) near the line with AC voltage

_ U=¢(x,t) and current I=¢(x,t), thenunder the effect of the electric and
magnetic induction in the second wire the so-called induced voltages and
currents occur: u=¢(x,t) and i=¢(x,t). In the case where a wire with
a source of electric power in it forms a circuit through the ground (a
single wire circuit), in addition to the induced voltages and currents,
currents and voltages of galvanic coupling (Fig 1.5) occur in a parallel
second wire closed through the ground. In other words, the current in the
first wire, returning through the ground, can branch from the ground into
the second wire at the point where it is grounded.

The first system of wires to which the voltages are applied and through
which currents flow from any source of electric power are called the
influencing wires or circuits. The second system of wires in which
voltages and currents arise is called the wires or circuits subjected to
the electromagnetic effect.

X

Figure 1,5. Galvanic effect between Figure 1.6. Electromagnetic field

single~wire circuits of a single~wire overhead circuit

_ and underground cable aubjected to
the effect of a magnetic field
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The interfering systems include the following: the electric power trans=—
mission lines, the traction networks of electric railways, radio stations
which emit high-frequency electromagnetic energy, the lightning discharge
channels, and so on. The systems of wires subjected to the effect of the
indicated sources include any electric networks for any purpose. In this
book a study is made only of the circuits subjected to the effect, through
which electric power of extraordinarily small magnitude is transmitted by
comparison with the power transmitted over the wires of the interfering
systems. In this case, it is poesible to ignore the reaction of the wires
subjected to the effect, Such circuits include the overhead and cable
communication line circuits.

The overhead communication line circuits are influenced by the electric
and magnetic fields of the interfering linmes. On underground cable cir-
cuits or cables with metal sheathings suspended on supports, are affected
only by the magnetic fields of the interfering lines, for the lines of
force of the electric fields are shielded by the surface of the ground
of . the metal sheathing of the cable (Fig 1.6). In the case where a
cable in a nommetallic sheathing and without shielding is hung from the
supports of an oyerhead line the circuits of this cable are subjected to
the effect of the magnetic and electric fields (Fig 1.7).

The voltages and currents induced by the external electromagnetic fields
are extraneous for the communication circuits. Mixing with the trans-
mitted working currents and voltages, these currents distort them, which

; has a negative effect on the transmission quality. Under known conditions
the magnitude of the induced voltages and currents can reach very large
values which are dangerous for the insulation of the communication wires
and equipment. The extraneous voltages and currents occurring in the
communication circuits are called dangerous or interfering depending on
the effect which they have.

Figure 1.7. Electromagnetic field of a single-wire overhead
circuit and overhead cable without metal sheathing subjected
to the effect of electric and magnetic fields

For overhead and cable lines subjected to the effect of external electro-
magnetic fields, let us consider the following values:
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For overhead lines:

1
The induced voltages in each wire of the communication line with respect
to ground;

The potential difference between the wires of the two-wire circuit (U13);

Induced currents in the wires of the single-wire and double-wire circuits;

For cable lines:

- The induced voltages between the core and the metal sheathing of the catle
and also between the core and ground;

Induced voltages between the metal sheathing and ground;
Induced current in the metal sheathing of the cables;
Induced current in the cable cores;

Potential difference between the cores of a symmetric pair or between the
outer and inner conductors of the coaxial pair.

Brief Information About the Electromagnetic Field. The electromagnetic
field is the basic form of matter. It is characterized by four vector _
values: the intensity of the electric field E, the electric induction D,
the intensity of the magnetic field H, the magnetic induction B, To define
a field in some region in space means to indicate these field vectors at
any_point of it. The electromagnetic field components — electric (vectors
E, D) and magnetic (vectors H, B) —- are mutually dependent. For a field
in a vacuum the following expressious-are valid: .

=gk, B=pH, (1.1) (1.2)
where €9 1s the electric constant equal to egp=(1/36m) 10~9:8.85x10~12
farads/m; up is the magnetic constant equal to ug=4m.10-7%1,257.10~6 g/m;
H is the magnetic field intensity, amps/m; D is the electric induction,

- coulombs/m2.

_ The interrelation of the electromagneciic field vectors is defined by the
properties of the medium. The theory of an electromagnetic variable field
is based on the following four principles:

The total current law establishing the relation between the magnetic field
intensity and the current exciting this field,

. §; Hdl. “ o

10
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The concept of the "total current" includes not only the conductivity
current, the density of' which S.omb=°E, but also the bias current
Sbias=cg(9E/3t). From this law it follows that any variation of the elec-
tric field in the time |3E/3t| causes the appearance of a magnetic field

- (H);

The law of electromagnetic induction establishing the relation between the
emf induced in the circuit and magnetic flux intersecting this circuit

_ 0, a0
=226 QEd= 9@ . .
ot g) ! o a (1.4)

- From (1.4) it follows that any variation of the magnetic field in time
39/9 is accompanied by the appearance of an electric field (E);

The Ostrograd-Gauss theorem establishing the relation between the vector
flux of the electric field intemsity through the closed surface and the
electric charge located inside the given surface,

N=2Q/e,. (1.5)

If Q=0, then N=0, and then the electric field can occur only as a result
of variation of the magnetic field. In this case, the emf in the closed
circuit is

L )
e=§35dz= — = #0, | (1.6)

and the emf of the electrostatic field in the closed circuit is
e=§£dl=0.

This difference is caused by the facﬁ that the electrostatic field is a
potential field, and the electric field obtained as a result of variation
of the magnetic field has a vortex nature;

The cause of continuity of the magnetic flux expressed in the fact that the
total magnetic induction flux through any closed surface is equal to zero.
This is explained by the eddy nature of the magnetic field.

_ 1.3. Sources of Electromagnetic Fields of Different Frequencies

Triple-Phase High-Voltage AC Lines. The-set of electric power plants,

- substations and electric power receivers conmected to each other by the
electric network lines is called the power system, Part of the power sys-
tem consisting of the gemerators, distributing devices, step-up and step-
down substations, the electric network lines and the electric power
-receivers is called the electric system. The distance between the power

11
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engineering and electrical systems consists in the fact that the electric
system does not include the thermal or hydraulic parts of the system, that
is, the part pertaining to the primary motors and their power supply.

The electric system consists in the station and linear parts. The linear
part of the electric system, including the substations and lines of differ-
ent voltages, is called the electric network. The latter is used to trans-
mit electric power from the place of its production (the electric power
plant) to the user locations and for distribution of the electric power
among the users. The lines connecting the electric power plant to the

' step-down substations are called high-voltage lines (VL). 1In addition, any
high-voltage part of the rayon electric system network is called a high-
voltage line.

An example diagram of the electric system [5] is shown in Fig 1.8. From
the powerful rayon electric power plant (the.rayon hydroelectric power
plant [GES]) the AC electric power is tranmsmitted through the step-up
substation of the 220 kv overhead line (or 500, 750 kv line) and the step-
down substation to the 110 kv rayon ring network. This network is also
fed through the 110 kv line and the 6/110 kv step-up substation from the
rayon thermoelectric power plant located near the peat shows. Inside the
110 kv rayon ring network there are step—down 110/10 kv substations ser-
vicing a large industrial region, in the center of which there will be a
heat and electric power plant (TETs) operating on imported fuel and
supplying the users of the industrial area iocated near the plant with
electrical and thermal power. From the rayon 110 kv network through a
step~down substation, the 35-kv rayon ring network is fed, from which, in
turn, the local 6 kv networks with step-down transformers for the 380-220
volt distributing networks is fed.

In the lower part of the diagram, the local electric power plart of
comparatively low power with distributing network of 6 kv directly depart-
ing from the station buses (to the right) conmected to the system is con-
centrated. The feed network which provides electric power to the feed
stations in the 6 kv distributici network (on the left) is connected to the
same buses., The step~down transformers in the 6 kv network feed the
380/220 volt distribution networks. The step-up and step-down transformer
substations of the triple-phase electrical systems can have connections of
the transformer windings by the system shown in Fig 1.9,

If the star-connected line windings of a transformer have a neutral point
insulated from the ground, then the overhead line connected to such trans-
formers is called a symmetric-~voltage line with insulated neutral, If
the neutral points of the line windings of the transformers are comnected
to ground, then the overhead line connected to such transformers is called
a symmetric high-voltage line with rounded neutral. Finally, in the case
where the neutral point of the line windings of the transformer is
connected to the ground through an arc-extinguishing coil, the overhead

- line connected to such a transformer is called a symmetric high-voltage

12
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Figure 1.8, Example diagram of the electrical system

Key:

1. Rayon hydroelectric power plant 1l4. Rayon heat and electric

2. 10 kv power plant

3. Step-up substation 15. 110 kv step-down substation
4. 220-500-750 kv 16. 35 kv

5. 220 kv overhead line 17. 35 kv ring rayon network

(500, 750 kv) 18. 6 kv distribution network

6. Step-down substation 19. Transformer station

7. 110 kv 20. 35 kv overhead electric

8., 110 kv ring rayon network power transmission line

9. 110 kv overhead line 21, Feed network
10. Heat and electric power plant 22. Distribution station
11. To the local network 23. Local electric power plant
12, 6 kv 24, 380/220 v distribution
13, Step-up substation network

13
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line with compensated neutral, The high-voltage lines in which the ground
is used as one of the operating lines are called the lines of asymmetric

= electric systems,
VYD
A9 TN
Q " owb) ‘c)

Figure 1.9. Diagram of the connection of the power
transformer windings: a) ' triangle-triangle; b) triangle=
star; c) star-star

= J02mm

a

e),

Figure 1.10., Wires for overhead high-voltage lines:

a) single-wire 10 mm* in cross section (M-10); b) seven-
wire 35 mm® in cross section (M~35); ¢) multiwire 120 mm2
in cross section (AS-120); d) multiwire 332 mm2 in cross
section (ASO-332) made up of 54 aluminum wires d=2.8 mm and
7 steel wires d=2.8 mm; e) multiwire 480 mm2 in cross
section (ASO-480) made up of 54 aluminum wiresd=3.37 mm

_ and 19 steel wires d=2 mm

The rayon and distribution electric networks are divided into overhead
and underground. The overhead networks are made using bare wires sus-
panded on insulators mounted on supports. The wires of the overhead high-
voltage lines can be: single-wire -- copper or steel; multiwire, made up
of 7, 12, 19 or 37 individual copper or aluminum wires twisted together;
multivire steel-aluminum (AS and ASO); in each such conductor the core is
made up of 3, 7, 19, and 25 twisted steel wires, around which there are

; lays of aluminum wire. Certain types of conductors for overhead electric

1 power transmission lines are shown in Fig 1,10. The structural design
and the dimensions of the supports for the overhead lines depend on the

14
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magnitude of the operating voltage. The types of intermediate supports
for the high-voltage lines for various voltages are shown in Fig 1.11.
The basic dimensions of the wire suspensions on the overhead lines for
triple-phase current from 3 to 750 kv are presented in Table 1.1. '
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Figure 1.11. Intermediate supports of overhead high~voltage
lines: a) wooden for the 10 kv overhead lines with pin
insulators; b) wooden for 110 kv overhead lines; ¢) metal for
220 kv overhead lines; d) metal for 500 kv overhead lines
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Table 1.1.

Overall Dimensions of the Wire Suspension of Electric Power
Transmission Lines

P P Bucu:: bl BacoTa onops
Jiunolvios . . 5) - “ YouKs oA |Bucors
'-'2':3" qu}g:n. n:n:-‘&.::‘::n ::ﬂ ;;:ﬁu?n; :;c. e mgﬁn:u m:a:-—
(1) (2) (3) (4) 6) 1 (7)1 (8 (9)
3 50 1,0 — [—} -— —_
6 50 1,2 - - 17 —_ -—
10 50 1,5 - - |7 —_— —_
35 50 3,0 —_ -7 — —
_ 110 gg gg —_ - ; s - -
1 K — —_ . — —_
. 2% 50 7,5—8,5 — 2 18 25 3,0 -
" 500 50 - 12,6 0,5 2 |8 27 5,0
- 760 50 17,6 0,6 28 112 35 7.0
800 [ocronn- ¢10)%1,0 0.4 17 | 8 22 5,0
HOTO TOKE|
B 1500 To xe(11) 22,0 0,6 2 19 30 10

Key:

. Line voltage, kv

. Frequency, hertz

. Spacing between adjacent phase lines, meters

. Spacing between lines in split phase, meters

. Height of suspension, meters

. Maximum

« Minimum

. Height of support to the poiant of suspension of the insulator
chain, meters

9., Height of chain, meters

10. DC current :

11, The same

The underground networks are made from cables laid directly in the ground
or in a corridor. The high-voltage cables for electric networks are made

with insulation of the phase conductors for operating voltages of 1, 3.3,
10, 35, 110, 220, and 500 kv,

- The operating voltages and currents in all of the high-voltage transmission
lines contain harmonics, the frequencies of which are in the frequency
range from 0,1 to 150 kilohertz and higher. The harmonics have the high-
est amplitudes in the voice-frequency band (0.1 to 3.5 kilohertz). These
harmonics reach especially high values in the three-phase AC transmission
lines which feed the devices with rectifiers (electric traction DC sub-
stations, the AC electric locomotives with rectifying converters, powerful
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radios, electromelting furnaces, and so on). The studies made of the three-
phase transmission lines with voltages of 35, 110, 220, 330, and 500 kv

by the TsNIIS Institute for various load currents indicate that the curves
for the line or phase voltages and currents and also the curves for the
zero-sequence currents in the systems with grounded neutrals contain
high~amplitude harmonics in the frequency band from 100 to 3500 hertz.

For an example in Fig 1.12 oscillograms are presented of the line voltage
of the triple-phase overhead line feeding the DC traction substations and
the zero sequence currents in the overhead lines with grounded neutral.

The example operating values of the harmonic components of the voltages and
currents (phase and zero sequences) for the 500 kv overhead lines are pre-
sented in Figures 1.13a and b; for the 220 kv overhead line, in Fig 1,l4a
and b; for the 110 kv overhead line in Fig 1.15a and b.

For normal operation of the overhead lines, the harmonic components of the
voltage and current curves of the overhead lines are sources of the
occurrence of interfering voltages and currents ir the circuits and
communications channels, The currents and voltages of the basic frequency
of the overhead line under defined emergency conditions are sources of
currents of dangerous effects in the communication circuits.

o 4
g, W

] N

a ‘

Figure 1.12 Oscillograms of the line voltage of a triple-phase
110 kv overhead line feeding the DC traction substations (a)
and the zero sequence currents in the grounded neutral of the
triple-phase high-voltage 110 kv overhead transformer (b)

High-Voltage DC Lines. The transmission of high electric power over a
distance of more than 1000 km will become more advantageous if it is
realized by superhigh voltage direct current. The construction of the
conversion substations and the DC overhead lines with a working voltage
between the conductors of 400 to 1500 kv is in general significantly
cheaper than the construction of the triple~phase super-high voltage AC
transmission lines. The super~high voltage direct current is obtained at
the electric power plants by conversion of the triple-phase industrial
frequency alternating current using multiphase rectifiers., The rectifying
current at the output of the rectifying unit is a pulsating current con-

- taining harmonics of different frequencles. At the distributing sub-
stations the direct current is again converted to triple-phase with the
help of inverters which, just as the rectifiers, are sources of curreats
containing harmonics of different frequencies.

17
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Figure 1.13. Harmonic components and psophometric value of the
phase current (a) and the zero sequency current (b) of the

500 kv overhead line for I¢=400 amps

Key:
1. amps 5. harmonics
- 2. hertz 6. Iy effective
3. pSOPh 7. IO psoph
4, 3.2 amps

The current harmonic frequencies in a high-voltage DC line are in the

frequency range from 0.3 to 150 kilohertz and higher. Inasmuch as the
DC lines are constructed for a working voltage between conductors from
400 kv and higher, the voltage harmonics in such lines have amplitudes
of several thousand volts, and the current harmonics reach several tens

- of amperes (especially in the voice frequency range).

In Fig 1.16 the effective values are presented for the harmonic voltages
in the "wire-ground” network of the DC 400 kv overhead line in the fre-
quency band of 0.3 to 6 kilohertz. From the graph it is obvious that the
ahsolute values of the harmonic amplitudes that are multiples of the
number of rectification phases m and the basic frequency of the rectified
alternating current f (£=50 hertz, m=6), in the "conductor-ground" loop

in the 0.3-6 kilohertz band vary from hundreds to tens of thousands of
volts., These figures indicate that the high voltage DC lines are the most
dangerous sources of interference for the low-frequency telephone channels
and the sound broadcast channels, The values of the harmonic voltages in
the frequency band of 12-24 kilohertz in the 400 kv overhead lines will
vary from hundreds of ‘volts to hundreds of millivolts. The harmonic .
components of higher frequencies (24~36 kilohertz) have effective values
from several tens of millivolts to several hundreds of millivolts.
indicated values of the harmonic in the 12-36 kilohertz band are
sufficlently serious sources of interference in the transmission channels,

18
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Figure 1.14, Harmonic components and psophometric value of
the phase current (a) and zero sequence current (B) of the
220 kv overhead line for I¢=106 amps

Key:
1, amps 5. Ig eff
2, harmorlics 6. Ip ;aoph
3, £, hertz
4. I¢ psoph

especially in the triple-~chanmel transmission systems using the overhead
communication lines (V-3)., The harmonics in the frequency hapmd of 36-150
kilohertz in the 400 kv overhead lines have such significant amplitudes

that it is possible to neglect them as interference sources from the
indicated overhead lines,

Inasmuch as at the present time DC overhead lines are being introduced with
a working voltage of 1500 kv, the magnitudes :of the current and voltage
harmonics in such overhead lines are approximately doubling by comparison
~with the 400 kv overhead lines and, consequently, the interference in the
low~frequency telephone channels is increasing as much, respectively.

The voltage and current harmonics under the corresponding conditions of
convergence of the overhead lines with communication lines have signifi-

cant interfering effect on the transmission channels in the low and high
frequency ranges.

19
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- Figure 1.15. Harmonic components and psophometric value of
the phase current of the 110 kv overhead lines for I;=150 amps
_ (a) and psophometric values of the phase voltages and currents
- of the zero sequence of the 110 kv overhead line for traction

load (b)
Key:
1, amps 5. Uy, volts
B 2. Ipgopn™0.68 amps 6. I, amps
3. harmonics 7. psoph
4, £, hertz 8. 110 kv overhead line
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Figure 1.16. Values of the harmonic components of rectified
voltage in the "conductor-ground" circuit of the DC 400 kv
- overhead line ‘
Key:
1. U, volts 3. £, hertz
2. harmonics
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If the energy is transmitted over a single~wire line (a "conductor-ground"
system), then only half of the rectifiexs operate at the gtation, that is,
a six-phase rectification system is created in which the harmonics with
frequencies that are multiples of 300 occur. When ti .smitting power over
a two-wire line (the "wire-wire" system), a 12-phase rectification system
is created in which the harmonic currents with frequencies that are multi-
ples of 600 appear on the line. In this case, when grounding the mid-
points of the systems on the transmitting and receiving ends, currents will
circulate in each conductor of the line by the "conductor-ground" circuit
with frequencies that are multiples of 300. The magnitudes of these

currents will be determined obviously just as when working with lines in
the "conductor-ground” mode.

The system for transﬁitting the harmonic currents in the DC power trans-
mission line with the rectifier (on the left) and inverter (on the right)
on in the presence of smoothing filters :is presented in Fig 1.17. At any

kol o
Wi TelT

? h’!,

L

Figure 1.17. Diagram of overhead DC lines operating:
a) by the "wire-wire" system; b) by the "wire-ground"
system

point of the DC line the harmonic currents from the rectifier and the
inverter are added. The most dangerous case of interference msut be con-
sidered to be the one where at any point of the line like harmonics are
added arithmetically, for the phase shift between them is 2mn. In Fig 1.17
Lp, Cy, Ly are the parameters of the filter elements (1); Ig are the
harmonic currents with frequencies that are multiples of 300 hertz; I are
the harmonic currents with frequencies that are multiples of 670 hertz;

2 -~ equivalent harmonic generators,
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High-Frequency Channels of the Transmission Systems Based on AC and DC
Overhead Lines. The high-voltage electric power transmission lines from
6 kv and up, In addition to direct purpose, ,are used to transmit telemetry
and signals between various points along the overhead line in the power
systems, The high-frequency channels in the overhead lines are created
in the range from 40 to 500 kilohertz, and they provide for transmitting
telemetry, telemetering signals, telephone conversations, and also in

) protection circuits for the input-output substations [6]. The circuits
for connecting the high-frequenzy installations to the conductors of the
overhead lines at the transmitting and receiving stations are illustrated
in Fig 1.18, The transceivers (I; and M;) with carrier frequencies f; and
f are connected to the conductors of the high-voltage line through the
filters ¢; and ¢ and capacitors C; and Cy. The chokes L] and Lj block
the path of high-frequency currents in the direction of the power equipment.

52(1) I
2l Sl
e
al
14 81 (1) 4 1
o 3 pint — o~~~
= (= _T—dz;;.—
. T T, =
Slle slE
’3 14 - L%
- b) ,

Figure 1.18., Connection of the high~frequency communications
stations to the conductors of the triple-phase high-frequency
line: a) by the "phase-ground" system; b) by the "phase-
, phase" system
Key:
1. Overhead line

The high-frequency current transmitters included in the conductors of the
DC and AC overhead lines have high power (10 to 100 watts and higher) and,
consequently, they are sources of interference for the channels of the
transmission systems and, in particular, on the overhead lines. It is
necessary to consider the effect of the high-frequency channels of the

- high-voltage lines on the channels of the transmission systems of the over-
head and cable lines in the case where the power of the high-frequency
stations of the overhead lines will exceed 5 watts and if the overhead
communicatior lines multiplexed by the V-3 and V-12 transmission systems
and the single-quad cable lines, usually having light metal covers with
low protective effect, will be subjected to its effect.
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DC and AC Electric Railways. In the Soviet Union the electric railways
operate on direct and single-phase alternating current of industrial fre-
quency [1,7]. 1In the DC electric railroads, depending on their purpose,
the following voltages are used: 600-800 volts on the municipal railways
(streetcars, subways); 3300 volts (on the longest 6600 volts) on the rail-
road trunks. The voltage is fed to the buses of the traction substations
from the 6-phase mercury or semiconductor (silicon) rectifiers that .con-
vert the tripie~phase AC voltage to DC. An oscillogram of the pulsation
of the rectified voltage U picked up at one of the substations of a DC
electric railroad is shown in Fig 1.19. The harmonic components of the
pulsation curve have a frequency of fy=50 mk, where m is the number of
phases of the rectifier of the electric traction substation, k is the
order number of the harmomic (1,2,3,...). 1In reality the pulsation curve
for the rectified voltage, in addition to the theoretical components that
are multiples of 300 hertz, always contain other harmonics which are not
multiples of 300 hertz. The latter occur as a result of asymmetry of the
Phase voltages of the triple-phase current overhead lines feeding the
traction substation. In Fig 1.20, for example, data are present from
measuring the harmonics of the buses of the traction substations during

- normgl operation of the electric railroad. From the chart it is obvious
that voltage of the contact network, in addition to the harmonics with
frequencies of £;=50 mk, contain harmonics with a frequency £ (1c+1) =50 (m+1) k.

For electrification by direct current, stray currents are created in the
ground which cause corrosion of the underground metal pipes and also

lead and aluminum sheathings and steel armor of underground cables. In
order to protect the underground structures from corrosion special, .
expensive measures must be taken, This 1s one of the deficiencies of the
DC railroads.,

]

]
V

<

MAMAMNNN

i

Figure 1.19. Voltage pulsation curve for the buses of the
DC electric railroad substation measured before the reactor
for U=3300 volts

T =3

_ Beginning in 1958, the electrification system for the rallroads in the
Soviet Union using alternmating single-phase current of industrial frequency
and having significant technical-economic advantages over the DC system
has been widely introduced. For electrification of the railroads with
alternating current the voltage of the contact network is increased to
25 kv (instead of 3 kv for direct current), which makes it possible to
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increase the distance between the traction substations to 40-60 km,
decrease the cross section of the-catenary-system conductors and, conse-
quently, cut the copper consumption and cut the initial expenditures on
setting up the electric power supply in half.
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Figure 1.20, Values of the harmonic components of the rectified
voltage and the traction substation of a DC electric railroad
for U=3300 volts measured before the reactor

Key:

. Vvolts

. Psophometric value

. Harmonics

. hertz

W

When supplying power to the AC-DC electric locomotives the voltage curves

of the AC contact network, as a rule, contain a large number of harmonics

in the frequancy range from 0,1 to 150 kilohertz. The basic cause of the

distortions of the sinusoidal shape of the voltage and current of the

contact network is the presence of rectifiers in the electric locomotive
_ to supply the electric motors of the electric locomotive (the greatest
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distortion is created by the thyristor rectifiers). Fig 1.21 shows
oscillograms of Uk and I in the contact conductor of an AC electric

railroad in supplying power to AC-DC electric loccmotives. Flg 1.22 shows
_ the values of the individual harmonics coming from the electric locomotive

I

'3 A
\ /I" \ /V\MV\ A/::u 1)

Al (2)

Figure 1.21. Oscillograms of the voltage Uy and the current I
in the contact conductor of a single-phase AC electric railroad
with AC-DC electric locomotives
Key:
1. For Uk
2. For I
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Figure 1.22. Values of the harmonic components of the current in
a contact network for AC-DC electric locomotives

1, Iy1.e1» amps; 2. harmonics
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to the contact network. Since the harmonics of the current voltages in
the DC and AC contact networks reach significant values, it is possible to
conclude that thecatenary systems of the electric railroads of the indi-
cated systems are a serious source of interference for the overhead and
cable communication line circuits.

In addition, the AC electric railroads have a significant deficiency con-
sisting in the extraordinarily dangerous magnetic and galvanic effects on
the communication lines, The protection measures to decrease the effect
require expenditures which noticeably reduce the cost benefits of electri-
fying the railroads with alternating current. One of the methods of
reducing this interference is conversion to new power supply systems for
the traction network on a voltage of 2x25 kv [11].

The basic elements of electric railroads are the traction substation, the cat-
enary and rail networks. The traction substations are used for conver-
sion of high-voltage alternating current to direct or alternating current
with the voltage taken for supplying power to the rolling stock (electric
locomotives). The catenary system i1g a structure by means of which the
electric power is transmitted from the substation to the electric locomotive.
The satenary system is made up of conductors (contact conductor, bearing
cable, amplifying lines), supporting structures (supports, brackets, guys)
and various auxiliary devices. The contact (trolley) wires are made shaped
(with two longitudinal chutes to grasp the conductor with clamps). The
transverse cross section s of the contact conductors usually is taken

equal to 85 and 100 m2. The material for the contact conductors is solid-
drawn electrolytic copper or bronze. The ohmic resistance (R) of the copper
wires at +20°C is the following: R=0,179 ohm/km for s=100 mmz; R=0,211
ohm/km for s=85 mm?; R=0.275 ohm/km for s=65 mm®. As the bearing cable of
the chain suspension, copper, bronze, bimetal, steel and combined multiple-
core wires twisted from 7, 9 or 37 strands are used.

For the catenary system of the DC electric rallroads, it is most expedient
to use a copper bearing cable, for in this case the number of amplifying
wires is reduced, and in some cases, there is no need for them at all.
The MG-120 type wire has found the broadest application of the bearing
_ cable., In cases where the cross section of the contact wire and the cable
- turns out to be insufficient, an increase in cross section of the contact
network wires is achleved by adding amplifying wires (feeders), which are
usually suspended on the same supports., The amplifying wires are connected
to the contact wire using transverse connectors. Material for the amplify-
ing wires 1s copper or aluminum. The copper amplifying wires are con-
structed the same as the bearing cables; the MG-95 and MG-120 and also the
1-150 and M-185 aluminum wires have found the broadest application. For
connecting the individual wires of the contact suspension to each other,
a bare, flexible copper wire 10 m? in cross section (MGG-10) is used.

The traction substations that feed the catenary system are connected either

parallel to it (parallel two-way feed) or separately (one-way feed).
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The DC traction substations are connected every 10-15 km, and the AC,
single-phase, 25 kv traction substation, every 40-60 km. At each DC trac-
tion substation equipment (transformers) are installed to step down the
fed voltage of the triple-phase line (35-110 kv) to the operating voltage
of the traction substation with subsequent conversion by means of the six-
phase triple-phase current rectifiers to rectified direct current for feed-
ing the contact network. A simplified feed circuit for the traction sub-
station from the triple-phase, 110 kv line with voltage step down to
3.3 kv and conversion of the alternating current using the RV mercury
rectifiers to direct current is presented in Fig 1.23. The DC electric
railroads have an interfering and dangerous electromagnetic and galvanic

- effect on the cable communication lines.
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Figure 1,23, System for supplying power to the traction
substation of the contact network of a 3.3 kv, DC railroad

Key:
1. To the rails 4. To the contact wire
2, RV
3. kilovolts .

On the AC traction substations, equipment is installed to step down the
voltage of the high-voltage feed line to the operating voltage in the
contact network. The simplified diagram of the power gystem for a
traction substation and single-phase ACcatenary system is presented in
Fig 1.24. The TDTIG transformer indicated in this system has three windings
with a voltage of 110, 27,5 and 6 kv. The AC electric railroads are a
powerful source of dangerous and interfering effects on cable communica-
tion lines.

Statistical Data on the Conditions of Convergence of the Main Cables with
the High-Voltage Lines. In the given item the results are presented from

examining the conditions of convergence of the main communication cables
with the electric power transmission lines with a voltage from 110 kv and
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up and the AC electric railroads [8]. In the process of inspecting the
planning assignments, the length of the route was determined (in the same
kilometers) for which the width of the convergence between the cable and
the interfering line is within given limits. The integral distribution
curves for the width of convergence obtained as a result of the inspection
are presented in Fig 1,25. The convergence length of the cables with the
overhead electric power transmission lines increases from year to year;
the values obtained (Fig 1.25a) can be used in the near future to estimate
the convergence in the future,
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Figure 1.24, System for supplying power to the traci:ion
substation and single-phase AC contact network

Key: .
- 1. 110 kv input 11, Test bus
2. I bus system 12. Supply feeder
3. II bus system (to the contact wire)
4, 110 kv | 13, Discharge feeder
5. TIDTG (to the rails)
6. In~house needs (6 kv)
7. Buses 27.5 kv
8. Phase A
9. Phase B
10. Phase C

The data on the convergence of the main cables with the AC electric rail-
roads on the whole throughout the USSR are presented in Fig 1.25b. These
data take into account the prospects for the next 10 or 15 years, In
addition to the convergence width, from the indicated planning assignments,
the specific resistance of the ground along the routes of the main cables
was determined. Here the length of the route was established (in the
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kilometers for which the specific resistance of the ground .is within the
glven limits). As a result, the integral distribution of the specific
resistance of the ground was obtained (Fig 1.25c).

The convergence width of the cable with the high-voltage line and the
specific resistance of the ground can be considered as random variables.
The determination of their values on each kilometer of the cable route is
equivalent to performing experiment on a random variable. The number of
kilometers of the route with the given value, for exsmple, width of con-
vergence, is in such an interpretation the number of favorable events, and
the ratio of the length of the cable route on which the convergence width
has the given value to the total length of the trunk is the frequency of the
event: the appearance of a given value of the convergence width. As is
known, the frequency of the event for a large number of exper iments
approaches the proability of the event. Since a large number of long
currents were inspected, the frequency of the appearance of the given value

of the convergence width or the specific resistance to the ground can be
equated to the probability.
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Figure 1.25. Statistical distribution functions (F) of the
convergence width of the long distance cables:

a) with electric power transmission lines; b) with AC electric
railroads; c) distribution of the specific resistance of the
ground along the cable mains

1. ohm-m

Thus, from the data obtained, the probability of ome value of the conver~
gence width or the specific resistance of the ground or anather can be
found. The data obtained with respect to the convergence width and the
specific resistance of the ground can be considered as some simple
statistical sets of random variables or the primary statistical material.
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For this set the statistical distribution function of the random variable
can be constructed as was done in probability theory, that is, the fre-
quency of such an event for which the given random variable X is less than
the given value of x. In our case this is equivalent to determining the
frequency (probability) that the convergence width (or the specific
resistance of the ground) will be less than the given value, that is,

F@)=pla<ay),

where F(a) 1s the statistical distribution function of the convergence
width a; p 1s the frequency (probability) of the event; ax 1s the given
value of the convergence width., It is possible analogously to determine

1 1)
F (u(a,))= P ((p;. <Psxh
Key: 1. g

where po. 1s the given value of the specific resistance of the ground (the
statistlcal distribution functions are seen in Fig 1.25a-c).

In order to find the value of the statistical distribution function for the
given convergence width amay, the number of kilometers of the cable routes
having a convergence with a<ay was calculated, and it was divided by the
total length of the mains. The curve pertaining to the entire territory

of the USSR takes into account the convergence length for a convergence
width a<ay with respect to all mains and the total length of the mains.

The statistical distribution function of the specific resistance of the

- ground was constructed analogously.

The magnitudes of the copvergence width and the specific resistance of the
ground characterize the conditions of convergence of the cable line with
the high voltage line., Thus, when using the data obtained it is possible
to talk about the probability of certain convergence conditions for the
examined sections of the network. The convergence width of the cable with
- the interfering line and the specific resistance of the ground are indepen-~
dent random variables, This means that if we are given defined calculated
values of the convergence width and the specific resistance of the ground,
then the probability of the event in which both random variables will be
improved by the convergence conditions, that is, their convergence width
will be less and the specific resistance of the ground will be higher than
calculated is equal to the product of the probability of the two values.

Of course, the probabilities obtained for the individual specific main
can also fail to be observed, but on the whole throughout the network
the probability of the appearance of certain conditions of convergence
must correspond to the comstructed curves.

Atmospheric Electricity, Lightning Discharges. It is known that the
mantle of air araund the earth (the atmosphere) 1s made up of several layers:
the troposphere with the upper boundary from 7 to 18 km above the earth,
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the stratosphere extending to an altitude of 7-18 to 80 km and the
ionosphere which extends to an altitude of up to 900 km. The ionoaphere
has good electrical conductivity, and it is like one plate of an enormous
spuerical capacitor, the second plate of which is the spherical surface
of the earth. The role of the dielectric 1s played by the poorly conduct-
ing air medium between them, The magnitude of the dielectric charge of
the investigated spherical capacitor is reckoned at 5-105 coulombs.

- Here the upper plate (the lonosphere) 1s charged positively, and the earth's
surface, negatively, The electric field intensity between the lonosphere
and the earth 1s nonuniform as a result of different density of the air;
for the earth's surface it will be about 120 v/m in the case of a clear
sky., :

Under the effect of the existing potential difference between the iono-
sphere and the ground, a current, the total magnitude of which reaches
1800 amps, flows constantly through the atmosphere, which has a poor, but
still finite conductivity.

The intensity of the electric field in the atmosphere does not remain
constant; at different points of the earth it is different, and to a high
degree it depends on the presence of charged clouds above the surface of

- the earth. The charged clouds are a source of a formation of an addi-

’ tional electric field between the clouds and the surface of the earth.
The total magnitude of the intensity of the electric field at the surface

- of the earth for slowly moving charged clouds can increase to 1000 volts/m,
5000 velts/meter and higher. For extraordinary magnitudes of the poten-
tial difference between the cloud and the earth (exceeding 109 volts)
electric discharge -- lightning —~ takes place.

The clouds are accumulations of either drops of water (low clouds ~- cumu-
lus) or ice crystals (cirrus). Both are formed on condensation of water
vapor in the air. Condensation is a consequence of the cooling of the
mass of moist air below the temperature of the so-called "dewpoint" for
which the vapor becomes saturated. For condensation of the water vapor
it is necessary that nuclei be found in the mass of air around which the

- drops form. These nuclei are dust particles in the air or {ions. The
drops formed on the dust particles are neutral, and the drops, the centers
of which are ioms, receive positive or negative charges, However, the
magnitude of each charge is insufficient for the formation of even such a
small quantity of electricity as is transported by ordinary raindrops.
The magnitudes of these charges are certainly insufficient for the forma-
tion o flightning currents.

In addition, the iomnized drops are distributed in the cloud randomly: any
part of the cloud contains both positive and negative drops. Therefore,
the cloud as a whole can be consldered as a body in the neutral state,

The electrical phenomena can be manifested here only in the case where the
electrized particles are divided into two groups: one with positive and
the other with negative charges; each group of charges must be concentrated

31

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

in a separate part of the cloud. In other words, it is necessary that the
cloud be polarized.

The formation of lightning is always connected with the presence of a
powerful ascending flow of warm moist air which when it reaches a defined
height, releases the moisture contained in it in the form of the finest
drops of water or ice crystals. The vertical flows of warm air are formed
elther during intense heating of the earth's surface by sun rays, especially
at the locations having prominences —- hills (thermal thunderstorms) or

_ when a mass of warm air encounters cold, denser hill (frontal thunderstorms).
The presence of intense air flows in the clouds having high velocity leads
to constant fractionization of the water drops; in this case gseparation of
the charges takes place; a negative charge is formed on the fine drops,
and a positive charge on the larger ones. In the lower regions of the
cloud heavier drops are accumulated with positive charges; the lighter
water mist is carried to the upper part of the cloud with negative charges
(Fig 1.26).

The gradual accumulation of electric charges in the upper and lower parts
of the cloud is the cause of the formation of an electric field of
increasing intensity around them. This field occurs inside the cloud and
around it to the surface of the earth. When the potential gradient of any
point of the cloud reaches the critical value for the air at atmospheric
pressure (according to Wilson, 3-105 volts/meter), a breakdown or leader
discharge takes place.

S

\ @W
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Figure 1.26., Charge distribution in a polarized cloud (a)
and electric field of a charged cloud (b)

Depending on the polarization of the cloud, positive or negative ilons are
discharged in the direction of the electric field, and under its effect
they acquire enormous velocity. The impact of these ions against the

ailr molecules determines the lonization of the latter; ions of the same
slze as the cloud are repelled and carried away in the direction opposite
to the cloud, and the ions with opposite sign are attracted to it, The
process of ionization of the nearby layers of air brings the charge of

the cloud toward the ground; the intensity of the electric field increases,
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and the ionization continues as a consequence of the lightning:strike.
The leader charge moves forward in the direction of the ground in steps
at time intervals of about 100 microseconds.

The discharge beginning near a cloud (1 in Fig 1.27) is propagated at a
velocity on the order of 5.10% km/sec in the direction of the ground,
However, this discharge does not reach the ground, but is halted at a
distance of 50 to 60 meters from the cloud. After some time (approximately
10 microseconds) a new discharge (2 in Fig 1.27) begins along the path
traveled by the first discharge with the velocity on the same order. This
new discharge moves toward the ground at a distance of 100 to 120 meters
from the cloud. After completion of this second discharge along the path
traveled by it, the third discharge begins to move. (3), removing itself

by 50-60 meters from the cloud, and so on. The new discharges (4 and 5)
occur until the last discharge (8) reaches the ground.

As we see, the process of the formation of the lightning channel from the
cloud to the ground takes place stepwise and requires a time interval on
the order of thousands of microseconds for its completion, The number of
pulses depends on the distance between the charged cloud and the ground.
This preliminary lightning discharge is called the leading discharge or
leader, and it is accompanied by a comparatively small light effect.
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- Figure 1,27. Schematic of the cloud discharge process

After the leader reaches the ground a brightly glowing discharge begins

to be prozagated from its surface toward the cloud with an awverage velocity
of 3.5-10% km/sec. This is called the primery discharge (9 in Fig 1.27).
This primary discharge can occur only on the surface of the grouad toward
the cloud. Since the conductivity of the cloud is very small by comparison
with the conductivity of the ground, the potential of the center of the
charge decreases very quickly in the cloud. This often serves as the

cause of the occurrence of subsequent primary discharges from the ground
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to the cloud. The formation of subsequent primary discharges differs
somewhat from the formation of the first discharge. The mechanism of
lightning discharge recorded using a rotating camera is illustrated in
Fig 1.28a. The current variation during repeated lightning discharges is
illustrated in Fig 1.28b. For example, a second dilscharge which, just

as the first, is made up of a leader running from the cloud to the ground
and the primary discharge running in the opposite direction after the
leader reaches the ground, differs from the first in that in it the leader
does not advance in steps, But with a more or less uniform velocity
approximately equal to 2:10° km/sec; this repeated leader is called the
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Figure 1.28. Mechanism of lightning discharge recorded
using a rotating camera (a) and the current variation
- during repeated lightning discharges (b)

Key:
1. Clouds 7. Primary discharge in the oppo~
2. 20000 microseconds site direction
3. 1000 microseconds 8. Primary discharge in the oppo-
4. Leader discharges gite direction
- 5. 1000 microseconds 9. Ground
6. Discharges of the shifting 10. 100 microseconds
- leader 11. 0.03 seconds

12, Repeated discharges

through leader. The number of repeated discharges along omne horned path
(channel) can fluctuate from 2 to 10 or more. If the time interval
between two primary discharges following each other is relatively large
and the ionization of the channel decreases to a value less than critical,
the repeated leader loses the capacity for continuous movement and begins
to be propagated in steps.

The most dangerous types of lightning discharge which damage communication

installations are streak lightning which is discharge of the cloud in the
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form of a bright narrow streak, white, light blue or bright red in color

from hundreds of meters to many kilcmeters long.
ueually is zigzag.
- data [40]:

_ The path of guch lightning
The streak lightning is characterized by the following
the magnitude of the charge on the thundercloud, the potential

of the thundercloud, the magnitude of the lightning current, the diameter
of the lightning channel, the number of repeated lightning strikes over
one channel, the time intervals between repeated lightning strikes, the
magnitude of the electric fileld gradient and the surface of the earth

before discharge of the cloud.

Among the enumerated parameters, the most

important include the magnitudé of the current inthe lightning channel,
- and the number of repeated strikes on one channel. The magnitude of the
current in the lightning channel varies within broad limits —- from several

kiloamperes to hundreds of kiloamperes.

The observations have established

that lightning with high current magnitude occurs only rarely. Thus,
lightning with a current of 180 kiloamps occurs inicases, the number of
which is equal to 0.1% of the total number of observed lightning strikes;
the number of cases of lightning strikes with a current of 80 kiloamps

is 4%.

Fig 1.29 shows the number of lightning strikes (expressed in percentages)
for which the lightning current does not exceed the values indicated on

- the y-axis.

The number of repeated lightning strikes following each other
on one channel is characterized by the curves shown in Fig 1.30.

In the

majority of cases (from 25 to 80%) the number of repeated strikes in one
channel fluctuates from 2 to 5, and only in the small number of cases

(52) can the number of strikes in one chanmel reach 10.

From these curves

and other observation results it follows that the lightning discharge of

a cloud is charact=rized by the following mean values:

Thundercloud charge, coulombs
Cloud potential, volts
Cloud discharge current, amps
Discharge time, microseconds
i Average length of lightning, km
' Diameter of lightning channel, cm
Time interval between individual repeated
discharges, sec
Number of repeated discharges
Pressure of ionized air in the lightning chamnel
as a result of the offect of electromagnetic
forces, Pa
Alr temperature in the lightning channel, °C
Conductivity of the lightning channel, Siemens/m
significantly greater than the conductivity of
copper, that is, more than
Internal resistance of the lightning current source,
including the resistance of the lightning channel,
ohms
Resistance of the lightning channel during establish-
ment of the primary discharge, ohms
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Figure 1.29, Probable percentage distribution of peak
values of the lightning discharge current:
1 — values measured on the 10 kv overhead electric power
transmission lines; 2 — lightning strikes to underground
cables
Key:
1. kiloamps
2, % of lightning strikes exceeding the values on the y-axis
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Figure 1.30. Curves for the probability of the percentage
distribution of the number of pulses (repeated strikes) in
one lightning channel according to the research data:

1 -~ MacIcron; 2 -~ Cato; 3 -- Shanlanda; 4 - Stekol'nikova

As the measurements demonstrated, the lightning discharge current is a
pulse with fast build-up of the current magnitude from 0 to the maximum
(the wave front) and comparatively slow decay (the tail of the wave).
Inasmuch as on the oscillograms the beginning of the wave and the time

of the maximum are difficult to determine exactly, as the wave front length
T¢ 1t is not the time from zero to the peak that is used, but the
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provisional value determined by construction (Fig 1.31}. For determination
of Tyy 8 stralght line is drawn through the peints of the wave with the
y-axes 0,1Up,, and 0.9Up.y. The intersection of the straight line with the
zero line and the horizontal straight line drawn through the amplitude level
also determines the length of the wave front (it is expressed in micro-
seconds). The wave length 1,, 18 the time passing from the provisional
beginning to the time when the wave current becomes equal to half the ampli-
tude., The lightning current pulse is characterized by the ratio of the wave
front to the wave length, that is, Tf/Tw (frequently 1¢ 1s denoted by 13,
and T, by 15).
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Figure 1.31, Shape of the lightning current wave

According to the observation data for the lightning strike to ground the
values of the wave fronts fluctuate from 1 to 15 microseconds, and the wave

- length reaches 10-100 microseconds; for lightning strike to underground
cables the current wave fronts reach 15-60 microseconds, and the current
wave length reaches 100~1000 microseconds. The curve for the lightning
current pulse with a lightning strike to flat ground has a defined charge
Q=10-50 coulombs (on the average 25 coulombs), and for lightning strikes in
the mountains, a charge Q=30-100 coulombs (on the average 60 coulombs). For
lightning discharges to television towers the charge reaches 160 coulombs.
For lightning strikes to ground, damage to the lines is possible if the .
cloud discharges occur directly in the lines or near them. When the lightning
currents hit a support or the wires of overhead lines, destruction (split-
ting) of the support, fusion and breaking of the wires take place.

For lightning current strikes to ground near overhead communication lines,
high voltages occur in the wires which have a destructive effect on the
insulation of the equipment included in the overhead line circuits. When
the lightning currents hit the overhead communication line itself, the
wires, insulators, line suppos:s and included equipment are destroyed. The
cable underground lines are also subjected to damage when the lightning
currents hit the ground near the point of laying the communication cables
or when the lightning currents hit the cables themselves.
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A large number of cases of damage to the interurban cables by lightning
current hitting the cable sheathings during discharge of the cloud to ground
near the cable path have been recorded. A large number of cases have been
noted where the lightning currents reach the sheathing from tree roots

which have been struck by lightning [9].

In order to determine the nature of the ‘cable damage in the case of lightning
strikes and to make gome generalizations, studies were made of materials in
which the damage was more or less described in detail, In addition,
statistical data were used on lightning damage to cable long distance net-
works, both Soviet and foreign, which were assembled by the MRKIT [Inter-
national Telephone and Telegraph Consultative Committee] from the networks

in Sweden, Belgium, Denmark, England, Italy, The Netherlands, Czechoslovakia.
Analyzing the data, it is possible to make the following generalizationms.

1. The cables in which lightning damage has been detected had lead sheath-
ing from 1.5 to 3.0 mm thick and an outside diameter from 18 to 68 mm,

2. The cables laid in ground with a specific resistance of more than

500 ohm-m are damaged more frequently. However, cases are known where cables
have been damaged which were laid in the ground with a specific resistance
of more than 50 ohm-m. Primarily the cables laid in clay, sandy, rocky,
granite and peat soills are damaged. ’ :

3. Cables with small diameter of the lead sheathing are subjected to more
gerious damage than cables with large diameter of this sheathing.

4, Cables are most frequently damaged in the regions with a number of days
with thunderstorms of 15 to 60 or more per year, Serlous damage has been
observed in regions with poor conductivity of the ground even with a signif-
icantly smaller number of thunderstorm days per year (5-10).

5. The cases where lightning strikes the cable directly are quite frequent,
Holes and breaking-up of the ground occur over the cable itself (according
to the observations in the USSR and the United States) or furrows are formed
which run to the cable in the ground (according to observations in a number
of European countries, the USSR and the United States). In the case of
direct lightning strikes of overhead lines, the supports are damaged, and
the cables are melted.

€. Many cases where lightning currents have reached .cables through nearby

trees have been noted. The lightning strikes the tree (Fig 1.32) and runs

throngh its roots to the ground and then to the cable; such cases have been
observed in the USSR and other countries., The distance a between the tree

and the cable which is jumped by the lightning electric arc increases with

an increase in the specific resistance of the ground.

7. Lightning damage to cables occurs in the majority of cases simultaneously

at several points along the length of the cable at a distance from several
tens of meters to several tens of kilometers (30-36) from each other,
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The smaller the cable diameter, the longer the length of the section that is
damaged,

Figure 1,32, Lightning currents to the cable when lightning
strikes a tree »
Key:
1. Cable

8. The input cables of long distance mains and also the municipal cables
connected to the overhead lines are damaged from lightning striking the
cable supports or to the wires of the overhead lines near a cable support.

9. At the point where the lightning strikes the cable in the majority of
cases the following damage occurs: indentation and bending of the cable
under the effect of the external force, melting of the lead in the indenta-
tion and breaking of the strip armor, burning of the jute braiding, melting
of the cable cores and charring of the paper tape (Fig 1,33a, b, c).

10. At the points in the cables remote from the place where the lightning
has struck, in the majority of cases the following damage occurs: break-
downs of the insulation between the stramds of the upper lay and the lead
sheathing and breakdown  of the insulation between the cores, burning of the
insulation of the upper lay and melting of the lead sheathing from the in-
side, magnetization of the loading [Pupin] coils, breakdown to the housing
and between the turns of the loading coils, breakdown of the symmetrizing
capacitors.

Let us consider the effect of the lightning discharge on the most widespread
types of cables: symmetric and coaxial cables in metal and plastic sheath-
ings. Let us represent the cable in the form of three lines: a bbld-faced
line indicating the cable sheathing and two fine lines which indicate two
cores of the symmetric circuit of the cable or the inside wire and the out-
side tube of the coaxial cable (Fig 1.34). 1In the case of partial penetra-
tion of the lightning current to the symuetric cable on discharge of the
cloud to ground (Fig 1.34a), part of the current of the lightning channel
only reaches the cable sheathing and, spreading over it from right to left,
gradually diminishes. In the cable cores voltages are induced with respect

39

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

Figure 1.33. Lightning current damage to a cable:

a) denting of the sheathing and outer wires of the coaxial pairs;
b) melting and damage to the outer wires of the coaxial pairs;

c¢) denting and burning of the lead sheathing; d) damage to the
lead coupling
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to the grounded sheathing and currents induced in the cores. These voltages
and currents, under normal conditions, can be dangerous to the insulation

of the cable cores and for the included equipment. When burning and breaking
down the insulation between the sheathing and the cable core (Fig 1.34b),
part of the lightning current goes into the cable cores. In this case the
voltage on the cable core with respect to the sh2athing at the point where
the lightning strikes becomes equal to zero, and at points remote from the
point where the lightning struck, it increases to dangerous values. The
magnitude of the currents in the cores at the point where the lightning
strikes is maximal, and it gradually decreases on going away from this loca-
tion,.

Fig 1.35 shows the case of partial hitting of the coaxial cable by the
lightning during discharge of a cloud to the ground. Fig 1.35a shows the
case of the lightning current only zntering the cable sheathing, Fig 1.35b,
the sheathing and the outer tube of the coaxial pair, and Fig 1.35c, the
sheathing, the outer and inner conductors of the cable.
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Figure 1.34. Lightning current:strikes a symmetric cable:
a) only the cable sheathing; b) the cable sheathing and core

Key:
1. sh
2. ¢
3. sh-c
4, c-c

In the case of a lightning discharge between clouds (Fig 1.36), voltages
and currents are induced in the cores and in the sheathings of symmetric

and coaxial cables parallel to the lightning channel under the effect of

the variable magnetic field of the lightning chamnei. The theory of the
effect of a lightning discharge on a cable (see Fig 8) permits determina-
tion of the magnitude of the potential difference between the sheathing

and the cores of the symmetric cable and also between the sheathing and the
conductors of the coaxial pair, In addition, it is possible to determine
the magnitude of the induced currents along the sheathing and the conductors
of the cable.
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Along with the damage on the communication lines during the effect of
lightning discharge, damage occurs to the equipment commected to the circuits
of the overhead and cable communication lines: burning and breakdown of the
insulation of the entrance fittings (the line transformers), the filter
elements (capacitors, chokes, resistances), the amplifier elements (electron
tubes, transistors, and so on), in the terminal and intermediate statioms,

as a result of which the transmission is disrupted and communication idle
time occurs. )

G

Figure 1,35, Striking of the coaxial cable by lightning:

a) the current only enters the cable sheathing; b) the sheathing

and the outer conductor of the cable; c) the sheathing, the outer

and inner conductors
. 1 -- gheathing; 2, 3 -- outer and inner conductors
- Key:
l. sh

PANZ NN\ NN NN/ NN ANZ N
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Figure 1.36, Currents of induced currents in sheathing and cable
cores on occurrence of discharge currents between clouds
Key: 1. cable
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1.4, Sources of Stray Currents in the Ground

The earth's crust is made up of several layers of rock (minerals), water and
gagses filling the cavities in the layers. The crust is a semiconductor
material, the specific conductivity of which at various points of the earth
is determined by the nature of the rock and the depth of its occurrence.

The water of the seas and oceans is also a conducting medium., On occurrence
of the electric potential differences between two points in the ground or
water, electric currents occur which flow from the place with higher poten-
tial of positive sign in the directions to the places with potentials of
negative sign. In the ground or in water such currents are called "stray
currents." As a rule, these currents are distinguished with respect to mag-
nitude at different points on the ground or water surface, in different
layers and at different depth.
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Figure 1.37. Examples of location of the grounds of single-wire
circults in the field of stray currents: a) in the remote feed
circuit of the communication cable amplifiers by the "conductor-
ground” systems; b) for dischargers installed on the overhead
line; c) stray currents in the circuits of the single~conductor
telegraph lines
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The basic causes of the occurrence of the potential difference at different
points of the earth's surface and the appearance of stray currents are the
following: the electric power transmission lines using the "ground" as the
return conductor; DC and AC electric railways (including streetcars) in
which the rails and the ground are used as the return conductor [10]; mag-
netic storms or powerful disturbances of the magnetic field at the earth's
surface, In addition, sea currents with defined velocity in the magnetic
field of the earth constitute causes of occurrence of stray currents.

The communication circuits of the overhead and cable lines can be subjected
to magnetic and galvanic effects of stray currents in the ground and water
arising from the above-indicated causes. As 1s known, the magnetic effect
of the stray currents on the communication circuits reaches significant values
only if the stray current is variable, changing direction several times a
second, that is, having low frequency (for example, 50 hertz). With slow
variation of the directions of current in the ground or in the water and

. small values of the current, the magnetic effect is weak.

The galvanic effect of the stray currents on the communication circuits is -
characterized by the fact that the side currents get into the communication
wires as a result of direct (galvanic) connection of the conductor to the
ground or water. The single-wire communication circuit, for example, remote
Z feed circult of the amplifiers with respect to the "two wire-ground" system
(¥ig 1.37a), telegraph (Fig 1.37c), experiences the effect of stray currents
directly through the resistances of the ground at the ends of the circuit;
the two-wire communication circuif, through the ground resistances of the
dischargers (Fig 1.37b) in the case where the potentials of the ground loops
for the dischargers reach the ignition voltages of the dischargers.
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CHAPTER 2. EFFECT OF HIGH-VOLTAGE LINES ON SINGLE-WIRE CIRCUITS OF OVERHEAD
LINES

- 2,1, General Principles of the Theory of the Effect of High-Voltage Lines

- The theory of the effect of high-voltage lines on communication lines is
based on the principles of general theory of the effect between electric
circuits developed in the works of both Soviet [12-18] and foreign [19-24]
sclentists. Hereafter, on the basis of the specific nature of the physical
and structural conditions the development of the theory of the effect of the
high~current lines has proceeded somewhat specially from the development of
the general theory of the effect between the commmunication circuits. In
recent years an effort has been made to combine the two theories. In partic-
ular, in [10] by analogy with the gemeral theory, the method of calculating
the effect of high~voltage lines by the transient damping on the near and far
ends of the single-wire and two-wire unshielded communication circuits is used.
In [25-28], from the general point of view a study is made of the effect
between different circuits and the shielding. Here the generalized theory of
the effect is given in two aspects: separately for the enmergy transitions
between the circuits and for the electromagnetic couplings considering the
specific nature of the interfering circuit and the circuits subjected to the
effect.

In the given book the effect of the high-voltage lines on communication lines
is also considered from the point of view of the general theory of the effect
between the communication circuits. In particular, the effect on the near
and far ends of the circuit and through the bunched conductors, and so on is
taken into account., Here the majority of formulas for calculating the effect
of the high-voltage lines on the communication lines for known values of
the electromagnetic couplings can be obtained using the methods of the
general theory. When investigating the effect of the high-voltage lines on
the overhead and cable communication lines it is necessary to consider the
following peculiarities:

a) The significant difference in transmission levels over the interfering
_ circuit (the first) and the circuits subjected to the effect (second):
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b) Significant difference of the parameters of the indicated circuits;

c) The presence of segments of the second circuit located outside the con-
vergence with the interfering line;

d) Nonuniformity of certain basic parameters, for example, nonidenticalness
of the spacing between the lines for a complex convergence route;

2) Arbitrariness of the load resistance of the circuits;

f) Uniformity of the interfering field, that is, independence of the
intensity of the Interfering electromagnetic field with regard to the
coordinate (for a frequency of 50 hertz and the first harmonics);

g) Absence of coupling caused by the electric field under the effect on the
cable in the metal sheathing (or underground);

h) The presence of intermediate connections to the ground on the metal
gheathings of the cables, and so on.

The coupling parameters between the circuits have specific nature. Under the
effect of the coupling between the circuits usually induced voltages are
determined only in the beginning or end of the circuit. Under the effect of
the high-voltage lines it is necessary to know the voltages and currents also
irduced at intermediate points along the line., For example, when considering
the effect on remote feed circuits (DP) it is important to know the magni-
tudes of the currents induced in the intermediate poéints of the remote feed
circuit, for at these-points the currents tlah arise will be the largest.

The problem with respect to calculating the effect of the high-voltage lines
on the communication circuits consists in the fact that knowing the mutual
arrangement of the lines, the specific resistance of the ground and the
interfering currents and voltages, we must find the electric values (voltages,
currents, longitudinal emf's) induced in the various ¢ircuits at any point
along the communication line,

As is known from the general theory of the electromagnetic effect between
communication circuits, electromagnetic coupling between them is character-
ized by two parameters: the conductivity of the electric coupling (the
electric coupling) Y12 which is numerically equal to the ratio of the

1 current IZe induced in the circuit subjected to the effect to the voltage Ul
in the interfering circuit, and it has the dimensionality of Siemens/m
(Siemens/km); the magnetic coupling resistance (magnetic coupling) Z12
which is numerically equal to the ratio of the emf E2 induced in the circuit
subjected to the effect to the current I in the interfering circuit, ans
it has the dimensionality of ohms/meter (ohms/km). In the presence of an
arbitrary number (in the general case n) of mutually influencing circuits,
the solution to the problem reduces to the integration of the system of
telegraphic equations:
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vwhere 14, U1 are the current and voltage in the circuit i; I, Uk are the
same in the circuit k; Zyy is the magnetic coupling resistance (magnetic
coupling) between the circuits k and 1i; Yyy is the electric coupling conduc-
tivity (the electric coupling) between the circuits k and i; Yi4 is the
natural complex conductivity per unit length of the circuit i; Zjj is the
natural complex resistance per unit length of the circuit i.

In the most general form, that is, for an arbitrary number of circuits on
the line, arbitrary parameters of each circuit, arbitrary load resistances
of the circuits, arbitrary.conditions of convergence with the interfering
line, the solution of the indicated problem is commected with mathematical
difficulties. However, this solution is also not required inasmuch as such
general conditions are not encountered in practice. The number of circuits
on the communication line is limited; the wires on the overhead line or the
cable cores are identical or they are identical with respect to groups.
Usually all of the communication line circuits in the convergence section
have identical length of the section subjected to the effect or the latter
are identical with respect to groups; the convergence of the communication
line with a high voltage line is represented with a sufficient degree of
accuracy in the form of a set of rectilinear segments, the mutual effect of
some of the circuits can be neglected, and it is possible not to consider
- the return effect of the communication circuit on high-voltage lines.

The solution of the stated problem has been a subject of theoretical research
for a long time. Historically there have been two methods of solving this
problem: the method of integration of the transient currents in the con-
vergence section and the method of differential equations, beginning with
the known boundary conditions. According to the first method the emf
induced in an elementary segment of the line is determined; by the emf and
the input resistances of the line from the investigated elementary section
the magnitude of the current induced in the circuit is found in each direc-
tion, and then by the propagation laws, the current and voltage are
determined at any point of the line. Summing the currents which arrive from
all elementary sections on the convergence length, it is possible to find
the resultant current in the circuit, Usually this method is used to
determine the currents and voltages at the end or at the begimning of the
line. The second method is more universal. It permits comparatively simple
determination of the induced voltages and currents at any point of the
circuit subjected to the effect,

In this chapter the stated problem is solved by the second method. From the
procedural point of view. the authors considered it expedient to discuss the
solution, success?vely going from the simple to the more complex cases.,
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2.2. Characteristics of the Interfering Circuits and Wire Communications
Circuits

The interfering high-voltage circuits can be divided into two groups:
symmetric and asymmetric. The symmetric circuits are considered to be the
circuits, the wires of which have identical voltages and currents with
respect to magnitude, 180° out of phase in two-wire (single-phase) circuits
and 120° out of phase in three-phase eircuits, The symmetric circuits have
identical primary and secondary parameters and do not have residual voltages
with respect to ground and equalizing currents in the ground (the so-called
zero sequence). The circuits will be considered asymmetric, the wires of
which have different primary parameters, and the voltages and currents in
them are not equal to each other. In the general case the phase shift angles
in the two-wire asymmetric circuit are not equal to 180°, and in the three-
phase circuit they are not equal to 120°. The asymmetric circuits have a
residual voltage in the current of the zero sequence,

If the residual voltage with respect to ground is equal to the operating
voltage, and the current in the ground is equal to the operating current of
the investigated circuit, the latter is entirely asymmetric, If the indi-
cated equalities are not observed, the circuit is partially asymmetric.

The following are among the asymmetric electric power transmission circuits:

The single-phase current circuit using the ground or a rail and the ground
as the return conductor (Fig 2,la),

The triple-phase current circuit, the transmission over which is realized by
the "two-wire-ground" system (Fig 2.1b). '

The triple-phase current circuit, the transmission over which is realized
with a grounded neutral under emergency conditions (when one of the phases
is shorted to the ground) (Fig 2.lc).

The high-voltage DC line operating through the ground (see Fig 1.17b),

All of the two-wire (single-phase) and three-wire (three-phase) electric
powver transmission circuits and also the two-wire communication circuits
are in the group of partially asymmetric circuits, for as a rule the wires
of these circuits do not have absolutely identical parameters.

All of the interfering lines carrying electric power except the coaxial lines
create imbalanced electric and magnetic fields in the surrounding space,

@s a result of which they are sources of outside induced voltages and
currents in the communication circuilts in the zone of the fields. The
circuits having a high degree of asymmetry obviously will have the greatest
cifect, for the intemnsity of the electromagnetic fields will be maximal
(under other equal conditions) near the completely asymmetric circtit and
minimal near the symmetric circuit.
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Figure 2.1, Entirely asymmetric circujts: a) single-phase
current; b) triple-phase current operating by the "two-wire-
ground" system; c) three-phase current with the grounded

neutral in the case of short circuiting of the phase conductor
to ground
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Figure 2.2, Vector diagrams of the electric field intensity
(E) and magnetic field intensity (H) as a function of the
completely asymmetric (a), symmetric two-wire (b) and
asymmetric two-wire (c) lines

For comparison of the degree of effect of asymmetric and symmetric circuits

on the communication wires Fig 2,2 shows the comparative values of the

resultant vectors of the magnetic and electric field intensity at the points
- in space located at identical distances from the interfering lines trans-

mitting identical powers of the energy., As is obvious, the intensity of

the electromagnetic field will be maximal near the completely asymmetric

circuit and minimal near the symetric circuit. The greater the magnitude
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of the field intensity, the more intense the effect on the communicacion
clrcuits will be. Thus, the adjacent, ccmpletely asymmetric clrcuits are
the most dangerous for the communication circuits.

2.3, General Equations of Magnetic and Electric Effect Between Single-Wire
Circuits

Let us consider the parallel convergence between two single-wire circuilts
(Fig 2.3). For generality of the solution let .us assume that the convergence
length L11 1s less than the length of the entire circuit subjected to the
effect, that is, that in this circuit there are sections located outside
convergence, The origin of the coordinates (x=0) will be taken at the
beginning of convergence. Under real conditions, the interfering (let us
denote it by the index 1) circuit can be the "contact wire of an electric
railroad-ground" circuit or the "phase-ground" circuit of an electric power

- transmission line; the circuit subjected to the effect (we shall designate it
by the index 2) can be the "wire-ground" circuit of the overhead line, the

_ "sheathing-ground” circuit of a cable line, the "core-ground” circuit of a
cable without metal sheathing. When the AC generator is connected to the
circuit 1, voltages and currents will be induced in the second circuit as a
result of the presence of electric and magnetic coupling. Let us introduce
the following notation: Ry, L1, C, Gy» Y1» 2pl are the active resistance
{ohm/m), inductance (G/m), capacitance (farads?m), conductivity (siemens/m),
the propagation coefficient (1/m) and the wave resistance (ohms) of the first

R (interfering) circuit;

Ry, L2, Cy, G9, Y3, 2py are the same parameters of the circuit subjected to
the effect; '

Zyp=uMy 5= 2+iwL12 is the magnetic coupling resistance (the magnetic
coupling) between the single-wire circuits 1 and 2, ohms/meter;

M12 is the mutual inductance between the single-wire circuits, g/m;
Rj2 is the active component of the magnetic coupling, ohm/m;
whio is the reactive component of the magnetic coupling, ohm/m;

¥19=619+1wCy 9 1s the electric coupling conductivity (the electric coupling)
between the single-wire circuits, siemens/m;

G1p is the active component of the electric coupling, siemens/m;

wCpg 1s the reactive component of the electric coupling (capacitive con-
ductivity between circuits), siemens/m;

w=2nf is the angular frequency of the interfering current;

uj, 1j are the instantaneous values of the voltage and current at an arbi-
trary point x of the interfering circuit, volts, amps;
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u2, 1j are the instantaneous values of the voltage and current at an
arbitrary point x of the circuit subjected to the effect, volts, amps;

. 22H, Zy, are the load resistances at' the beginning and end of the circuit 2,
respectively;

zlk is the mode resistance at the end of the interfering circuit;

L11 is the convergence length;

21» 2117 are the lengths of the sections of the circult 2 located outside
convergence with the interfering circuits;

2=£1+111+EIIII 18 the length of the circuit 2.

AN 7]

| L -
: /4 . Ix
2, | !
x=0 x=tly %2

Figure 2.3. Parallel convergence between single-wire
_ circuits: 1 — interfering circuit; 2 -- circuit subjected
' to interference

When deriving the equations we assume that the parameters of all of the
circuits do not depend on the coordinates of the investigated coil along
the circuit and that it is possible to neglect the inverse -effect from the
circuit 2 on the interfering circuit 1. We shall comsider that the circuits
are loaded at the ends by arbitrary, different resistances. On an element
of length dx of the interfering circuit we have

ty— (g +du) = Ruiyd L, 5t d, 2.2)
i —(+di) = Gy + C, S d. |

Analogously, on an element of length of the circuits subjected to the effect
in the convergence section

Uy — (g + dity) = R,i,dx+L,%dx+R,,i,dx+L,,%dx, (2.3)
v+ di) = Gyt + Cy 22 dx+ Gyy (ty—t) i+

, +Cug (h—w)dr.
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In the sections located outside convergence of the circuits subjected to the
effect, the system (2.2) is valid. On going from the instantaneous values
of the vwoltage:and.current to the existing complex values of Ul, 11, U9, 1Is
and considering that dU/dt-imU dI/dt-imI RytiwLy=Zy, R2t+iwL)=Zy;
GytiwC1=Y¥;, Gp+iwCo=Y2, we obtain the following systems of equations:

In the interfering circuit

dU. dr .
l+le-“o A‘*‘YIU =o-' (2 4)

in the convergence section of the circuit subjected to the effect, consider-
ing that Up<<Uy, :

dUﬁl

di, 2,
+Z¢ a1 = —'Zn 1 2" "l‘ylum = uU1- ( 3)
- in the sections of the second circuit located outside convergence,
du . '/ .
B Zd qy=0; -+ Uy =0. (2.6)

Let us find the expressions for the voltages and currents for the interfering
circuit, The solution of system (2.4) is well known from the general theory
of communications over wires, and it has the form:

Ul(x)= OxoChYxx—]mZMSh?lx» 2.7
fi@)=T,chy, x—;.!l‘(j,xoSh’Yx_x'

where 610 and ilO are the voltage and current of the beginning of the circuit,
- From these equations we obtain the expression for the input impedance of a

single-wire circuit at any point of the line for an arbitrary load resistance
zload at the end:

zn= 2 Z.S;%E)/zu + thyy by
) 14 (Zyarp/2s;) thyy Iy | (2.8)
Key: 1, inp; 2. load

where % is the distance from the point of the line at which the input
impedance is defined to the end of the circuit.

Let us express the input resistance in terms of the reflection coefficient
P=(210a4~2p1)/ (Z10ag*2p1) }

Zu=zmcth(y h—InV ). (2.9)
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On the basis of the expressions obtained we can write

Uy (0)= 1, (0) Zpx =1, (0) 2y cth (3, h—In V ). (2.10)

Substituting (2.10) in (2.7), we find

=hL0)za X

N ch[w(ly—x)=0Vp)
Ux(x)f U,(0) ch(v,l"—ln}’p—l) ,
% ’chhl(lu——x)—-lnm : (2.11)
(v iy —Vp)
oy (=5 —1Vp] _ 00
Lm=1(0) a(n by —nV7) -
x sifn (I —2) =V}

ch (v lyy —InVpy)

where p;=(Z -z )/(Zi 1+251)3 Zy is the input resistance of the
Mterfermgiggr%uiglfrom ;:1 e end of cogee%gence in the direction of the
end of the circuit defined by (2.9).

Let us find the expressions and currents in the second circuit, Let us

Trepresent the convergence section in the form of the equivalent circuit
shown in Fig 2.4, where

Z;=2qcth (v}, —InY 7y, );
Zm =2,cth (72 Ly—In VP_.,.).

=fn=ty . Zy—s
o T PR

Pigure 2.4. Equivalent convergence circuit
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Substituting (2.10) and (2.11) in (2.5), we obtain
dU," +Z:’2u= —L(0)Z, i (ln =5 —ln Vo ,
) ’h(?xlu"lnm) (2.12)
ch fyallyy—2)—InV )
ch (vl —InVpy)

The general solution of the nonuniform system of equations (2.12) has the
form

d)
nn Bt LUS 4/ an =U,(0Yy,

) Npeh [y (Iy—%—1nV7)
(=) ch(wnly—1nV5)

Iy ()= i (—Cye™ +Cye")+

Uy ®=Cy " LG e
(2.13)

Uy (0) Nppsh[yy ( Iy —%) —In V53]
2 (3 =) ch (niy—In V)

where C; and Cz are the integration constants;

le =Visa "1 —V2 Z19/21; N » 12=Y1Ze 11— Zl./z“ (2.14)

For determination of the integration constants let us compile the boundary
conditions:

U’Hl (0)= - 2Il (O)Z = - [2" (0) 2 cth (Yll _]anBIF

Jor: x=0, (2.15)
Ui (U)= Im (h)Zy= 'm (L) zescth (vadyy— 1V pyy)
for~- x= l"' .

From the first condition we have

Uy (0) N}
= =C— c,)cth(v.z—mvp..)-—
Y— % (2.16)
U1 Nppth (v ty =10 Vi)
(B—=7)th (aly—inVim) '
from the second condition

C,+Cy+

Ce lr+c Y, i@ Nychinp
( nhﬂnm—mnm (2.17)

"_ce ?’) cth (73 by —1InV pgm) —

- Uy (0) Nl2 shin Vp—lcth (Yg ‘"1 —In VPM )
(VA=) b (v ty =¥z

= (C,e .
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Solving this system with rezpect to Cj and Cy and substituting the expressions
obtained in (2.13), we find

U0 [ ch(valy—InVpg) [Ny th ({, n—InVpm)+—~
7;"'7? 5"'(?:’-'“' Pslﬂn) ’
A Mt lnd VAt i Vi +
. (s iy — In Vog) [Njpsh In V7 cth (3 bygy — In Vo) +—~
) s (3~ 10V Byapie ) ch (2 by —In V5;) .
M ch l?’( l,+x)...]an—’.]._

ch[y‘(l,,—z)—ln}’;,]”; ]; (2.18)
ch(-y;'l"—lnl/ﬂ). 11

Uy @)=~

; _ b ‘ sh[ﬁ(l,,-—#)—h"’ﬂ] N+
Ly )= e(B—1) [ ch(v?l,;—lﬂrﬂ) "
(1 lyy — IV i) [Nj,shinV 7 x

ch (W lyy—In V) sh (13 I—In Y Dyuppr)
- X cth (v —InV pes)+ Nyych In V) sh (vs(4+x)—InV pu]—

DO VR) e — V) +
mu\'w (Mly—Vp)+ |

+ Ny th (valy—IV B)] sh [y ( by + by —2)—1In V_Pul] :

, (2.19)
The voltages and currents induced on the sections of the second circuit
located outside convergence are determined from the equations of propagation
and are equal to the following:

In the first section

O ()= Uty 2Lt o) ~ v

. (2.20)
(v —Invpp)
) = fu(o) P [BCh+2)—In v ] (2.21)
) lal(‘)f-lm(o) *(?J.—lﬂ ﬁ;:) H
In the third section »
Usinx)=Up{ly) [+ iy~ Y] (22

<h (Wi~ ln Y 7) ' ,
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sh [va( fyy +lyy—x) —ln ?’PJ
sh (valyy— 1nY Pax) (2.23)

Tyny(x) = Lyl

The formulas obtained take into account the direct magnetic and electric
effects between the single-wire circuits for arbitrary load resistances of
both circuits. From these formulas expressions can be found for all possible
special cases investigated below. Here it is nececsary to consider that the
hyperbolic functions entering into the formulas of the argument containing the
reflection coefficients can be represented in the form

sh(a—]nﬁ):ia_’;’_’.‘:'_; shin _r_p:]_-
2v7 Ve ﬁ

‘¢h (a—lban_):%M; chinVp=
i 2vp V- 2»/'

Since in the numerator and the denominator of the basic formulas of the
effect obtained above the arguments containing p enter to identical degree,
then /E in the case of representation of hyperbolic functions is cancelled
in the indicated way. For insulation of the circuit p=1 and

sh(a-—ln/;)=sh a; ch(a-ln /p)=ch a, sh 1n vp=0; ch 1n vp=1. For grounding
of the circuit p=-1, sh (a~ln p)=ch a/v/-1; ch(a-ln p)=sh a/v-1;

sh 1n /;;——1/ /p_, ch In /;=0 On closure of the circuit to the wave impedance
p=0. Considering that /1-:- in :the denominator of the basic formulas of the
effect is cancelled with ¥p in the numerator, we find: sh(a-ln /p)=
ch(a-1n /p)=e3/2; sh 1n Yp=-1/2; ch 1n ¥p=1/2,

2.4, Equations of Effect for Closure of the Interfering Circuit to
Resistances Equal to the Phase Impedance

In a number of cases, especially for high frequencies,for example, under the
effect of the high frequency channel through an overhead electric power
transmission line, it is possible to consider that the interfering circuit
is loaded on the convergence ends by wave impadances. Here pl-O and in the
formulas (2.18) and (2.19) it is necessary to set: sh(yilu—In 1/3—1 =eVilli /2

ch(wnlu——anpx) eh h 12 m(Yl,"...anp.)-l shanp1=—l/2 chln =]1/2,

Then for the induced voltages and currents in the convergence section we
obtain

Up(9)=— YQUx(O) [eh (valy=1n ¥/ pea ) [Nk Nigth (ay=1n ¥ 7 )] «

A=W Ol —InY Pt ) W
X ch [yt + ln—x)—1n Y Paal —
. sh (Vllm'— In'/?:;) [le‘:th (?ﬁl]u—’ In lfpax) le] Wiy %
X ch[ps( 4+ x)—In Vﬁ-)] —N;, e

Key: 1, b; 2. e.
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- . Uy (0) —praye S(valy—1nVPw) X >
i =—— ey
n () (¥ —¥) [e 2 b (ys ! — V Prabax)

_ —vly
B = X [Njzeth (yadyy —1n Vi) —Ny] e "

sh [.7,( I +x)—an;-)-,-.];-
_ch(pahy=1n¥pea) [N+ Niath (a g —1n Vpw) %
’ shiygl— 0V Pawperd

X shvy (& +4y—*)—In VPl ] . )

(2.25)

Let us investigate the expressions obtained. For simplification we shall
consider the magnetic and electric effects separately.

Substituting the values of N'jy and “"12 from (2.14) in (2.24) and (2.25)
and grouping the terms containing 219> We obtain the formulas defining the
voltage and the current caused by the magnetic effect (the indexes "2" for
the reflection coefficients are omitted):

) o @z ! hloe{ LX)
Uy ¥) = B sh(v,l-anT.p_,.)[c (v 4+%) .
- - — =My
- "‘anpll [Yxsh (?Ilm"m' Pn)—?a‘:h (Y,lm—anP.)le + (2.26)

+chlya(ly+ g —2)—10V 7 [rach (b= V) +
.-*- T sh (:Y’ ll —In V"’-l)n_?le—ﬁ‘} [

AVEN [Y e L
wm (B st (v — 10 ¥ Pup)
. I . -
- x)— In VP.] 9—' n [7’ ch (Ya l," —In V;R)—YI sh (7’ llu_ In V;l)] +
+sh 9y ( L+ 1y, —2)—InV Pl v ch (3L, —In V ) +

Ly ()= — [shiva( 4+

+ylsh(y,z,—mVE._)nj. (2.27)
Analogously, the voltage and current caused by the electric effect are:

o ()= ——aO¥nts L (china( bt
U’".(x)— Y:('yﬁ—nﬂ’) sh(y,l——ln}/m[ [7’( )] ‘

= e)— VB | Inch (L —InV B+ heh (i VA=
- Vsl
- —ch[ya(}+x)—In Voale  [nch(valy,—In Vou)—
o
—Vash (Vs —In V;")]] —T e—" "} ’

(2.28)
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Ly, 0= ey {7‘ en— (sh v (4 + %) — 10V mdx

1
HB—" s yst—inV i)
X °—w“[?l ch (valyy—1InYow) —ash (va by —1n Voul+ shiw( b+
+ 1y —%) =10V pg) [vich (s hi— 10V pg) + 1ash (1, —In Y/ F.)n] .

(2.29)
y _ 1 ‘ﬂzuu, y _ lwzm

From these formulas it is obvious that Uppe )= — — ——,; Im,(x)__ — A
Yy dx 2, dr

The formulas (2.26)-(2.29) jointly with (2.20)-(2.23) permit determination
of the magnetic and the electric effects of a single-layer high-voltage line
loaded at the ends on wave impedances, on the parallel-laid overhead single-
wire circuit with arbitrary load resistances.

Let us consider the case of loading of the circuits subjected to the effect

by wave impedances. The calculation formulas can be obtained from (2,26)-
(2.29) for Pbeg in ingnpend=0' ; Making this sobstitution, we obtain the
ssions: .

following expr

. - V = (vi+vs) " ;‘Vl‘
? Z; —¥s i
Uge )= "—'—"—"‘2;"’(;) :;-0 I +v) €+ m—me —_

oy, e (2.30)

o (9= 02 [opee 4 (p—yge” T T
o ()= — 2 (1) m Ve 1

—mrwe]; o (2.31)
. . f — (Vi) L e
; Uy O Yy v %
A TE e 7 |

X(1y— 9 —27: e"""] ;

e (v —e
(2,32)

I . U (0)'}’” -—?‘x; —~Yy% _7 - (1;1+‘V|) ‘"+‘V.t %
Iy (0)= m‘ [2‘Vne e+ 'Vz)- e .
X ('Yr“?i)] . *

Inasmuch as the cirecuit is loaded on its wave impedances, formulas (2.30)-
(2.33) can be used also in calculating the induced voltages and currents in
the sections located outside convergence, substituting the corresponding
values of x in them, The formulas (2.30)-(2.33) permit determination of
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the induced voltages and currents at any point of the circuit. For example,
for %=1y the voltages and currents induced at the beginning of the circuit
(on the near end) are equal to

. A —(I'H)l
Uzlln_ ()] Zys (l—e vv * H)

13 2(m+v)

P h10)Z, b 4y )

e = T (1—e” ™" ), (2.34)
j Ui (0Yaezm (| —ntul
U?lls.u 2 (Vs + vs) (l e ll)

. U, (0)Y. — vt ;)
I!lls.n= __2—(7;#"?3_ (l'—e u ) v
Key: 1. beginning & (2.35)

The voltages and currents at the end of the circuit (on the far end)

B —al
v L(0)Zye M == &)
: U= —Laﬁflw—(l—e u);
By o= Bz (et (2.36)
MaxT T o) N C ;
U W_ g0 Yuzne—"'"( e ™),
A " 22—y ’
oy Cwmow (2.37)
i Up(@Yye M ( l—e h=s) lll)
Ax = T T(p—y RE

Key: 1. end

As 1s obvious from the expressions obtained, the voltages and currents
induced at the beginning of the circuit are larger than the voltages and
currents occurring at the end of the circuit, In addition, the voltages
caused by the magnetic effect have different signs on different ends, and
the currents of the magnetic effect are identical; for an electrical effect
the currents have different signs. The total voltage at :the beginning of
the circuit caused by the magnetic and electric fields of the interfering

line
— (Ps-h19) ¢
. oy - 2y 1—e n
UZHI-_ Ul (0) zn (YH + .1"2.: ) ) 2 ‘Vl + Yl) ’ (2. 38)
or, denoting Zn +Y33=N. we obtain
Inm
— (Pst1s) 2
o |~ 1y (2.39)
Uzn'= Ul (0) an._——;-G;rYI)— .
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Analogously for the voltage induced at the end of the circuitv, denoting

Yy — Z,
Zae?ns

=Nw we shall have

- (:'l_"l.) ‘"

o . —~yy b 1—
U= Ux(O)Zane "'*—;—mf_v— . (2.40)

Similarly, defining the currents induced at the beginning and end of the
circuit, we obtain

1 e" (¥aHrs) l"

= =010 M~ (2.41)

1— e— (Vs—¥s) '"

Zm—v (2.42)

’ iznu

- . '—'ﬁll 1
Iy=U1 ) Nye

As is known, in communication theory the effect of one circuit on the other
is assumed to be expressed in terms of the transient damping representing the
logarithm uf the ratio of the power transmitted in the interfering circuit
to the power occurring in the circuit subjected to the effect. The transient
damping on the near end

‘_112"—15_1_ =1|n ..!!.“— m =

- A.=-§-1n

Binzn Inn m

2(v1i+va) : l
NaV2zmzn [l —e (Vi) l"]

o =In

and on the far end

.2 e - -
An=iln i’l— =]n i zﬂ ==
2 lg"x Zpy 12"!; 2
=In

2y —w) .
Ne el Vamall —e™ =) )]

For large | | _e-twtwa],

— A= 2 (1 +vs)
A A“ lnl Ny VzmZn

and, consequently An=A'u~]ﬁ|i~é“”'”'i’1'|. The value of A'y in communications
theory is called the transient damping between electrically long circuits.

As is known, the effect is also estimated by the magnitude of the protection,
Under the effect of a high-voltage line on the communication circuit the
protection of the latter on the near end is expressed by the formula

Ap . p=(Py-a32)-(Py-Ap), and ou the far end, by the formula Ap e=(Py-apl)~

(Pl—Ae), where Py is the level of transmission of the interfering circuit
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(the high-voltage line); Py 1s the level of transmission in the communications
circuit. In the given case it is necessary to consider that both ends of
the communication circuit can be receiving.

Now let us consider the effect on an insulated single-wire circuit, Sub-
stituting in (2.26)-(2.29) p'b-petl. we obtain the following expressions:

. 1(0) 2 1 Y
Unipe (¥)= ﬁ {m[ch T ( 4+ %) (mshvaly,
—Tichy, lm) e_‘”" +ehy (4 +1y —x) (?’ chy, ll +

+wshyad))]—vs e"’*’} ; ' (2.43)

; I ob)zn —vx 1
lm.(x)= —m{?’e g oy [Sh'v'( II+X) X

—ved
X (vach vl —nshvaly)e * Ut shyy( I+ —%) X

2,44
x (chys b +vash B)] |5 (2.44)
; Uy (0) Yy, 1 - .
Uy ®= _—L\(}# {m [ehvs( Iy +hy—2) (mchwd+
- Rt £
+ 7a5h ¥, l])_ch?:( l["l‘x) (" chy, lm"'?a shy, lm)e lll_ (2.45)
7 —% e"’“}:
i LU @Ya [ Yy 1 L) (h chpeb
- Ay ;%_.;z: 1€ v (sh s ( Lyt lin—%) (¥ y
| (2.46)

’ Pl
+7ashys ) Hshva( h+x) (hchval—s shvs i) ¢ ~ n ]} .

In the sections located outside convergence, the formulas (2.20)-(2.23) are
effective for Pb=Pe=1. Then

d:y,( i +x)

U, =0y, (0 e ,

(2.47)

. . sh
19[ (I)= 12" (0)_7:"'%:—‘) ’ (2.48)

¥ ; chyg( Ly tyyy —
Uay (x)=uzu(ln)‘.(d:“:"llml )
1

(2.49)
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shys (U + g — %)

. ‘ Ly @=1 4 (1) shya

(2.50)

As is easy to see, for x=-23, that is, at the beginning of the circuit and
for x=-2.II+JLIII, that is, at the end of the circuit, the induced currents
are equal to zero, and the voltages

- -Um':= U'_an-(o)ﬁhﬁlx; Uimx = Uy (Ix'xWCh 'anm-

Since the modulus of the hyperbolic cosine curve as a function of the complex
argument can be both greater than and less than one, depending on the lengths
of the sections %, and £ 11 the voltages at the beginning or the end of the
circuit can turn out to %e both greater than and less than the values induced
on the ends of the convergence section. In the absence of sections

located outside convergence with the interfering line, that is, for
21=£LII=0, the formulas (2.43)-(2.46) are simplified significantly:

Uzuu (¥)= Loz, [ 2 [Ch (1 —x)'—e—yf‘" chy, x] -

=1 | shniy (2.51)
N - e—v.x} ’
) ; - _hoz,y, T T U
Lo (%) """,“(yg_“‘_ ¥) {e ol [chys ( 1;;—x)—e x (2.52)
X chy, x}} .
Upy, (1= L y“;m {V’ e [chya( ln“‘")"'e—y‘l" X
- . shyly ‘s
2.53)
' X chy, x]] .
: Uy (0)Y . 1 X .
- Los (4\r)=———‘?(§)_;’f"1 {e Vi ol [shy,xe "0 +shy (1, —x) ]\.
(2.54)
At the beginning of the circuit (x=0)
- 1 (0) 2, i (2.55)
R Um..(_;-)= _ﬁ [‘Yx‘—_m;’:T (Ch Ygl,l—e v u )] ,

Key: 1. b
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j _ U1 (0)Y,y2g ¥ =y
Yopron = ?g'_""lv““? [Y'_TV:IIT(C]”" I, —e H)} , (2.56)

at the end of the circuit (x=iry)
. L(0) 2 [
U, =102z, | %
2y (R-R)anl, [?: e (vschys Ly +vish Ynl")] " (2.57)
L __ by, ~nt
Ils.x 19 = [?l—e v "(?ISh?Iln"'?ICh'Vllu)]:

U
? ) (Vi —v])shw dyy (2.58)

Key: 1. e

In the middle of the convergence section (x=271/2)

It
h©0) 2, e—v. T( oyl In
- U, (g')= : nANT WINT) oy (2.59)
u 7 , .
(Yg"ﬁ)g‘?:‘gﬂ '
" ,
. -V 5 I 1
. It Uy (0)Yypzpye 2 (7 shy J__? shy, _") :
Um,(—#)= 2R N2 (260 (2.60)

I .
(B~ s

In the given case, just as when loading the circuit on wave impedances, the
induced voltages at the beginning and end of the circuit are different,
The voltage at the beginning is greater than the voltage at the end.

Let us find the formula for the case where the circuit subjected to the
effect is closed at the ends to the ground; the resistances of the grounds
are neglected. Substituting in (2.26)(—(2.29) Pp=Pe=-1, we obtain

- j ShOZ [ T ) (vchvale —

Ui ¥)= B—v {sh?’, [5 Ya( 4% (0 _ ?l m

W "V . .
—vsshvalyy) e I fshypy( l,,+l,l,—§)(7,shy, L+ (2.61)
+v.chy, l,)] —MN e—""] ’

Oz,

. " 1 o o
= — 2% {7, S [ch ya ( 4+ %) (vash 1 lyy—

(2.62)
—vichvaly) e—v.ln +chyy (1, + Ly—*) (% shyyl;+yichys l,)]} ,

-
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2")

(x)= —ME[ sh?,( Ly +hy—x)(mshnl+

=7}
+7sch s I;)—shys( l|+x) (vushvadiy—m chylype 1 ]"‘

_ (2.63)
_ ‘ . _?’e—‘h‘} ,
. j 1 ’
Tans () = Ul_yg(oljl—' {Y: e-m—'sh Nl [ch Ya( 4+ %) (nshvs Iy —
(2.64)

—vachvsly) "1t ten Nl —%) (nshval+nachy ll)]] .

In the sections outside convergence, the formulas (2 20) -(2.23) are effec-
tive for P2b=P2e ==1: . -

7'(’1 + x)
sy

=1, (mﬁg"lﬁ
sl

Uy () =0y, (0) , (2.65)

, (2.66)

T PR
Uy (x)~U,,,,(z,,)—%")_ 2.67)
(o .
chya (U + ‘m_‘)

Lo (x)=i,,, (4 chyg ! (2.68)
11 *

At the end of the circuit the voltages are equal to zero, and the currents
are defined by the formula

PR T ) ' (2.69)
2{4 T .
Ly (1
L= —;:;(,”) (2.70)
(2) SMvshn

Key: 1, b; 2. e

As 1s obvious, the currents flowing at the begining or the end can be
larger than the currents flowing in the circuit at the ends of the conver-
gence section.
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2.5. Equations of the Effect Between the Single-Wire Circuits for a
Negligibly Small Variation of Currents and Voltages in the Interfering
Circuit

General Pormulas. The formulas of the effect obtained in the preceding item
indicate the variation of the current and voltage along the interfering

' line.” For low frequencies the propagation coefficient y1 of the actually
existing single-wire circuits of overhead electric power transmission lines
and electric railways is so small that it is possible to neglect the current
and voltage variation along the line in the convergence section without

- great error. This means that the magnitude of the propagation coefficient
Y1 can be taken equal to zero. The formulas pertaining to this case can be
- found from the formulas of the preceding items under the condition that
¥1=0. The magnetic and electric fields along such a line also will not depend
on the coordinate x. Then such fields will be called uniform. Setting y3=0
in (2.26)-(2.29) and considering that I, (x)=const=I;, and U3 (x)=const=U,,

we obtain

I Zys [eh (vs ly —InVpa) ch [va ( Ly + by — %) — In V] — =
Y2sh (y2 I — 10V pupn)

- U2Hu )=

, ——chi (¥a Iy —In Vo) ch [1a( f; + ) —1n V5] 2.71)
I )= Kz, [ 1 ch(yg'i,'—ln ?ﬁ)rsh [w( z;,qi i,,,—x) —InV o] +—~
211\, ~z, sh{ps L~ 10V pupr)
=+ eh (vl —InVos)sh [va (4 +5)—10 Vi) ] (2.72)
B} U, )= Uy, [ ; sh(valy —InVpa) ch [vs ( g4ty — %) — 10V )
- ais (%)= Y sh (35 [ —In YV ppr)
< ~+sh(valy— Vo) chlve (4 +2)—InVp,] ]
: T (2.73)
. by ()= — UsYss [sh (va iy — 10V 2u) sh [va ( Ly + g —2) — In V] ——
- as . Yash (ys I —In Vpu)
~—sh(ps iy~ In Vp—“)sh(‘y,( I4-x)—In¥p,]}
- (2.74)

In a number of cases, the values of the average current amithe average
voltage induced in the convergence section for magnetic and electric effects
are of interest, The average current is
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1

11 .
. | o Iz .
I2ml.cp= E S ]2Hu (®)dx= — '_—‘ll:’ X

X[ _ QShV,?"[ch(y,Il—anﬁ)sh[v,(-;!-i-lm) -ln‘ﬁ;]+-.
?aIHSh('\’n’—m Y pur)

-+Chﬁ’=‘m"|"Vp_R)Sh[7’ (%’.*.1‘)__",}/,7".” (2.75)

Key: 1, ave

The average voltage

l Iy
11 -
. 4 Zsh? =5 [sh L —1 X -
Unnis.c = 5U,,,,(x)@=ﬂl.;. 1— 13 [sh(valy—1nVpy)
Py ) Y, 2l sh (va i — 0V 7ps)

e 3
~ X ch [Ya( lll/:+llll) ;';'-V;;] .+;h(‘h lyyg — In Vo) chlvs (/241 ) ——

—hnVadl | O (2.76)

Formulas (2,71)~(2.76) jointly with (2.20)-(2.23) permit determination of the
effect of the single-wire, high-voltage line on a parallel laid overhead
single~wire circuit with arbitrary load resistances at the ends., From these
formulas the expressions can be obtained which consider not the general load-
ing conditions, but different special cases (the circuit insulation, the

load on the wave impedances, and so on) by direct substitution of the
corresponding reflection coefficients in them.

Variation of the Induced Voltages and Currents Along the Circuit Insulated
or Grounded at the Ends. Let us consider the variation of the induced volt-
ages and currents on the circuit subjected to the effect for various load

- resistances. Let us assume that the circuit is subjected to the effect over

the entire extent and the sections outeside convergence are absent, Ly=y71=0.

If 21#21 IfO, then the voltage and current distribution in the convergence

section is equivalent to the case where they are absent, but under the

- condition that the load resistances are equal to the input resistances of

the circuit from the beginning and end of convergence in the direction of

the beginning and end of the line.

Let us find the voltage distribution in the circuit insulated at the ends
for the magnetic effect:

At the beginning of the circuit, that is, for x=0,
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; ; 1z Iz Iy
Uniia O =Uyyy, = ""&1‘—[ sh %7”: T th y, 2
: Yachyy 2

in the middle of the circuit, x=Ly1/2,
U= 0.

- at the end of the circuit, that is, for x-!.n,

12, Iy

Ui ( tu) = Uﬂln.x =T th y,—-.

These equations indicate that in the single-wire circuit insulated at the ends
and located over the entire extent in a uniform external magnetic field, the
induced voltage with Tespect to the ground is distributed in such a way that
in the middle it is equal to zero, and on the ends of the circuit the
voltages are identical with respect to magnitude, but at each given point in
time are opposite with respect to sign. It is interesting to remember that
for nonuniform interfering field the induced voltage on the near end is
greater than the voltage on the far end [see (2.55) and (2.57)].

With an increase in the argument the hyperbolic tangent, varying, approaches
one in wave fashion (only if the angle of the argument does not approach
90°); therefore, as Y2(%17/2) 1increases, that iz, with an increase in length
or the propagation coefficient of the circuit subjected to the effect, the
induced voltage will decrease. For small values of the argument where
v2(217/2)<<1, that is, on short lines or for small propagation coefficients,
th 72{211/2)2\(2(211/2). In this case UZIIm(o)-—;thIu, Uauu(ln)--——;‘ 5LiZyshs.

The'poco.ntial difference induced between the ends of the single-wire circuit
is U2IIm (211)-U211n(0)=-1Z1 %77, The last expression, as follows from the
theory of mutually connected electric circuits, is the induced emf

E=—izg.. (2.77)

This emf 1s called the longitudinal electromotive force, for it operates
along the wire. From (2.77) it follows that the longitudinal emf induced

in the wire in a unit length is defined by the expression §=-—hZ,; volts/m.
The voltage with respect to ground at the end of the circuit is E/2, The
curves for the variation of the induced voltage along the wire insulated at
the ends are presented in Fig 2.5 as a function of the values of the parameter
Y2417 for the magnetic effect.
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Figure 2.,5. Curves for the variation of the induced voltage
along an insulated communications wire under magnetic effect:
1 — for small valuesiof yplyp (y2lyr<<l);

2 —— for large values of Y217 (YZ£II>>1)

Lt )

£
%

! x

[/ 4

Figure 2.6. Variation of the induced current along the insulated
wire under magnetic effect: 1 —- for small values of
- Y221y (¥pRq1<<1); 2 -- for large values of Yp&1y (v2417>>1)

Let us consider the variation of the induced current under the magnetic
effect. At the beginning and. end of the insulated circuit, as follows from
the general formula (2,72), the current is equal to zero. In the middle of
the circuit for x=2ry/2

. . I In
* . IZ,th Tﬂl —
DLya( 1,,/2)= . S =22k L
' 2 L. (2.78)

11
chy g .

For large values of the argument

1,1"/2
y_ e

T 2

ad], m-( l") = —Azz#- ( ! —23_'.‘"'/’)'

ch Ts 5
L}

For small values of the argument (722,11/2«1)

. by by
’1zu'Y§ ]
by (1y/2)=— ~z,

. l’ 1 .
=02,V #= TEYJ"- (2.79)
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As 1s obvious from the expressions obtained, the current induced in the
middle of the circuit for large values of the propagation coefficient of

the single-wire circuit or long length of the circuit approaches the value of
5/22. For small values of Ypf11 the magnitude of the induced current is
appreciably decreased, and it 1s determined by the conduction current. The
curves for the current variation are presented in Fig 2.6.

Let us find the voltage and current distribution in the insulated circuit
under the electrical effect. From formula (2.73) 1t follows that the induced
voltage for the electric effect and for £ -ZIII-O does not depend on the
coordinate x and is equal to the interfering voltage multiplied by the

_ ratio of the mutual conductivity to the natural conductivity of the circuit:

. . Y
Uas=Ur 3+ - (2.80)
2
Since only overhead lines are suhjected to the electrical effect, for which
G12<<wCy and Gy<<wCy, then
. . C
Uzmzulzl:" o (2.81)

The current induced in the wire under the electrical effect, as.:follows from

the formula (2.74), for RI=EIII=0 over the entire extent of the circuit is
equal to zero.

Let us find the voltage and current distribution in the single-wire circuit
grounded at the ends under the magnetic effect (let us neglect the ground
resistances). As follows from the formula (2.71), the induced voltage of
the entire length of the circuit is equal to zero. For nonuniform interfer-
ing field the equality to zero is not observed and the induced voltage is

- equal to Zero only at the ends of the circuit. The current induced in the
circuit when it 1s grounded at the ends is

. Iz, _ &
lznu(f‘)= "'lz_:"""zi ’ (2.82)
- Multiplying the numerator and the denominator by %31, we find that
. E by
L = z","' . (2.83) )

Formula (2.83) shows that in the single-wire circuit ideally (with zero

resistances) closed at the end to ground located in a uniform external

magnetic field, the induced current is equal to the induced emf divided by -
the total resistance of the circuit, which is identical along the entire

length both with respect to amplitude and with respect to phase.

Let us consider the electrical effect on the single-wire circuit grounded at
the convergence ends. The induced voltage in the grounded circuit under the
electrical effect varies along the line just as the induced current in the
insulated circuit under magnetic effect (see Fig 2.6); it is equal to zero
at the ends of the circuit and it is maximal at the center. For x=L11/2
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. lll
UyYy - 1 ) UYuthy 5 2 “thys (2.84)

7,

Let us find the variation of the induced current under the electrical effect.
The current induced in the grounded single-wire circuit under the electrical
effect has the same nature of variation along the line as the voltage induced
in the insulated circuit under the magnetic effect (see Fig 2.5). At the
beginning and end of the circuit the currents are identical with respect to
absolute value, but they are different with respect to direction. 1In the
middle of the circuit the current is equal to zero. The magnitude of the
current induced at the beginning of the circuit is

< -

L (2.85)
Uy In
Tonys s ;-,"th 7
- (1)
B Key: 1. b
and at the end of the circuit
. e (2.86)
U Y
- 2"!!( ‘;v' . th
(1
Key: 1l. e
For small values of Yyy(%17/2), considering that th yz(211/2)~72(21,/2),
we obtain
- - (2.87)
. . I
lzn?.f) ' UIY“ Iy, 5—U}’l "

Key: 1. b; 2. e

Since the value of ﬁlY £17 18 1in accordance with the definition presented
above for an electric coupfing between circuits the current transmitted in
the convergence section from the interfering circuit td the circuit subjected
to effect, the equations (2.87) indicate that half of the current going over
to the circuit subjected to the effect from the interfering line flows
through each ground.

Thus, the total current of the electric effect transmitted from the inter-

fering line to ground through the terminal ground is equal to the total
conduction current of the electric coupling.

©
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Variation of the Induced Voltages and Currents Along a Single~Wire Circuit
Ingulated at the Beginning and Close to Ground at the End. PFrom the general
formula (2.71), substituting L1~%111=0 and the corresponding values of x,

we find
. (2.88)
Uppe =" 400y 0
Mun— L= MY forx=0,
(1)
Key: 1. b —
; (7. ipm s (2.89)
1= _hZy 2 . *
’2ﬂu( u/? \7'. qu?) X= 1"/2,
Uzn(uﬁ'=0 or-x=1.
Key: 1. e

For large values of Y2%11s considering that th YZEHZI, ﬁZID{.b”ilzlz/YZ’
. I' T~ i’ N

Unin( Ly2)= Ao "2 .

for small values of 72111 %

U?“z.]u.):‘ “‘3 I" = —E: iO)M“ [l‘[ (2090)

) iy
Ui ( lu’?) ~—Ef2.

Key: 1. b

Thus, for short length of the ciicuit or a small propagation coefficient
the voltage on the insulated end with grounding of the opposite end is equal
to the total induced longitudinal emf. The voltage in the circuit increases
on going away from the end proportionally to the length. The curves for the
variation of the induced voltage in the investigated case are presented in
Fig 2.7.

Gpto

-£

Figure 2.7. Variation of the induced voltage along the wire
close to the ground at the end and insulated at the beginning
under magnetic effect: 1 -~ for small values of YZEII(YZJLII«I);
2 — for large values of 72211(72211»1)
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‘Im(‘ . 2
&
g » o

Figure 2,8, Curves for the variation of -the induced current along
the wire insulated at the beginning and close to ground at the

end under magnetic effect: 1 -- for small values of YZEII(y2£I1<<1);
2 -— for large values of 72211(72!,11»1)

Let us find the induced currents at different points of the circuit. The
current at the beginning must be equal to zero. At the end of the circuit
(x=2717)

Lz J p— )= Lzt lythnin/2 (2.91)
amx ™ Tz <h vl A

PP

I

in the middle of the circuit

/. (i)= _.__I"Z" ( 1 chyy Iyy/2
M 2/ 4 ICTY P A

. .3 ‘
2I,ZushTVzluSthlll“ (2,92)
Zychyy Iy

For large values of yglyy/2

; L2 ~ly
()= =2 (1—2e™"),

that is, the magnitude of the current approaches the value determined on
- grounding the circuit on both sides. For small values of Yat11

LT . l‘ R 2
Izm(ln)’—‘TEY,l". (2.93)

In other words, the current in the last case is defined by the capacitive
leakage of the wire to ground. The curves for the variation of the current
along the wire insulated at the beginning and close to ground at the end is
shown in Fig 2.8,
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Let us consider the electrical effect, The voltage with respect to ground
for insulatjion of the wire at the beginning and grounding of it at the end
will be defined by the formulas:

At the beginning of the circuit

o o=Utafp_ 1Y
o= (1= ) (2.94)

At the end of the circuit the voltage 1s equal to zero. For small values

—

; Uy, 1 . ' (2,95)
Uniisa= ;"“ s nh= 5 UiVl 231,

Let us find the magnitude of the induced current for the electrical effect.
At the beginning of the circuit the current must be equal to zero, for the
circuit is insulated. As x increases the current will increase. At the end
of the circuit

o Uy
Iy = =35 th 0l (2.96)
For small values of yo&11
12]19.|§=Uyltl]|- . (2-97)

Formula (2.97) indicates that the entire current transmitted to the circuit
subjected to effect in the convergence section leaks to the ground through
the terminal ground.

2.6, Effect on Bunched Conductors

The effect on the single~wire communications circuit was investigated above
under the assumption that adjacent circuits are absent. The formulas
obtained above are basic in the theory of the effect between the electric
circuits; the expressions for other, more complex cases reduce to them,
Usually not one, but several circuits are suspended at a relatively short
distance from each other, In this case it is necessary to consider the
effect of the adjacent, so-called "third" circuits on the investigated
circuit. In the presence of a large number of third circuits the solution
of the problems with respect to determining the induced voltages and currents
reduces to integration of the system of generalized telegraph equations
presented in 52.1. If the mutually interfering circuits are designated by
indexes from 1 to n, then for voltages and currents induced in an arbitrary
k-th circuit, we have the following system of differential equations:
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dUx | > i
-ﬁ‘i"z_l lZy= —lo.Zou.

L. , . . 2,98
%“-+U,.Yn=UoYu+ L (7EIN) 4™ ( )

{=|

where i and I'Io are the interfering current and voltage; Zgy, Yoi are the
magnetic coupling resistance and conductivity of the electrical coupling
between the interfering and the k~th circuits; Ziyx is the magnetic coupling
resistance between the i-th and the k-th circuits (Zyx 18 the natural
resistance of the k-th circuit); Yix is the electrical coupling conductivity
between the i-th and the k-th circuits (Ykk is the natural total conductivity
of the k~th circuit), '

The solution of system (2.98) in general form is awkward, and it requires
the application of computer engineering. Significant simplification can be
achieved for the case where all of the wires have identical parameters,
they are identically loaded and they are located approximately at equal
distances from the interfering line and from each other. Then on the basis
of the indicated causes it is possible to consider that the currents and
voltages induced in the wires are approximately identical, that 1is,

Ui=Up=...=Us..., h=h=h=...=k... Also considering that

. -
Z||+22|+Zal+?n|=212+222+ coitZpz=... 3 Zia, we obtain from (2.98)

for all wires of the identical system of equations:
Wnyjg ] Zo
dx + k :(i) A &0k (2.'99)
. %‘ +U,.Yu= onoh-
Key: 1, equiv
n
where Zequj_v-i zik' Equations (2.99) are an ordinary system of the type
=1

(2.5) in which the resistance of the conductor is replaced by the equivalent
value. The calculation of the effect, conmsequently, can be made by the .
above-obtained formulas.

The presence of adjacent conductors increases the resistance of the investi-
gated conductor and the propagation coefficient. Increasing the resistance
leads to a decrease in the current induced in the conductor. A deficiency
of the solution obtained is the possibility of its application only in the
case of identical state of all of the conductors. If this condition is not
satisfied, then significant simplification of the solution of the generalized
telegraph equations can be achiéved by representation of all the adjacent
circuits in the form of the aggregate bunched conductors, In this case it

is sufficlent to consider three circuits: the first (interfering), second
(subjected to the interference) and third, which is the aggregate bunched
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conductors. The eff :ct of the adjacent circuits 1s taken into account as
the effect through the third circuit.

2.7. Equations of Magnetic and Electrical Effect Through the Third Circuit!

The effect through the third circuit consiats in series transition of power
from the firat (interfering) circuit to the third and from the third to the
circuit subjected to the effect (the second) . This double energy transfer
is described by significantly more complex mathematical expressions. The
third circuits can be not only adjacent communication circuits, but also
metal sheathings of cables, metal pipes, shielding cables, and so on. Using
the theory of the interference through the third circuits, some shielding
problems, the influences on two-wire circuits, and so on can be investigated.
When deriving the formulas let us make the following assumptions:

_ The parameters of all circuits are different;
The load resistances included at the ends of the circuit are arbitrary;
The inverse effect from the second and third circuits on the first is absent ;
The inverse effect from the second circuit on the third is absent;

If the third proposition is entirely obvious, then with respect to the latter

- it is necessary to make a stipulation. It is valid only in cases where the
third circuit has parameters differing significantly from the second circuit
parameters or if the effect of the first eircuit on the third is appreciably
greater than the direct effect of the first on the secon » Otherwise this

. proposition can introduce significant error, For example, if two circuits

- having identical or very close parameters are suspended in direct proximity
to each other, then it is natural to assume that they have identical effect
on each other; for the induced voltages and currents in both circuits will
be approximately identical. In such cases the proposition of the absence

- of effect with the second circuit on the fhird introduces significant error,
and it is necessary either to solve the generalized telegraph equations or
to uge the approximate solution given in §2.6. The possible converging systems
for the three circuits (first, second and third) are shown in Fig 2.9. Let
us introduce additional notation:

fl31(x), 131(::) are the voltage.and current in the third circuit in the
convergence sections with the second circuit at the point with the coordinate
x(i=I, II, III); 23, Y3, v3, 23 is the complex longitudinal resistan.e, the
complex conduckivity;- the propagation coefficient and the wave resistance
of the third circuit;

lltem 2.7 was written by the results of an experiment performed jointly with
V. 0. Shvartsman, )
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P3b» P3, are the reflection coefficient at the beginning and end of the third
circuit; %34 1s the length of the i-th section of the third circuit;

Y13, 213, Y39, Z3, are the electric coupling conductivity and the magnetic
coupling resistance between the’ corresponding circuits (1 and 3; 3 and 2)
in the mutual convergence gections;

b= L+ lau'*f by
Ne=2ut 39 —Z13vs: N 1= 20123V 1375 —Z v
. Nig= 3021Y 50 V3~ Zog V2 N, 2= Zu?ns¥ 52 V2 —Zys Vs:
N ;§3= ZuZeg¥ 19 V1 Ny —Zis 1y Ny
N|'32= 25Z3Y 197, Ng'z_" 1N st;
Q(EN", Yo, Iny Pme £N', v, L, Po)=EN"ch (.'Ym ly—In V;n‘l) X
X sh(ygl,—1nV pg) N’ sh (ymln—In} pm)X

X ch (y,0,—InV p,) .

\ o
i | kg | m
o ay 21 Vo
} .
: v P
Al EAY
: X f] X-IJI !
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i ' " 2
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2]/ I \(m af, I V24
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z/, ,\4111 2/, \: /E . ‘I\
ety Kot X=Xy el N T S
x=0 L | )

- ~4) e) x=ly  £)

- Figure 2.9, Diagrams of the arrangement of the circuits
(21, 211, 2I1', 2II", 3I, 3II, 3III - numbers of the circuit
sections)
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The voltages and the currents induced in the second circult as a result of
the effect of currents and voltages occurring in the first circuit satisfy
- the following system of equations in each i-th section

du ; ; j . :
’E,i'f'luzz: — {5l -—d‘li:: FUn¥y=UyY,, (2.100)

The system of differential equations (2.100) differs from the system (2.5)
golved above by the fact that in the righthand side the interfering currents
and voltages are the result of the effect of the first circuit on the third.
The values of I3y and U3j are determined in §2.3 and 2.5 and in [29]. Solv-
ing the system (2,100) just as (2.5), that:is, using the method of variation
of constants to find the partial solution and determining the integration
constants of the general solution from the boundary conditions, we obtain the
formulas for the voltages and currents induced in the second circuit through
the third circuit in each of the sections of their mutual convergence. The
formulas for the voltages occurring during convergence indicated in Fig 2.9a
are presented in Table 2.1, The voltage formulas for the other cases of
convergence are not presented here because of saving space. The current
formulas are also not presented for the same reasons,

il The voltages in the sections of the second circuit located outside convergence
with the first and third circuits, that is, in the sections 2I and 2III, are
determined by the following general formulas:

ooy (=) =1V p) '
Vn(5)=Uu ) : ch(:.l y—Vom) - (@-100
. ch [V-( Loy “‘:c)""“ VEn]

ol — Vo) (2.102)

Ugnt (% )’—; Usi (1)

where x'y and x'_ are the current distances from the beginning and end of
convergence of tﬁe second circuit with the third circuit; Xpis Xqy 8Te the
coordinates of the beginning and end of convergence of the secon& circuit
with the third circuit (for example, for the systm in Fig 2.9a
Xp1=™% ' 217s Xay=Lo77H2"217); Usy (%) d8 the voltage induced at the

- ble)éimuxzxélandeéndzg cot‘n]irgengé o}fcb%he second circuit with the third (for
example, for the system in Fig 2.9a, UZi'(’bi)RUZII"t"l'ZII))‘

The formulas in Table 2.1 are the most general formulas for the convergence
circuits in Fig 2.9. For example, from the formula for the voltage induced
in the section 2II of system 2.9a, for Ror=4 =0, ", =2 =0 and

' Zlﬁ ’ 21; 3111 "
272117431 we obtain the formulas presented in [#9]; for 21=% 211"% 21142111
=0 and loading of all the circults on wave impedances we obtain the
formulas presented in [16].
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The formulas for the convergence systems in Fig 2.9d and f are of interest.
They make it possible to determine the indirect effect of the first circuit
on the second in the absence of a direct mutual convergence between them.
The formulas presented in Table 2.1 can be simplified gignificantly, for
example, for the special cases where the load resistances in the second and
third circuits are identical, the length of the circuits are identical,
Y1=0, and so on.

2.8. Determination of the Electrical Effect Using the Maxwell Equations
The formulas obtained above for the electrical effect in general form are
awkward. The formulas for the electrical effect can be obtained by a simpler
method used in electrostatics with the help of the Maxwell equations which

_ relate the potentials and the charges of the conductors.

Let us consider the general case of suspension of n conductors on an overhead
communication line subjected to the effect of a high-voltage line wire. Let
us designate the interfering wire with the index I, the communications

wires with the indexes 1, 2,...,n; Ui, qy are the potential and the charge
per unit length of the interfering wire (volts, coulombs/km); Uq, U2se445Up3
91s 92s-:.,qy 8re the potentials and charges of the corresponding wires of
the communications line (volts, coulombs/km). The Maxwell equations for a
system of n charged conductors have the form:

U|=01“,+¢h““+fh%,+ c o Ga Gy
U=gq, a||+qlall+,4!an+ c s ga 2y,
U= g2+ @+ @0+« - -+ 4o Oy

Un=q1au|+qlaln+qialu+ “+Gn%nns

(2.103)

where ap, a 1 **+ %115 @4 'are the potential coefficients; ar 1s the

natural potential coefficient of the interfering wire equal to a1=18-106 In

(brz/ry), km/farads; D;; 1s the distance from the interfering wire to its

mirror image with respect to the ground; ry is the radius of the interfering

wire; a1, @22, «+., Gpn are the natural potential coefficients of the

communication wires; a;4=18:106 1n (Di4/ry), km/farads; Dyy is the distance -

between the i-th communications wire and its mirror image with respect to

the earth's surface (twice the height of suspension); ry is the radius of the

i~th wire; ay4 is the mutual potential coefficient between the interfering -
_ wire and the i-th wire subjected to the effect: a11=18-106 In (D1y/a1y),
, km/farad; D1y 1s the distance from the interfering wire to the mirror image

of the wire 1; ayy 1s the distance between the interfering conductor and the

i-th conductor; aji is the mutual potential coefficient between the i-th and

the k-th wires: ay,=18:10°% In (Dyj/a, ), km/farad; Dy, 1s the distance

between the wire i and the mirror image of the wire k; ajy 1s the distance

between the wires 1 and k. It is obvious that GT{™04Ts Of|k=0Lq.
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Figure 2.10, Determination of the potential coefficient

In the electric field of the wires located above ground, nothing changes if
instead of the ground on the other side of its surface we place wires with
opposite charges at the same distance (the mirror image); with small radius
of the wires by comparison with the spacing between wires the electrical
axes of the charges can be considered to coincide with the geometric axes of
the wires, In Fig 2.10, 1, 2, ..., n denote the wires, and ', 1', 2',...,n'
denote their mirror images. The spacingsbetween the wires are denoted there
also.

Let us solve the Maxwell equations for three cases:
1) All wires of the communications line .are insulated;
2) All wires of the communications line are grounded;

3) On the communications line there are m grounded wires and the rest are
insulated.

When determining the electrical effect it is necessary to consi that

under the effect of the interfering circuit in the wires supfected Yo the
effect the charges are separated, that is, on opposite sideb of the)wire

there are two equal charges with different signs., The varfation of the effect
of the electric field causes variation of the induced char s, buthe separa-
tion remains., If the wire subjected to the effect is insulated from the
ground, then as a result of its small diameter the electric fields of the
induced charges in the outer space are compensated, and on the adjacent wires
the potential and charge distribution will not change. The charges on the
insulated wires in the Maxwell equations can be taken equal to zero.

If the wire is grounded, then the charge of the same sign as the charge on
the interfering wire flows into the ground, and on the wire subjected to the
effect, the charge of opposite sign remains in the bound state (the wire
potential will be equal to zero). This induced charge will influence the
charge distribution in the adjacent wires. The potentials of the grounded
wires in the Maxwell equations must be taken equal to zero.
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All Wires on the Communications Line Are Insulated. In order to simplify the
solution let us assume that the parameters of all wires of the communications
line are identical; the wires are located approximately at equal distances
from each other and are auspended at identical height. Let us also assume
that the spacing between the wires 1, 2, ..., n is significantly less than
the distance from the communications line to the interfering wire. The last
proposition gives the basis for considering that q;=q,= ... =q =qs. The
assumptions made make it possible to introduce some mean (arithmetic mean)
potential coefficients which pertain to all wires of the communication line.
Let us find these mean values:

- =
a“=a"=7(a“+am+ ceta)
au=%(an+au+ s etagy),

- 1 )
= —— (@ toyt - - tay)= ,fl(an+aa+-..+a.,.)= ree

In this case U1=Ujy= ... =U =UA, and the system (2.103) is converted to a
system of two equations wh?ch are valid for any k-th communications wire:

Ul=qx a1+nqAEu.'
_ _ . (2.104)
Upr= U °‘n+¢lA¢u+("—’)4A¢n-

Since the wires are insulated, qp=0, and on each of the wires UA=‘11311'
Considering that qy=Uj/ay, we obtain

- Up=U, 2. ' (2.105)

I
a

From (2.105) it follows that the voltage induced on the insulated conductors
under the electrical effect does not depend on the number of adjacent
communication wires. Let us find

p— -— D S ———
oy =8,,= 18-10' -4~ 18-10%In @t bt

! 1A ay+4-(b—c)t :
- Hence,
|
= g 10y S EB S e oo (@+ b+ o)
@, =910 In s o gloan " .
‘ : (e+8+c)

For bsc and 2bcgbZtc?, we have 2bc/aZ+bZtc?<l. The logarithm of the type
1n(1+X/1-X) for X<l can, as 1is knowr, be expanded in the series

1x_ ASID NI I
, =2 (X424 T )
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In the given case X-Zbc/(a2+b2+c2); therefore, for a310 meters it is possible
with sufficlent degree of accuracy to asaume (limiting ourselves only to the
firat term of the expansion of the logarithm) that

+ X

1
n
]l—X

~ b
~ 2X, @, =36 10‘—;’—'--_:1_-;-_’“T

Substituting ;iA in (2.105) and considering that ay=18-.06 1n (011/r1),
we obtain

U= 36108 bc U Wybe
. - Dy - Dy
8100l @0 tet) I (@81t
1 1

Let us denote 2/1n(Dyp/r{)=k;, then

Uy=hty — b (2.106)
A= R PO

For the single-wire line in practice ln(DII/rI)ZS.S to 9. For example, for
a suspension height of 8 meters and ry=0.004 m, ln(DII/rI)=8.3 and kj3=0.24,

Lf not one but several wires under one interfering potential are affected,
then it is necessary to take the average distance from the equivalent wire
as D17, and by ry it is necessary to mean the equivalent radius of the
system of interfering wires defined by the formula requiv'vrmean(am ) B,
meters, where rpaa, is the mean radius of the wires, meters; ap..n i: the
mean distance between the wires, meters; apean=™" 312313"‘81n' where

472> a13.+. a1, 18 the distance batweem the conductor I and the remaining
(2,3,..., n) wires. For example, for a single railroad track without
additional wires the spacing between the contact wire and the bearing cable
will be 1.6 meters, and between the contact wire and the ground, 8 meters.
Both wires are interfering, and the average distance between the equivalent
wire and the ground is 8+(1.6/2)=8.80 m, apg,,=1.6 m, rpegn=0.005 m. Then

o2 _ 2 =2 _ ~
] b= TR -= 03804,
In ayyy VO

Key: 1. equlv -

It is possible analagously to find the coefficlents kj for other interfering
systems,

Ail the Wirea On the Communication Line Are Grounded, Let us propose, as

before, that the parameters of all the wires subjected to the effect are
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identical and the wires are identically arranged; let us assume, as before,
that q1=q,= ... =qp™a,. Then we obtain the system (2,104), Since all the
wires are grounded, U,=0, and we cbtain the system:

U,=q,@,+ng,a,, (2.107)
0= q,;”‘*'(h (au'i-(n— l) 512)'

Let us find q and qy. From the first equation

‘h:u.———_'_"q‘z” .
. |
Substituting the value of q1 in the second equation of the system, we have:

U —ng. & - -~
—'——n—qiﬂ'-all+qA(a,,+(n—l)a,,)=0,

Ulall —ngaa +qa % (Eu +(n— l)al‘-‘)= 0,
- Uy

== @y (o + (7 — 1) y) —nad; )

(2.108)

For spacing between the interfering wire and the communication line of more
than 10 meters, it is possible without great error to neglect the last term
in the denominator even for n=10-20. Then

Uray

= —

_ _ oy (@ + (n —1) @)

By the induced charge in the wire it is possible to find the current which
flows in the ground. The total charge on the wire Qa=apl, where % is the
length of the wire subjected to the effect. The discharge current is equal
to the derivative with respect to time, that is, IA=(3/at)QA. Assuming that
01, and, consequently, qy vary by a sinusoidal law, that is, 4,=q,el“t,

we obtain
. 3 - . ot
/A'—: _Equ—- -xmlqu v
or
. ) @
I, = o0lU Lt
l A ! n (a||+(n— ])G”)
Then iy =k U x
a, Tleypye
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then

[iz]= U o lbe . 2.109)
@y 4+ (= 1)ay,) @+ 84 9)

The natural potential coefficient a1 is on the average equal approximately

to (8.5—9)-18-106, and the mutual potential coefficient between the

communications wires located on one line, (2,5-3)°18.106. Taking the

average values of 8,75:18.10% and 2,75:18-106. we obtain -
‘a4 (n—1)aiz=18-108[8,75—2,75+2,75n] = 54.10° (n+2).

Substituting this value, we obtain

liA|= kU ol

—8
54(n+2) (@ + B3 %) 107, aaps

Let us denote k?_-klw/54. Then

—pU, S & g (2.110)
il= ks 5 s 107 wA,

where n is the number of grounded wires in addition to the investigated one,

On che Communications Line of m Grounded Wires and n-m Insulated Wires., : .
Let us denote the grounded wires by the indexes 1, 2,...,m; the insulated
wires are A, B, .,., Just as before, let us propose that the parameters of
all of the grounded wires are identical, and the wires are identically
arranged with respect to the interfering wire and the ground; the spacings
between the grounded wires are identical. The same assumption will be made
with respect to the insulated wires. The charges on the grounded wires are
identical, that is, qi=qy= ... =qm; the total charges on the insulated wires
are equal to zero (quqB- ++. =0); the voltages on the grounded wires are

u equal to zero., Introducing the mean values of the potential coefficients
from the general system of Maxwell equations we obtain three equations per-
taining to the interfering wire, any of the grounded wires any of the
insulated wires:

Ul= 9% + q,mE“, )
0=yq au+‘h (m—1) &y + g1 &y, (2.11)
UA=éga|A+qlm ;M'

where
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PR T YRTEL

(@nta,t+ - -+ ay,);

an"‘%
T —— @yt Ot - - A= —— (@ tat - d
.
Eu=—':7(uu+an+ St G @ = l (@utagt - )

n—m

A=t - tan) =L@ gt g

For determination of I'JA. it is necessary to find q; 2nd g5 from the first
two equations of system (2.111). The system of the first two equations does
not differentiate from the system (2.107) under the condition of replacing

n by m and qp by q- Hence, neglecting the term nt_nzu in the denominator
(2.108), we obtain - )

0= Uyay
a; (@ + (m — 1) agl
=1 o — 1|, U/, ma j
l],—-;l-[U,-—q,ma"]=a_ U+ _;auman _ zill._
! a [ull + (m—1) au] x)

Substituting q; and q; in the third equation, we find

Up= _UL -u _UIEII ma = Uy, R
% @ lay-f(m—1) @yl %
X‘ fe may, xy, )
EM [;n +(m — l);u]

(2.112)

The expression in front of the parenthesis is the potential induced on the
insulated wire in the absence of grounded adjacent wires, that is, for m=0,
and the expression in parentheses indicates the presence of grounded wires
decreasing the electrical effect on the insulated wire. Thus, this expression
is the shielding coefficient of the grounded wires, and formula (2.112) can

be represented in the form

UA = UA Ilsl'
Q) (2.113)

Key: 1. ins
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where

S = may, o )

' aal@n+(m—Dayl (2.114)
Se is always less than 1, varying from 1 for m-O to l-(una /a . ) for

m-w In the latter case if oapy= oA and ATRIY then the expressio
parentheses is equal to zero and, consequently, total shielding occurs.
Formula (2.114) makes it possible to find the shielding effect of any number
of grounded wires located on a column line arbitrarily with respect to the
insulated communications wire subjected to the effect, Since ajj+(m-1)aj,
=3 (m+2)18-106 the shielding factor

'm'a'"Zu
54.108 (m +2) 214

S, =1

1f EIfEIAr that is, the grounded and shielded conductors are arranged
identically with respect to the interfering wire, then

ma,.
54100 (m42) |

- The current in any of the grounded conductors is defined by (2.109) for n=-m.
2.9. Galvanic Effect on Single-Wire Circuits

Sources of Galvanic Effect. As was pointed-out above, the galvanic effect
is caused by currents falling in the ground. In addition to magnetic forms,
current sources in the ground are asymmetric powerful current installations
which include ground-return electric power transmission lines (single—phase
"wire-ground," triple-phase "two-wire-ground," DC and AC electric railways).
The calculations show that for parallel convergence between the high-voltage
lines and communication line€s the magnetic effect, as a rule, is appreciably
greater than the galvanic effect. In a number of cases, in particular, at
the intersections with location at one of the grounds over the single-wire
communications circuit in direct proximity to the ground of the substation,
. the voltages caused by the galvanic effe can turn out to be greater than
the voltage from the magnetic effect.

Effect of High-Voltage Lines, Let us consider the convergence of the single- -
wire communications circuit with the electric power transmission line using
the "wire-ground" circuit, The standard case of flow of a current through
such a system is the single-phase short-circuiting of the overhead electric
power transmission lines, The potential of any point M on the surface of
the earth created by currents flowing into the ground from a spot ground,

as is known, 1s equal to Ug=Igp /2ma, volts, where Ig is the ground current,
ampg; a is the spacing between %he point on the ground M and the ground,
meters. Then the potential difference AU between the grounds of a
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single wire circuit (Fig 2.11a) can be defined by the formula
- YR N .
) AU= o (el pPa— +a.)- volts,
Key: 1. g
1f one of the grounds of the communications ecircuit lies outside the propa-

_ gation zone of the currents of the overhead electric power transmission lines,
then for the case shown in Fig 2.11b,

_fest 1
AU—h( a). volts.

a ]
and for the case depicted in Fig 2.1llc,

7pf1)
A =
u Drq, * YOLLS

Key: 1. g
4 a7(1) + ss 1
- L 2 D3nanpodad _EO__ T T :
I= N hes 'ﬁ) A I= Odwonpebodn 2 ) [J#
. 4 l 3 - 4ens 03 =I
L V I R -

| j?():;___;-ﬁluill_

"Ne Odnongoladna s P
I \QZ) =1
1= -

e

Figure 2.11. Location of grounds 1 and 2 of single-wire circuits

and operating ground of the transmitting (I) and receiving (II)

ends of the overhead transmission line using the "wire-ground" system
Key: 1. overhead line; 2. single-wire circuit

If the grounds of the overhead electric power transmission lines are located
between the ground of .the single~wire circuit, then the conditions of
mutual arrangement of the grouad can exist for which in the single-wire
circuit no potential difference caused by the galvanic effect will occur
(for example, if the ground of the overhead electric power transmission line
is at identical distances from the grounds of the single-wire communications
circuit). In general form the magnitude of the galvanic effect can in the
single~wire circuit be defined by the formula
AU A,

ln=-‘ hemnad I
- %)
Key: 1. total

(2.115)
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where Zyopal 18 the total resistance of the single-~wire circuilt, equipment
and ground, ohms.

Effect of DC Electric Railways. The DC electric railways are electric
systems in which the return current returns partially through the rails and
partially through the ground., In the stretch between two traction substa-
tions the current in the rails wiil be maximal at the points of contact of
the wheels of the electric locomotive with the rails even near the traction
substation, and it will be minimal between the electric locomotives and the
traction substation. Correspondingly, the magnitude of the current in the
ground varies: at the point located near the traction substations or near
the electric locomotives, they will be minimal. Under actual conditioms,
depending on the location of the moving electric locomotives in the section
both the magnitude and direction of the currents in the ground can vary.

Flowing in the grouni, the electric traction currents<{(stray currents) create
different potentials at different points of the ground. If both grounds of

a single-wire circuit or one of them : is located in the:.zone of trans-
mission of the stray currents, then under the effect of the potential
difference of the ground in the circuit currents arise (the interference
currents from the galvanic effect).

For determining the magnitude of the interfering current it is necessary to
consider two cases of location of the grounds of a single-wire circuit:

The communication line is located along the electrified section of the rail-
way and both grounds (for example, 1n the attended and unattended repeater
stations) are in the zone of propagation of the stray currents;

The communication line is located perpendicular to the direction of the
roadbed of the electrified section of the railway. Only one ground of the
single-wire circuit is in the propagation zone of the stray currents,

1u the first case, the magnitude and sign of the potential of each ground

of the single-wire circuit will depend on the graph of the movement of the
electric trains, the specific conductivity of the ground, the method of
feeding the contact circuit (two-way or one-way) and the locatiom of the
circuit ground with respect to the railroad bed. In the conductor joining
two grounds, under the effect of the potential difference an equalizing
current arises, the magnitude of which can be determined by (2.115), where
AU must be understood as the potential difference of the points in the ground
in which the grounds of a single-wire circuit are located, that is, AU=U1-Up.
Since the potentials Uj and U, in this formula can have values from

U] max tO =Ui pax and from +Uy pax to -U2 max, the potential difference

can assume different values: (=Uj~Up) (+U;-Uj), (-U4+U2), (U14U32); here

the absolute values of Uy and Uy can fluctuate from 0 to Upax. In practice,
the nearby traction substatioms basically influence the magnitude of the
ground potentials of the single-wire circuits. Consequently, the interfering
currents in the single-wire circuit can have different magnitude and change
their direction. In order to confirm what was stated in Fig 2,12 the curves

90

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

_ are presented for the variation of the interfering voltages (AU) obtained
by the TsNIIS Institute for the single-wire circuit of different length
running along the electrified railrcad; both grounds are located in the

_ propagation zone of the atray electric cuxrents,

(1)g A
& / %4”[ J
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2
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- Figure 2.12. Variation of the interfering voltage in the

single-wire circuit for location of both grounds in the stray
current zone with a wire length of:
a) 69 km; b) 146 km; c) 53 km
Key:
1. volts
2. minute

If one of the circuit grounds is located near the electrified section of:the
railroad, and the other is outside the zone of effect of the electrified
railroad (U2=0), the magnitude of the currents in the circuit will vary
directly proportionally to the potential differemnce (1U;-0), that is, (+0;).
The performed measurements demonstrated that the interference voltage in
the single-wire circuits as a result of the galvanic effect of the electric
railways can reach 10-60 volts for normal operation of the raillroad and
250-300 volts for disconnection of the traction substation closest to the
terminal station to which the remote feed circuit is connected. Im direct
proximity to the rails the potential difference between the points along the
ground remote from each other can reach 700 . volts or more. Considering
that in the current sources of the remote feed circuits, depending on the
transition system, the working voltages of 250, 350-400 volts are used,

the above-indicated interference voltages are not permitted.

Tha potentials of the ground points created by the stray currents of the
electric railroad can be defined by theoretical means. For an infinitely
iong railroad and a single load as is schematically demonstrated in Fig 2.13,
we obtain the following expressions for the potential U(x,y) of point A of
the ground with the coordinates x,y [21]

Ufx, )= i'lp—sa(y,x, o) (2.116)
2n
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Figure 2,13, Calculation of potentials at point A located in
the stray current field

Key:
1., I -- current going to the rails
2. Rails ‘ i B
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- Figure 2,14, Dependence of the function Q(u,v) on u lying
within the limits of 0-2 for different values of v (0,001-1)

The maximum potential occurs for x=0, so that

U =3
(aﬂ«c

v, y)~—-%)}s2(o, ey (2.117)
Key: 1. max; 2. g
where pg is the specific resistance of the ground, ohm-m; @ is a special

function taking into account the dependence of the potentials of the ground
points on x and y. The values of this function are presented in Fig 2,14,
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Let us consider the prc: rties of the function { in more detail, The
function Q(u,v) is posit.ve for all finite values of the argument, and it
has a finite value. For v+ and finite u and also for u+e and finite v
the function Q(u,v)*0. For v*0 and any u Q(u,v)+=. At all points except

- the points for v+0, the function R(u,v) 1a continuous. Q(u,v) 1s an even
function of the arguments u and v. For a fixed finite value of v, the
function Q has a unique maximum at the point u=0; at all remaining points
2(u,v) decreages continuously. For large values of the arguments v and
finite u the function Q(u,v)+1/v, and for large values of the argument u
and finite v, Q(u,v)+1/u. For u2l0 and v§0

2, v =%(1+%+%’+ . )
for u=0 n -
(0, 9= "2 1S @ —Yo @)l
where Sp is the Strouve function; Yg is the Neuman function [21]. For vel

(0, v)= K, (@)
where Ko 1s the second type, zero-order Bessel function; Yraianf;EIJT-.._

Rerans.rail
is tHe propagation coefficient of the current in the rails; ry.,41 is the

longitudinal resistance of DC rail, ohm/m; Rtr ns.rail is the transient
resistance between the rails and the ground, ofm-m.

Replacing the rails by the equivalent cylinder, the transient resistance
between the rails and the ground can be found from the expression

(3
Rﬂe;’.p = Rn p+ Qﬂ 1._12 [} (2 .118)

@ @ " T
Key: 1. trans.iail; 2, ins.rail; 3.g; 4. rail

where Ring.rail 18 the resistance of the insulating (ballast) layer in the
roadbed of tge railroad, ohmm; a is the equivalent radius of the rail, meters.

If the ties are considered as electrodes from which the current flows into
the ground, then the rail track can be represented in the form of a solid
strip with width equal to the width of the upper structure of the railroad
track. The equivalent radius of this plate [21] is equal to 1/4 of its
_ width, that is, a=(1/4)b, where b 1s the width of the upper structure of the
- railroad track., For a single track railroad, a=1 meter; for a double~track
railroad, a=2 meters.

The formula (2.116) was obtained under the assumption that the return pole
of the current source is at infinity. As applied to railroad tracks, this
formula gives the solution for the case of ome load (the electric locomotive)
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located far from the traction substations; here it is proposed that the

contact wire is connected to the positive pole of the current source.

Accordingly, in orxder to consider the effect of the return pole of the

current source, that is, the traction substation, it is possible to use the F
method of superposition. For the case of one traction substation and one R
elartric locomotive with a distance between them of %, the resultant poten-

tial U'(x,y) of the ground point will be determined from the expression

Uz, )=U(x, )—U(1—x}, 9

or ..
(1)
U (x, y)='p——2’—:;"—l9 (W % ¥ ¥)— 21 1—x1 v U)- (2.119) _

Key: 1l. g

Analogously, it is possible to determine the potential of the investigated
ground point for ‘any number of electric locomotives in the section. As the
electric locomotives move, the potentials of the ground points will vary as
a result of variation of the spacing between the electric locomotives and -
the traction substation. It is obvious that from the point of view of pro-
tection from interference it is necessary to consider the maximum possible
- potential difference between the ground points at which the grounds of the
remote feed circuit are located. This maximum possible potential difference
- will depend primarily on the location of the grounds of the single-wire
’ circuit with respect to the railroad bed. Let us consider several typical
u cases, .

1, The single-wire circuit of an overhead or cable line is Intersected by

an electric railroad near the traction substation. One of the grounds of

the circuit is located near the railroad bed. In this case the potential

at the location of the second ground in practice can be taken equal to zero, %
and the maximum potential at the location of the first ground can be defined :
by the formula (2.116). Then i

383, (2.120)
AU=T(’§)Q(&)- ) _ |

Key: 1. traction substation; 2, g; 3. rail
- where I¢raction substation 18 the maximum current of the traction substation.

2. The single-wire circuit of the overhead or cable line intersects an
electric railroad in the middle between the traction substations. One of
the grounds is located near the railroad bed. In this case the maximum
grounding potential is caused by the load currents from the electric loco~-
motives passing by, and it can be defined by (2,116) considering the effect
of the currents of the adjacent locomotives. The potential of the second
ground can be taken equal to zero. Then
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w2
AU=202F5 1 Qplxal vp¥)
8 *Eﬂ & @ (2.121)

Key: 1, g3 2. rail; 3. k-th electric locomotive; 4. rail

where Iy _ih electric locomotive 18 the current consumed by the k-th electric
locomotive; x; is the distance along the x-~axis from the first ground to the
k-the electric locomotive; for an electric locomotive passing the point of
intersection Xy=0; n 1s the number of electric locomotives which must be
congsidered when determining AU.

3. The single-wire circuit of an overhead or cable line is arranged parallel
to the electric railroad. The first ground is located opposite the traction
substation, the spacing between the grounds of the single-wire circuit is
equal to half the distance between the traction substations. In this case
the potential created at the location of the first ground will be opposite

in sign with respect to the potential created by the load currents of the
electric locomotives at the location of the second ground. With some approx-
imation it is possible to consider that the load current of the traction sub-
station is equal to the total load current consumed by the electric loco-
motive near the second ground. Then the potential difference occurring in
the single-wire circuit will be equal to twice the potential created at the
location of the first ground, that is,

P .
AU= r.n:ﬂ’p Q0. ?py)‘ (2.122)

The iaveatigated case is the worst with respect to interference in the single-
wire circuit,

- 4, The single-wire circuit is arranged parallel to the electric railroad.
Both grounds of the remote feed circult are located opposite the adjacent
traction substations. In this case the potential difference occurring between
the grounds will be determined at each given point by the difference in
load currents of the traction substations. Considering, however, that dt cer-
tain points in time one of the traction substations can be completely loaded
and the other not loaded at all, the potential difference for the calcula-
tions must be determined by (2.116) for this worst case.

Fig 2.15 shows the theoretically calculated boundary of the potential
difference AU between the grounds of a single-wire circuit as a function of
the specific resistance of the ground for the case where one of the grounds
is located near a DC electric railroad bed near the traction substation, and
the other ground is outside the stray current zome. The calculation is
perfurmed for single track and double track railroads with a load current of
the traction substation of 1500 and 3000 amps respectively. The spacing
between the first ground of the single-~wire circuit and the electric railroad
rails is equal to 100 meters, the x-coordinate [formula (2.120)] 1s assumed

a5

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

(1)"% v —
ymmra R
100 ¥

80 [
- W””’ﬁf’;"“il_/

/

Ji

" Ly
/

u 3)
Jo ,/
x /i
o}— 4
= 8

01 510 30 100 mdw

Figure 2.15.. Potential difference AU between the ground of a
single-wire circuit as a function of the specific resistance of
the ground Pg for the case where one ground is located near the
DC electric railroad near the traction substation, and the other
is outside the stray current zone

Key:
1. volts
2. Double~railrocad track
3. Single railroad track
4, ohm-m
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Figure 2.16. Potential difference AU between the grounds of the
aingle-wire circuit as a function of the distance (y) between the
first ground and the double~track DC railroad bed for different
values of the specific resistance of the ground (the second ground
is outside the stray current zone)

Key: 1, volts; 2. p8-1000 ohm-m
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equal to zero., As is obvious from Fig 2.15, the potential difference with
large specific resistance of the ground reaches a quite significant value
(100 to 150 volts), which was observed in vnractice.

Fig 2.16 shows the dependence of the potential difference calculated for the
sare case of location of the ground and caused by the galvanic effect for a

- distance y between the first ground and the double-track DC railroad bed and
different values of the specific resistance of the ground for a traction
load current of 3000 amps,
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Figure 2.17, Curves for the potential U of the ground point
as a function of the distance x between this point and the
traction substation (or electric locomotive) for different
values of Pg and the distances y to the rails
Key:
1, volts
2. pg=10 ohms~-meters; pg=100 ohm-meters

Fig 2.17 shows the potential at the investigated ground point as a function
of the distance x between this point and the location of the traction sub-
station (or the electric locomotive) for different values of the specific
resistance of the ground p and diferent distances y frum the same point

to the rails. The calculation was made for a load current of 3000 amps
(approximately to the double-track electric railroad).

The presented calculations indicate that the potential difference at differ-
ent points of the ground caused by the effect of the stray electric traction
currents can reach significant values entirely inadmissible with respect to
interference in the single-wire commuhication circuits.

Effect of AC Electric Railroads. The AC electric rallroads, just as :the DC
electric railroads, are systems in which the return current returns through
the rails and partially through the grounds. However, in the given case, in
contrast to the DC electric traction it is necessary to consider the magnetic
effect of the contact network on the rails. At each point in time, a current
will be induced in the rails which is approximately opposite with respect to
phase to the current coming directly to the rails. The current in the rails
will be closed through the ground and at various points of the ground it

will create potentials which are opposite with reapect to sign to the
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potentials created by the current coming directly to the rails from the
wheels of the electric locomotive.

I e
T - _-._f_ Kowm.
___________ ~Hgadm. (1)

Figure 2.18, Derivation of the formula for the potential of
point A of the ground near an AC electric railroad
Key:
1. Contact wire
2. Rails

Let us consider the case of location of the point A of the ground near a DC
electric railroad (Fig 2.18). In accordance with what has been discussed
above, the potential at any point of the ground can be represented in the
form of the sum of two components: the potential U, , created by the currents
coming directly through the electric logomotive to %he rails and from the
rails to the ground, and the potential Ug.m created by the currents induced

as a result of the magnetic effect of the contact network and flowing from

the rails to the ground. Thua,

: Y55 Yoy 2.129)
Key: 1. g; 2. g.g8; 3. g.m

The value of U is determined analogously to the preceding by the formule

8.8 I e
U = lPsYg Q(pr 'Ypy) (2.124)
(l) 3) '

pa 2y
N —m% (v V). (2.125)

Key: 1. g.g; 2. g.m; 3, g; 4, rail

where Z is the mutual resistance between the contact wire and the rails,
ohm/m; %rail is the total resistance of the rails, ohm/m;

Yrail® rail/ntrans, ra{;f 1/m.

- The transient resistance between the rails and the ground can be determined
with a sufficient degree of accuracy from the formula
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Ruep.p = Rus pHpynin— 2
D @ B NV BRey 1)

Key: 1, trams, rail; 2, ins. rail; 3, g
Substituting (2.124) and (2.125) in (2.123), we obtain

. I - Z
U= _‘:;Ip Qy,x, ‘y,,y)[ 1—7:—] .

The expression in brackets is the ideal coefficient of shielding effect of
the rails Srgi1g ideal- Hence

- (2) 77(3)
o TpsypSy., (2.126)
Gp e 00y 9.

Key: 1. g; 2. rail; 3. rail ideal

The dependence of the function 2(u,v) for u=|u|el®u and v-lvlew" on |ul
for different values of |v| for two values of the angles ¢y=¢,=30° and
¢u=¢v-4§° is presented in Fig 2.19a and b,

451 S ) &5 Sl [

J—\ RN lgl,
35— » \{
g 1”"
i \‘\ ’ \\
.‘” ~ ar N i 25 N :
TS NI L AN N ot
~a T TR
15 N 15 K TN T
ﬂ\_ﬁ 'UF’__ . '—.-ém \\ al'\ ['4 e
1 N S 1|t 2= —::sg\...\l -
4s ;E—‘;J—t— ;—;;"5_ ==3F=3== a.f::: }rf‘...::_. ::,}.:_ _\
_ =SS R Ty
g\t lpoeris ] L] {oa 45 (081, 1a
8 04 a5 W’y’ a2 0 G275 85 G151 425 45 4L 2
} b) .

Figure 2.19. Dependence of the function Q(u,v):
a) for ¢,=¢,=30°; b) for ¢, = v=45° active component (>0);
~ - ~ imaginary component (<3)
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Figure 2.20. Potential difference AU between the grounds o £
the single-wire circuit as a function of the distance y
between the first ground and the double-track electric railroad

bed
Key:
1. pg=1000 ohm-m
2, volts

All of the above~presented formulas for different cases of convergence of
the single-wire circuit with the DC eleetric railroad are valid also for
the AC electric railroad under the condition of introduction of the
coefficient S..47 ideal into the righthand sides of the formulas,

Fig 2.20 shows the dependence of the potential difference AU on the distance
y between the first ground and the double-track AC electric railroad bed for
various values of the specific resistance pg of the ground (the second
ground of the single-wire circuit is locate outside the zone of propagation
of the stray currents). These curves are calculated for the traction load
current of 1000 amps. From a comparison of the values of AU it 1s obvious
that for small values, higher potential differences are created. This is
explained by significantly greater (by 6 to 10 times) differences in the
propagation constant of an alternating current in the rails. At the same
time for large distances y (near 1000 meters) the potential difference
created by the DC electric traction is greater than for AC electric tractiom,
which is explained by the nature of variation of the function Q and the
prescnce in (2.126) of the cofactor S.,47 ideal®
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CHAPTER 3. EFFECT OF ENTIRELY ASYMMETRIC CIRCUITS ON THE TWO-WIRE OVERHEAD
LINE CIRCUITS

3.1. Equations in General Form

Let us consider the convergence of a single-wire interfering circuit and the
double-wire telephone circuit of an overhead line subjected to the effect
(see Fig 3,1). For simplification of the derivations, let us assume that the
length of the circuit 1s equal to the convergence length. Let us introduce
additional notations: U,(x), Ui, (x) are the voltages with respect to ground
at any point x of the wires a and b of the telephone circuit, volts;

ia(x), ib(x) are currents in the wires a and b of the telephone circuit,
amps }

Yap=G,tiwCap 18 the electrical coupling between th: wires a and b of the
telepﬁone circuit, siemens/im;

Zap™Rgptiulgp 18 the magnetic coupling between the wires of the telephone
circuit, ohm/km;

Y161 HuwCya, Y1 =Gy +iuCyy 1s the electric coupling between the interfering
circuit and each wire of the telephone circuit, siemens/km;

2ya™Ry il 4, Z1p=RypHolyy is the magnetic coupling between the interfering
circuit and each wire of the telephome circuit, ohm/km.
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Figure 3.1. Convergence of the single-wire interfering line (1)
with a two-wire telephone circuit (2)

The linear differential equations of voltage and current in each wire of the
telephone circuit have the form :

—% =[Ra—Rpp+io(L,— ab)].ia + 1 (R +i0 L),

- —d(:‘_ij= [Rb— °b+im(Lb—Lub)] 1.b+]1 (R1b+i(l)le),
dly @3.1)

_'H= (Ga+imca) Ua+(Ua—Ub) (Gub+ i (OCab) +
i ‘ +(Us—U1) Grat+10Cua),
“d—dly'= (Go+i 0Co) Up+(Uy—U,) Goa+i0@Coa +

X
+ (Uu—fux) Gp+ioCy)

where 61 and fl are the voitage and current at any point of the interfering
circuit.

When analyzing the induced voltages and currents in the two-wire circuit it
is expedient to use the terminology of the method of symmetric components.
As is known, the method of symmetric components can be used when investigating
any n-phase system where the number of symmetric components is equal to the
number of phases (in the triple-phase system there are three: zero, direct
and return). The two-wire communication circuit can be provisionally called
two-phase by analogy with three-phase with respect to number of wires. In
this system the two components are zero and direct. The currents and
voltages of the zero sequence are equal in the two wires and have the same
direction., The current in the ground is equal to twice the value of the
current in the wire. The voltages of the zero sequence between the wire and
the ground are equal to each other for the two wires. The curremts of the
direct sequence in both wires are equal to each other, but they have -
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el

directions opposite to each other. The voltage of the direct sequence in
each wire is equal to half the voltage between the wires. The currents and

voltages of the direct sequence in the given analysis are the interference

currents and voltages in the two-wire telephone circuit which also requires
definition,

Taking this into account, let us compile the differential equations for the
voltages and currents induced in the asymmetric telephone circuit, expressing
the latter in terms of the symmetric components of the direct and the zero
sequence?

UA=—1?(U¢+UI;): L= _;'(ie'*',b)' 3.2)

where Ua=Ua—AU; Up=Ua+AU; la=12s—AL; Iy= Ia+AL

Then let us derive the arithmetic mean values of all of the primary param-
eters of the commnication circuit, representing them in the following form:

R4=—;¥(R,,+R,,); R,=Ry,—AR; Ry=R,+AR; |-
L= %(L,,+L,,); L=Ly—AL Ly=L,+AL (3.3)

Cr=5 (Cat+Coi Ca=Cr—AC; Cy=Co+AC:

Gr= -+ (Gt Gl Go=Gr—AG; Gp= Gy +AG.

In exactly the same way the total mutual conductivities between the circuits
and the total mutual resistances between them are represented in the follow-
ing equations:

1 .
‘ Yu=_2“(Yu+Y1b);
Y=Y —AY =G s —AG, Fi10{Ci —ACy) |
. Yie=Y,+ AV, =AG, + Gu+ie(C,y+ACL), (3.4)
1
Zu=‘§‘(zlu+zlb)?

Zy=21s—AZ;,= Ry —AR  +io(lyy—ALy);
Zyp=Zip+AZ;,= Ry +A Ry +Hio (L +A8 L)

In these expressions the values of the indexes a and b denote significant
values of the voltages, currents and the parameters of the telephone circuit;
the values of the index A denote the components of the zero sequence; the
components of the direct sequence in each wire are denoted by iAﬁ,‘ _-tAI.
Replacing significant values of all of the varilables entering into the
equations of system (3.1) by the symmetric components presented in (3.3) and
(3.4) and subtracting the second equation of the system (3.1) from the
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first equation of this system and the fourth from the third, we obtain

_ 40D _ o} Ry—Ratio(ly—La)+Ua AR+

’ (3.5)
+i0AL)+ 20, (AR +i0Lip)
- 'ﬂ%—l}—: 2AOIGA+2(Gcb+lmcab)+lch‘I'GlA'!'lOJClA]-‘-
- 42U, (AG+i0ACHA Gy +10C ) —2U; (G, +10ACya).
. ' (3.6)

4 Let us introduce the additional notation:

AG+iwAC=p 1s the asymmetry of the conductivity of the telephone circuit wires
with respect to the ground, siemens/km;

2(AR+1wAL)=Ef is the asymmetry of the resistance of the telephone circuit
wires, ohms/km;

2(AR1A+imAL1A)-2AZ]A-ZlT is the magnetic coupling between the high voltage
wire and the two-wire telephone circuit, ohms/km;

AGyp+iwC,y ,=Y3p 18 the electric coupling between the high voltage wire and
the two-v]ﬁre telephone circuit, siemens/km; .

Zp, Yp are the parameters of the two~wire telephone circuit which are
expressed by the equations

Z,-—- 2 [RA+R”5+ i(D(LA—Lab)];

1 . .
Y= 5 [Gat Gua+i0(Ch+ Coa)l+ Gap i 0 Capi 3.7
M=y o=y Al =1y T,

Introducing this notation into (3.5) and (3.6), we obtain
Utz alstize,
B+ UY,+ Uy (p+Y.)—UpY,,=0. (3.8)

Since these equations include the values characterizing the asymmetry of the
- telephone circuit with respect to the interfering line and with reapect to
the ground, each of the values+of Up and IT can be representéd in the form
of the sum of two components: Ur=UrltUrs, IT-IT1+IT2. Let us call the com-
pounents Upy and tTl the interference voltage and current occurring in the
telephone circuit as a result of asymmetry of its wires with respect to the
interfering wire and the components Upy and Ipp, the voltage and current of
the interference in the same circuit occurring as a result of asymmetry of
the total resistance and the total conductivity of the telephone circuit
wires with respect to ground. It is most convenient to determine the indi-
" cated components of the voltage and current separately, using the method of
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superposition. For this purpose, when determining the components f".ri .and
ITl we agsume that the factors causing the appearance of the interference

= voltage Ur2 and current iTZ are absent; when determining the components Up2
and Ity we assume that there are no factors causing the appearance of the
voltage Uyl and the current Iri. Then the general system (3.8) can be
represented in the form of two systems of equations, namely:

1) For AR=0, AG=0, AL=0, AC=0 and in the presence of asymmetry of the
circuit wires with respect to the interfering wire (Yyr#0, Z17#0) we obtain -
the first system of equations:

Un+InZo+ 1,2, =0, ' -
- A I Un¥ ot Uy =0 Vs, =0 ©-%
2) For Y17=0.and Zy;=0 and in the presence of asymmetry in the wire

resistance and in their conductivity with respect to the ground, that is,
for ARFO, AL$0, AC#0, AG#0, we obtain the second system of equations:

UntlnZo+Iie=0, l (3.10)
Io4+-UpY + Uy p=0.

The systems of equations (3.9) and (3.10) will be solved individually. ,

3.2. Determination of the Interference Voltage Components Caused by
Asyrmetry of Arrangement of the Telephone Circuit Wires with Respect to the
Interfering Wire

In order to determine the first .components 61‘1 and Iy of the interference
voltage and current in the telephone circuit it‘:l.s necessary to solve the
system of equations (3.9). Since the value of U, (the voltage component of
the zero series induced in the telephone circuitg is small by comparisqn .
with the magnitude of the interfering voltage in the interfering wire Up,
in equation (3.9) it can be neglected. Then we obtain

U+ IwZ,+ 1,2, =0, } (3.11)
I+ UnY - —U Y =0.

Let us determine the component UTl for the uncrossed circuit. The system
(3.11) is analogous to the above-solved system of differential equations
(2.5) in which the parameters of the effect between the single~wire circuits
213 and Y79 are replaced by the parameters of the effect between the
single-wire and two-wire circuits Zjp and Y;q, and the voltages and currents
in the single-wire circuit subjected to the effect Upyy and 1211 are
replaced by analogous values in two-wire circuits Up; and Igj. Introducing
the propagation coefficient in the two-wire circuit YT""ZEV-  and the
reflection coefficients p; j at the beginning and py e at the end of the
two~wire circuit, on the basis of the solutions of (2.18) and {2.19),
considering that 21=%17;=0, we obtain i
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Ux (0) [ ch anp'r.n [Nl'r th (?l lll ~nyp )'—_'

-1 (vl =10V Prpr)
- — N;f th (ln Vpr.ll)] ¢h [?1‘( l" —-x)——ln V'EJ +

shin}/ Py [NieshInVpcth (In) p, ) —'N'l,ch InVp]
sh(vr by =1 PruPry )b (1 by —1n ¥ 1)
- — Npchin (4 —x)—InVp] (3.12)
X ch (y,x—1 o) — — ;
(7 x—In V-P 2 ) ch (yy Iy —In V) ]
; U; (0) shiy ({y—x)—InVp] Ny
lﬂ ()= 2
2 (V—1D) ch(vrlyy —In V1)
sinY oo [NieshinVpycth(In ) ppy) — Ny chIn¥Vp, |
d"(vl Iyp—in V-;l)sh(v‘f lyy—ny pr.up'r.x)

« sh (Y x—In V'p—')_chl“VE—u [Viz th (v by —InV5;) —
! bkl Sh (71‘ lll —l‘!VP, uPr, x)

U’rl (x)=—

-+

+

—~—N thin}/ pr. uISh[t’r(’ll_“)"l"Vpr Fral ] (3.13)

Key: 1.b; 2, e

Z
where Nix=Y12s. 1‘?1—- —Y'r N"1:=Y125. 'rYr—“"u' .’
2

The formulas (3.12) and (3.13) are the general formulas of the effect of the
single-wire circuit on a two-wire, uncrossed circuit as a result of
asymmetry of arrangement of the circuit wires with respect to the interfering
- wire, and they take into account the arbitrary load resistances in both
circuits, '

Under actual conditions the two-wire circuit, as a rule, is loaded at the
ends by wave impedance. If it 1s assumed here that the interfering circuft
= iy also loaded under a wave impedance we obtain comparatively simple formulas
R by which usually the voltage induced in the two-wire circuit is calculated,
For the indicated load conditions

. 0] 0) A —, f( Ill— —vl m_
Un)=— i ev’+(~ Ny
ﬂ() 2(1’3"??) [( 17 l'r) I 1, (3.14)
--2N’,',e"’”‘].
For x=0, that is, at the beginning of the circuit
o ST --(v+«v)l (3.15)
Unge= U, (0) '2‘”_( 1T '+Y")[l-— 1+, ﬂ] .
2(vst ) Zp1%p.¢
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The expression (3.15) can be represented in the form of the sum of two
components taking into account the magnetic and electric effects separately

ﬂl Uﬂ n. I+U'lll 3!

where
3 1, (0) Z, "(7‘4’72) 1"
Utl ne o 2(lyl+n;f) [l ']' (3-16)
U, = Ui (0) Va2, [l-—e_ (¥rtm) ‘u) .
ST 2mtw) .
3.
For x=%1, that is, at the end of the circui}:
]
S hOnae Nz, ) —e ™ ],
Unw= 2d:m 2.1 vl (3.18)
or Unx=Urixn+Urixs
where ‘ o
y L (0) 2, - - .
Ui =; 21&.)—’;;‘) il ], (3.19)
U, (0)Yyr 2. ~vd :
U, =it M ey et —~ (v,
Tl K3 120 —72) e []_e o ll] .

(3.20)

The effect caused by asymmetry of the arrangement of the circuit wires sub-
. jected to the effect car also be expreaaed in terms of the transient damping,
- that is, in terms of
a @

A=m(y“v/’"), (3.21)
- Uam I

Key: 1. b; 2. w

where Ulb ds the voltage at the beginning of the interfering circuit, the
wave impedance of which is equal to zy;; Ule is the induced voltage at
the beginning of the telephone circuit, the wave impedance of which is zy ¢.

The expressions for the transient damping at the near end between the
interfering single-wire circuit and the two-wire, uncrossed circuit sub-
Jected to the effect can be obtained by substituting the values of Ule’
Urib.er Upip.m from (3.15)-(3.17) in (3.21). After this substitution we
obtain:
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For the electromagnetic effect

Ay=1In . 2(n+y0 ’

(Yu'*"zfiﬁ) VZHT., [l _e—(?-+v.,) l" ]

for the magnetic effect only
2(ni+yr) V’nz._f
Zin [1 —e (nt¥) 'u]

A

M I

for the electrical effect

Ay = | ——— 20t v .
Y“ Vzll’.,f[ 1— e- ('V:'H"l‘) l"]

3.3. Determination of the Interference Current and Voltage Components
Caused by Asymmetry of the Electric Parameters of Telephone Circuit Wires

The voltage Urz and current iTZ caused by asymmetry of the electrical
parameters of telephone circuit wires will be obtained from the solution
of the above-described system of equations (3.10). Comparing the system of
equations (3,10) with the system (2.100), we see their complete identity.
The voltage Uj and current ¥A entering into the system (3.10) are values
induced in the single-wire circuit which in the given case plays the role
of a third circuit. The voltage 03 and the current i3 entering into the

. system (2.100) are also the result of the effect on the sjngle~vire (third)
circuit, The values of £ and p characterizing the longitudinal and trans-
verse asymmetry of the wires of a two-wire circuit are analogous to the
resistance and conductivity of the coupling (Z37, Y33) between the third and
gsecond circuits. Thus, the voltage Up2 and the current Ly occur as a
result of double conversion of the energy: from the interfering line to
the single-wire circuit -- the first transition as a result of which the
voltage ﬁA and the current iA are induced; from the single-wire circuit as
a result of longitudinal (£) and transverse (p) asymmetries of the wires
to the telephone circuit -- the second tramsition. The single-wire circuit
plays the role of a third circuit, the convergence length of which with the
second, that is, with the telephone circuit, is equal to the length of the
circuits themselves. The solution of system (3.10) is entirely analogous
to the above-given solution of the system (2.100), and it depends on the

- state of the single-wire circuit.

As was indicated above, usually the two-wire circuit is closed by its

wave resistances. The single-wire circuit is insulated on the ends either
from the ground or is closed to the arbitrary resistances. The latter
occurs in the case of using the "wire-ground" or "wire-wire" circuits with
transmission of the remote feed or telegraph communications through the
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"two-wire-ground" circuit. For example, on transmission over a remote feed
circuit the wires are comnected to the fittings through protective LC-filters,
the input resistance of which at voice frequencies is from several hundreds
to thousands of ohms,

The formulas for calculating the component UTZ and ! can be obtained
directly from the formulas for the interference t:‘nrough the third circuit
presented in §2.7 if the voltage Uy1 and the current I ‘are replaced by
the voltage UTz and the current IT2, the voltage 0311 ans the current IBII
are replaced by the voltage UA and the current I,, the magnetic coupling
resistance Z3) 1s replaced by the asymmetry of the total resistances £, the
electric coupling conductivity Y5, is replaced by asymmetry of the total
conductivity taken with opposite sign -p.

Let us find the expression for ﬁTZ and IT2 for the case where the single-wire
circuit is loaded on the ends with arbitrary resistances. The two-wire
circuit is closed to the wave impedance. For this purpose we use the
formula (2) of Table 2.1 in which it is necessary to set:

==V =ln=0; pm=pux=0; pan—‘Pln—PA»
bu=lbn=ly zs=2an; ?3 VA M=V Zm=Zar] N'gg=N'pr=
=—2ZpAZs, -rp‘vA—§Y-n N'"3p= A-r='—ZnAZn 1‘pYT_§YA1 N'\g2=N’ ,u1-='
= ZIIZBAYIA'YIN At — ZaPeN"ar; N"j3a = N"ps = ZaiZsAYiayr
—ZiayiN"ae; Na= N 14 = ZuZaaYiay1 — Ziaya; N7y = m =
=¢-12MY|AYA—Z|A‘YI

Making ¢he indicated su_bstitutions_,_ we obtain
Y ’ . '
Usy (x)= —;—{NA,ZM(IA(O)e""‘ "‘lA(l )€ () 4

22,4 (vh—v3)
+ N (Un @7 05 (1) €)=
Uy (O —— [ €7 Niaesh (p lu—In V) +

m('f?-??)ch ('fl Iy—n¥Vp)
— 1 s
+Nimech(plu-=nV)l+e O (N shinV 7 +

— i UA(x)N", '
+NichinV p)) |} ———E—+
) f(a—~")
Uy (0) Mg ch v (L —2)— I V7y) .
gy (=) (A=) (nly—n V7)) (3.22)
If the interfering line is loaded on its wave impedance, then it is
necessary to set sh(v.lu-—anm) ch(wlu—anm)==

=etin[2; shin} 7=—1/2; chinV pr=1/2.
Then
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, _ . ) ' ) .
Un@)= 2, (vi—73) {Nh 2 Iy @™ —f a(ln) e 'u"')) +
+Nas [UA 0)e™* +UA( ) &f?’,( l"-‘)J_r (012(0) 5 %
n\r—"
X[ (Wit N+ 0 e g
g UA (=) N;‘l Ul (0) Nl’AT e Mm%

1 (a—4) faze (=) (-7

\ The voltage occurring at the beginning of the circuit, that is, for x=0,
— U“.=__l_.__ h” .I —. —'IT ’“
%, (vh— 7)) Wzl 1 @1, ()7 ]
td . ’ . —, i U 0 ,
B [UA(0)+UA( Ine ™ ”J— m(;s(—)?f) [NIA7+MA1+

= (YY) L e . U, (0) N,
+e . u (NMT—N 1) )——_A'_AT—
] Z (VA —¥))

- Uy (0) Ny 4, )
ity (- (-4 (3.23)

and at the end of the circuit

1 . ‘ ’ ,
22, (vA—¥) {NATZ-A [jﬁ. 0 e l"-'lA ( lu)]—l—

FN [0y @™ L0, (1) |——38 ) [(N.'A,+Nim) X

m (v —v

Uﬂn -

X €T (N, e | DALY
3 (Ya—4) (3.24)

. -l .
U1 (0) N;‘Ar e n

ity (R —1]) (h—1)

The formulas (3,23) and (3.24) pertain to the arbitrary load resistances of
the wires making up the two-wire circuit.

Let us consider the case of insulation of the wires where the currents at
the beginning and end of the single-wire circuit are equal to zero, that is,
IA(0)=1p(277)=0, and from (3.23) and (3.24) after certain transformationms,

considering that [Ige(O)ﬂ'!Ab, and ﬁA(R.II)-UAe, we obtain
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U ||=U|| —%— * UAH ~¥r IH__‘
" A{ 2 (Ya—1) [N ( ) 1)+

U, (o)(N;Ar-NlAT) _ ~(7tm) I .
UA-ZM(Y:—Y?) [l ¢ ]]}'

Upp=Upg| ——— | N Z“:"’r'n_

~7:l i

U (0) (N’IAt+NlAr) e () iy “
Unem (vi— ) [l ¢ ] )

In these expressions the voltages on the wires are defined by the formula

(3.25)

(3.26)

U1(0) 2aa¥1a t
U= — ————— | nu(chyal, —€ " 1) —p,shyal, |—
(va—vi)sv, 4y [ fernas, ) —nsh al
___hoz,
(ﬁ\"ﬁ)‘hh Iy
where the first term is caused by the electrical effect and is equal to the
following (after small transformations)

[\’1 shyaly—va (Ch YA l,,';‘e—"l" )] .

U _ Uy (0) 2ppYyy chy, I —e
Ans —“—7,‘“,— AN — ], (3.27)
A=Y sy, Iy
the second term is caused by the magnetic effect and is equal to
. =
Ugor = 1,0 Zua (7 v hyy ly—e ‘")
X e  Saunl 7 N e—
n.u 7"—7? ’I?A ’" (3.28)

n Uy (O zaa¥1a [‘Yx (

U -—
- (ﬁl—ﬁ)d‘YA Iy

L(0) Zy, 1l
—ashyaty | ————— v shya L. o=, (1 — ]
VA Alu] (A—m)am, by ['Vl Taly YA( chypl,e ].

where the first term is caused by the electrical effect and is equal to

I—chyy I, e ™) —

. Uy (O)2,, l—chy, fye 0
U == -——_ — A °11
Ax.» 7, YA—MN _—__Ih T Iu . (3.29)

the second term is caused by the magnetic effect and is equal to

A}

U = L) Z ., d—chy 4 e-‘hl" ‘ (3.30}
A - " siyy iy )
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Let us represent the expressions (3.25) and (3.26) in the form of two

components caused by the electrical and magnetic effects. The voltages
caused only by the electrical effect can be obtained if we set Z7,=0 in

(3.25) and (3.26), Then

at the beginning of the circuit
1 -’h‘") .
0 l NA'r 'YA‘h?A -"—?1(l—cth e
s = Yaus —
22u(72A—?t) VAd‘VAlu—?t(ChVA("—e :")
4 — (i)
Ty NA,del"(ﬂ_ﬁ)[l_e( ) u]
Xe -1+ ‘
”M(Vi"ﬁ)(?r'l"ﬁ)[hmu Iy——

, 1.
I p——]

at the end of the circuit

. A. » 7 b 7U
O = [ Npx VAV lu—n ( chyy lu—e ")
- 2 = Yask 2 __ !
2,5 (VA —¥) Yashy, ’n-h(l —chy e ")
Xe

" —hl = (%) b
_71"11 __le+ NAT(?i_'ﬁ)Sh?A l"e I"(l—-e { 1) ")
( . bt 2
22, (hr— ) l‘YASh?A Iu—\rl(l_.d”»‘ Iye ' ll)]

].

(3.31)

(3.32)

The voltages caused only by the magnetic effect can be obtained if we set

Y14=0 in (3.25) and (3.26). Then

at the beginning of the circuit

0?2 am—

An.u

(=) | e e (°" Ta'ln ""—W")

e _ sy, 1 (Vh— vz)[l_e‘("r*"t)'u] ]]'

. ‘ (V‘r+ ‘\’l)['YxSh YA l" —.YA ( ch VA l" —e 'hlll)]

112

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

. t
- l:v”hh L/ ("“"‘VA ")

(3.33)



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

at the end of the circuit

- ) i
U,, ~=U ) nshy, Ly —v, (ch?A y—e ") «
' 22 -— —d \
A (V’i ﬁ) -hﬂ]vA [" _.'A (l - N "Cth ’"}
-~ —nl P
Xe iy (a4 ¢ B [ (1'-”'"]
(vr —1v1) [7:5"?4 hi—v, (l —chy, Iy ‘dm“) (3.34)

Let us consider the equations (3.31)-(3.34) in more detail, The formulas for
the voltages induced at the beginning or end of the single~wire circuit
insulated at the ends under magnetic and electrical effects appear in front
of the braces in these equations. The complex expressions in these braces
which depend on the asymmetry (transverse p and longitudinal £) of the tele-
phone circuit, the primary and secondary parameters of the two-wire and the
single-wire circuits, the propagation constant of the interfering line and

_ the line length characterize the process of double energy transfer from the
interfering circuit to the two-wire circuit as a result of asymmetry of the
latter. These expressions can be denoted by certain coefficients n character-
izing the degree of sensitivity of the telephone circuit to interference.
Indeed, they do not have dimensionality; they depend directly proportionately
on the asymmetry of the two-wire circuit, and they are equal to the ratio of
the voltage in the two-wire circuit to the average voltage induced on the
circuit wires with respect to the ground Thus, we can write

U U ;
T“(’l')“' A.(a ;l., o (3.35) U'ﬁ;;) UA. x Nas.ox (3.36)
Key: 1. ins; 2, b; 3. e
Ur! = UA n;.u' nn:.u.u' (3 37) brzx 'u An x nll M.K' . (3-38)
where Mwamux) - are the sensitivity coefficients of the circuit for

insulation of the wires making up the two-wire circuit under electrical and
magnetic effects defined by the expressions included in the braces in (3.33)~
(3.34).

Now let us find the voltages induced in the two-wire circuit for closure of
the "wire-ground" circuit to the wave resistances. In this case

IA.,——-UM/zM, Tax=Uny/Zaa. After this substitution in (3,23), and

a number of transformations we have o N
. . . 1 UAH ""f I _ (3 39)
Urna=Upa | ——— A :
e ”[b.A(v’A—vﬁ) [UA- -

- ey U@ (N —Ny = () Iy
""(NA,+NA,) 1. ( lA-r2 lAr) [l—-e T ] ,
UAu’n(T-r—'ﬁ)
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U = U —-———-.1 (_]ﬂ, = ’” ’ y g
1. 13 Au{mu(?; _?3) [UAx e (N:«_'NM)_(NAr'I'NM)_.

' ~p !
_ GO My )e T ]l_e‘("l"'r) 'n]H_

Unwtat (v3—11)
(3.40)
In these expressions the voltages on the wires are
jy = O e [} "W fu] (3.41)
UAI.). 2(?A+Yl) [ . ]
_ h@zu [,_ 0]
IUAI.I = 2(.“_'_?!) [] e . ]' . (3.42)
. -, !
U@ Yipazmme AT ~ (") 'n
UAn.n = 2 —1p) [1 —e ] ' (3.43)
. 1
I L TORGN Pl G N
Axu ™ 2(11—7y) ’ (3.44)

Just as before let us represent the equations obtained in the form of two
components caused by the electric and magnetic effects. From (3.39) and
(3.40), substituting the values of Uab, Ures N'japs N"lAT’ after some trans-

formations we obtain:
The voltage caused only by the electrical effect
Upya=U I R en Dl (R
L TR) Anp ZZ,A(?ﬂf'YZ) (‘h—"\'A) [l_e—(?rHA) l"]
.-” I l' ’ » » ’
xe "(Nh_ i) — (N +Nop) +
. , ~( 7pt1) !
' + Wy (11 7,) [l*e (rtn) "] ]}
t - ‘ﬂ ‘ ’
(v:-l-.vo[l'—e Y "]

[ 1 (vi—7,) [l —e ) ‘"] X~
et | s

- X (”.AT_NIM') 2";1(7A_?l) ‘—(.'f_y‘) l" (3 .46)
-x [, —e (077 ‘u] (te—10) [1 —e (%) 'u]

X [l —e %) ]]

(3.45)

- ;L Uﬂl.' = UA K9

_(N:\r+N'Ar)+

— ———. S e+
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the voltage caused only by the magnetic effect

1 (rytmy ! di®
A:u .A(VRA .h) (" -—y,)[l—e (Fath) l"]

(1) ‘ (3.47)
x0T )+

+ Wie (Y4 +1) [1—e (¥ W
(Yt+?1) [l —_—t (7 ﬂ" ‘ll]
U =U 1 (YA“Yx)[l—e_('"HD lu]x
2 KM Ax.u ZZ,A(Yi—Vz) (YI‘I"'YA) e‘"(TA—",) l“x—.
=X (Npe—Ny) A (3.48)
- X [1 —ef("'_:A) 'zl] Wt N+
+ e (o — 1) () [1 o Yy ]
e~ [l —e (" ‘n] :

U

I

The formulas (3.45)-(3.48) differ from (3.31)-(3.34) by the expressions in
braces characterizing the transition of the induced energy from the single-
wire circuit closed to the wave impedances to the two-wire also closed to
its wave impedances. Analogously to the preceding, the expressions in the
braces will be denoted by the coefficients n with indexes indicating the
load resistances of the single-wire circuit, the type of effect and the
beginning or end of the circuit (7, o.hs Tw.M.b* Mw.e.e® Tw.m.e)+ IhUS,
the formulas obtained, beginning w:l.th 3 23} and so on, petmit calculat:lon
of the voltages occurring in the two-wire circuit caused by longitudinal
and transverse asymmetry of the circuit.

The determination of the induced voltages, although awkward, is emntirely
possible. In practice the accuracy of the calculation by these formulas is
low. This is explained by the fact that the values of the asymmetry of the
total resistances £ and the total conductivities p of the circuit entering
into them depend on the number of factors which are not subject to exact
consideration, and they are determined by the type of line, the state of the
circuit, the weather, and so on. In addition, the expressions presented
above in terms of the sensitivity of coefficients depend not only on the
parameters of the circuit itself and its length, but also on the parameters
of the interfering circuit and on the ratio of the length of the circuit and
the convergence length. :

Under the effect of the contact circuit of an electric railroad, as a result
of movement of the electric locomotive the length of the interfering section
section varies with time, and, consequently, the semsitivity coefficient

of the circuit will also vary. Thus, we can talk about only the approximate
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calculation for some of the idealized conditions, for example, for the pro-
visional location of the electric trains in the section, defined weather
conditions, and so on. This indicates the necessity for using the statisti-
cal method of calculating voltages in the two-wire circuit based on the
application of probability theory.

Considering what has been discussed, it appears expedient to use experimental
data on the magnitudes of the sensitivity coefficients when calculating the

- voltages in the two-wire circuit. Here it 1s necessary to use some of the

_ mean statistical values determined for different convergence conditions,
weather, lengths, and so on. Knowing the previously obtained-experimental
values of the sensitivity coefficient, the magnitude of the voltages induced
in the two-wire circuit is determined by multiplying the value of the
coefficient times the voltage occurring in the single-wire circult,

The most reliable method of measuring the semsitivity coefficient of the
circuit consists in using the actual electric power transmission line or
contact wire of the electric railroad. The measurement system is illustrated
in Fig 3.2. Taking the ratio ﬂTZb/UA‘b-nb and Upge/Upo™ne, we obtain the
sensitivity coefficients of the circuit at the beginning and end of the line
for different state of the single-wire circuit. The sensitivity coefficient
determined by the systems in Fig 3.2 indicates both the magnetic and electric
effect and is exactly equal for the given conditions of convergence to the
values of the expressions in the braces of the formulas (3.25) and (3.26)
for the system 3.2a, the formulas (3.39) and (3.40) for the system 3.2b.

UL : !

| Qe+ ghbom,
(6D vt @”An P U‘.@ o

L N

z
hn ”

T = b)‘

>

Figure 3.2, Systems for measuring the sensitivity coefficients
of the circuit (2) to interference using the interfering line 1):
a) for insulation of the circuit wire from the ground; b) for
loading the wires on wave impedances
Key:
1. b
2, e

The approximate values of the sensitivity coefficients can be obtained by
simulating the electrical or magnetic effect directly on the circuits
themselves. The measurement systems are presented in Fig 3.3a-d (the
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measuring generator is placed approximately in the middle of the circuit).
The sensitivity coefficients measured by these systems are approximately
equal to the values in the braces of the expressions (3.31)-(3.34) (for
insulation of the wires of the two-wire circuit) and (3.45)-(3.48) (for
closure of the wires to the wave impedances), but without comsidering the
propagation coefficient in the interfering line. Calculating the voltage
induced in the telephone circuit with respect to the sensitivity coefficient
found by the systems in Fig 3.3a~d, an error is permitted, the value of
which increases with an increase in frequency, for the higher the frequency,
the greater the role played by the propagation coéfficient of the interfering
line., In addition, the error occurs as a result of divergence in the circuit
lengths. Even for a large number of measurements it is possible to encompass
all of the combinations of circuit and convergence lengths encountered in
practice. Therefore the results of the calculations even when using the
experimentally obtained sensitivity coefficients of the circuits must be
considered approximate. These calculations offer the possibility of estimat-
ing the expected values of the induced interference voltages, as experience
3
3]
Uran,
7’01:; _‘T:Ji s a) ! @
= Yo
Tomss” Vonm o b)

shows usually with some engineering margin,
2 =

rsnl] 7
T

-

(5) ==z d) - =

Figure 3.3. Systems for measuring the sensitivity coefficients
of a two-wire circuit to interference: a) and b) for electrical
and magnetic effects and wires insulated from the ground;

c) and d) the same, for closure of the "wire-ground” circuits
by wave impedances

Key:
1. b 4, be w
2. be ins 5. bMw
3. bM ins
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The results of the measurements by the systems in Fig 3.3 in the low-
frequency band indicate [30] that the sensitivity coefficilents for the
electrical and magnetic effect are.close to each other and approximately
correspond to the asymmetry of the telephome circuit in the presence of
alternating current measured at the beginning of the circuit by the system

in Fig 3.4, that is, ny Snpy™np. From the presented analysis it follows
that the induced voltage at the beginning of the two-wire uncrossed communics-
tion circuit is made up of the geometric sum of four components, two of which
are caused by the electrical effect and two by the magnetic effect, that is,

U.I=U-rl u.s +Uﬂ H.3 +Uﬂ u.n+Uﬂ e (3 .49)

The effect of the single-wire circuit on the two-wire telephone circuit caused
by asymmetry of the electrical parameters of the wires of this circuit,
analogously to the preceding, can be expressed in terms of the transient
damping which for this case is

Uizas |_ ol U

+L i,

1
A;=—In
"2 2 Zn1

ng e Ursn

Considering that in general form 6T2b=i]Abn’ we obtain

@)
Ag=in| Y|ttt L (3.50)
(1) Uax L] 2 28

Ley: 1l.b; 2. w

U] I 1 i
7 1),4"
Ur Z; ,|| L I
l o Ay LA L anha &

4 7(1?
Figure 3.4. System for measuring Figure 3.,5. Determination of
the asymmetry of the circuit with voltages in the two-wire circuit
alternating current considering asymmetry of the wave
Key: equipment
- 1. w Key:
' 1. w

In this equation the first term is the tramsient damping between the single-
wire interfering and singlemwire communication circuit without correction
for the wave impedance; the second term is the damping of the energy on
making the transition from the single-wire circuit to the two-wire circuit.
The third term takes into account the difference of wave impedances of the
single-wire and two-wire circuits.
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3.4, Determination of the Voltage in the Two-Wire Circuit Caused by
Asymmetry of the Introductoxy Equipment

It was proposed above that the interference in the two-wire circuit occurs as

7 a result cf asymmetry of the parameters of the circuit wi:es. The possible

- agymmetry of the equipment was not taken into account. However, the voltage
induced in a two-wire circuit is caused not only by asymmetry of the circuit
itself, but also asymmetry of the equipment with respect to the ground. The
asymmetry of the introductory equipment can be ignored only in cases where the
magnitude of the damping of the asymmetry of it by 8.0 to 13 decibels or more
is higher than the damping of the asymmetry of the circuit itself. In prac-
tice, the asymmetry of the introductory equipment must be taken into account
when calculating the interference in the circuits over which the remote feed
of the repeater stations 1s transmitted and also in the circuits with directly
included asymmetric filters or other analogous devices.

Let us consider the circuit shown in Fig 3.5. In this system Z', Z'y, 2",
2", are the equivalent resistances between each input terminal o% the equip-
ment and the ground; Z,,, Z4, Z,s Zpy Yg, Yy Ya» Yp are the total longitudinal
resistances, the total conductivities of the insulation, the propagation
coafficients on the wave impedances of each wire (a and b) forming a two-wire
circuit. Let us propose that the voltage in the communication channel occurs

. only as a result of asymmetry of the equipment. Let us denote this voltage
by ‘:’Ta' We shall consider that the wire parameters are identical, that 1is,

Zo=2Zy=1Z,, Yn=‘yb=YAi Znu=za;1=znAl ‘Va'é?b=?A-

Let the investigated circuit of length £ be subjected to the effect of a
high-voltage line over its entire length., Then the current through the
resistance Z'; (Fig 3.5) on the basis of the theorem of an equivalent

generator
' — Um (3.51)
=3

Key: 1. inp

where ﬁao is the voltage with respect to the ground occurring at point a for
insulation of the first wire from the ground, that is, for disconnection of
the resistance Z';; zinp a 1s the input impedance of the "first wire-ground"
from the point a in the direction of the opposite end. The magnitude of this
input impedance can be determined by the known formula

Z§3)= 2, cth (-yA I—In ]/-;]) '

Key: 1. inp a

where p"1='l (Z"]-"ZWA) / (Z"H'ZWA) .
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The magnitude of the voltage l'Ja'o can be determined by one of the formulas
obtained above. The current through the resistance Z',. is

a1
n=_4él_, (3.52)
Z,+Zm
Key: 1, w; 2, inp

- where ﬁbo is the voltage with respect to ground occurring at the point b for
insulation of the second wire, that is, for disconnection of the resistance
2'53 24, p 18 the input resistance of the "gecond wire-ground” circuit
from the point b in the direction of the opposite end equal to

Zﬂ(%')= szcth (?A l-—]ﬂVP;),
Key: 1, inp b
wheye p"a=(2"3—2sa) | (Z”2+2.A). The potential at the point a is equal to

Ua=I1'2',, and at the point b, Up=1"52'5. The potential difference between
the po:ln%s aand b

. U._Ub=‘ 00021' Uboz; . (3.53)
Z;-{-Z“, z;+znb :

If at the point a and b the two-wire circuit is loaded on a wave impedance,
then the voltage on it, that is, the interference voltage, will be approx-
jmately equal to half the potential difference between the points a and b.

. . VuZ, Unz (3.54)
U,.=—;'(U¢-—Up)=-;—-( ; 2 ,\ - ket .
Zl + Zoxa zz+znb

Let us transform the expression (3.53). First of all it is possible with
sufficient dccuracy to assume that Uyg=Upo=Upo=(UggtUpo)/2. Then

w1 z, g Uno ar_ Ly oA :
Uw=—1U - - =280 A Uy, (3.55)
™ 2 AD( Zl+z|xa zz+zlxb) 2 2

where Ag=In(1/A'). The expression A' is a value which depends on the
asymmetry of the equipment. Indeed, the more the resistances Z'y and Z')
differ from each other, the larger this value is. In the limiting case
if Z'y==, and Z'9=0, then Urg=Up0/2. Let us assume that Zinp a=Z'yt+012,
Zinp b2' 1+A%Z, where AZ and A2Z are values equal to A12=Zinp a=Z7,
AZZ=-Z:L np b-z 1° Then e

, Z Z
L4202 Z+Z+8Z

120

APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4



APPROVED FOR RELEASE: 2007/02/08: CIA-RDP82-00850R000200070053-4

.or R
A= zl ) 22
(Z+Z)(+862(Z+2) (4+2)(+a2(z+7) 359

The values of the ratios 812/ (2'+2',) and 4,2/(2',+2')) are alvays less
than one, If in the first approximagion these ratios are neglected by
comparison with one, the expreasion for the asymmetry of the equipment is
significantly simplified, and 1% will have the form

7~z (3.57)

A mA=—— .
4+,

In reality, the asymmetry will be somewhat less than calculated by (3.57),
for the values greater than one are excluded from the denominators of the
two terms of expression (3.56). Consequently, when determining the asymmetry
of the equipment in accordance with (3.57) calculated by (3.55) the values

of the interference are obtained somewhat larger than expected in reality.
Thus, more exactly

e z,—2z, 1_4A (3.58)
Zi+2zy ko ke

where k, 1s the correction factor greater than one. For .the calculation .
this correction factor can be neglected if the magnitude of the voltage in
the two-wire circuit cauged by asymmetry of the input equipment is expressed
in terms of the voltage Upp induced on the circuit wires with respect to the
ground. The value of this voltage

N . . li 'za - . . V
UAu=—;(U¢+Ub)=—;-( a0 Z, + Un 2y )= _

z;'i'zlxa Z;+Z“|

_ o " (3.59)
_Uno ZtZ5 Uy
% Z+z, o
Hence
e ' (3.60)
=U - =U .A. d
Uwe=Uax Z,+2, _A

The component of the interference voltage in the two-wire circuit caused by
asymmetry of the circuit itself, as was demonstrated above, is

uU,. ~u o (3.61)
&) An'l)

U, =
t2(1)

Key: 1. b; 2. circuit
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The total voltage in the two-wire circuit, considering that the phase
angles of the components are not known exactly and are random variables,
can be defined by the quadratic addition law:

Uropa =V U+ (U, )} =Up,V BT, (3.62)

On comparison of (3.61) and (3.62) it is obvious that for A=n the voltage

caused by asymmetry of the equipment and is equal to the voltage caused by
asymmetry of the circuit,

The interference in the low-frequency telephone channel with repeaters or
convergence with any high-voltage line is created as a result of the effect
of the harmonic components of the current and voltage of the interfering line.
The resultant interference voltage in the circuit is

:- U"r.pea = ‘/2 (Urhph)"
(1) =]

Key: 1. resultant

where UTk 1s the interference voltage caused by the effect of the k-th
_ harmonic component of the current; Pk 18 the coefficient of the acoustic
effect for the frequency of the k-th harmonic component,

Since the interference norm is givenat the point with relative level as
-6.9 decibels, the interference voltage Ut. rag @nd Uty must be determined
at this point, The voltage occurring at the point with relative level of
-6.9 decibels for the frequency of the k~th harmonic component depends on
the gain of the terminal repeater, the magnitude of the filter damping; if
they are included at the beginning of the receiving channel, the values of
the attenuation usually included at the input of the attenuation network:

Upn=U, ) 107 (V)

where ﬁTék) 1s the voltage occurring at the end of the circuit with the fre-
quency of the k-th harmonic component of the interfering current defined by
(3.62); Sk is the gain of the repeater for the frequency of the k~-th
harmonic component, decibels; ay is the attenuation of the filters for the
frequency of the k-th harmonic component included in the channel, for
example, the filter K=0,3, in the operator channel of the K-60P equipment;
ay is the attenuation of the attenuation network, for example, in the
operator channel of the K-60P equipment ay=11.3 decibels.

Since the calculation of the interference voltage on the frequency of each
harmenic component is quite tedious, it is-possible to use the calculation

method on one frequency, for example, 800 hertz, with introduction of a
correction factor,
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3.5. Effect of the Two-Phage and Three-Phase High-Voltage Overhead Lines
on the Overhead Communication Line Circults

[ | When investigating the effect on the communication circuit it is expedient
to represent each multiwire high-voltage line of n wires as being made up of
two interfering circuits: completely symmetric and completely asymmetric
("n wires-ground"). For example, it is possible to represent the two-phase
interfering circuit by the superposition method just as the two-wire circuit
subjected to the effect, in the form of two circuits: the two-wire symmetric
circuit with applied interfering voltage U and interfering current I (the
direct sequency current) and completely asymmetric with respect to the
"tuo—rires-ground” system to each wire of which an identical interfering
voltage Uy is applied with respect to the ground and an identical inter-
fering common current I, is applied in the common conductors running in one
direction (the zero sequence current).

I

_
B Z

Figure 3,6, Diagrams of the transmission of interfering currents
in a two-wire, asymmetric circuit

It is also possible to represent the three-phase interfering circuit as made
up of two interfering circuits: symmetric triple-phase with identical line
voltages and phase currents J20° out of phase (the direct sequence current)
and entirely asymmetric with respect to the "three-phase-ground" system
with voltage Up “etween each wire and the ground and a common current in

the three wires I, {the zero sequence current).

- By their fields (electric and magnetic) the indicated high-voltage circuits
induce side currencs and voltages in the communication circuits. The
calculation formvias for determining these currents and voltages under the

- effect of each component of the cilrcuit of a multiwire line are obtained
from solution of the above-investigated general differential equations. The
calculation of the effect of the multiwire high-voltage lines on the single-
wire communication circuit reduces to determining the effect of two circuits
on it: the entirely asymmetric circuit ("two wires-ground" or "three-wire-

- - ground”) and the symmetric circuit (two-phase or three-~phase).

The determination of the components of the induced voltage caused by the

effect of these circuits is made by the formula obtained from the solution
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of the differential equations (52.3). For example, the first component
caused by the effect of an entirely asymmetric circuit with equality of the
lengths of the interfering line and the line subjected to the effect are

- calculated by (52.4):

For the case where the circuit subjected to the effect is closed to the wave
impedance
2, \ 1= ()

3.63
znzu/ 1"+7A ' ( )

(IA.II = _;' Ug u,.zlA(Yu +

For the case where the circuit subjected to the effect is insulated at the
ends

. . Upon? Zia e _chyl
- Uypy= —ton %08 TPYRRN Mihiied...h /LI T
Anl F—1d | YT VA iy !

“H_ony,
+Yu(h+w —e“—‘_“lA—")] (3.64)
A

The second component caused by the effect of the symmetric two-phase or three-
phase circuit is calculated by the following formulas for equality of the
circuit lengths:

For the case where the circuit subjected to the effect is closed to the wave

impedance )
. 1 Uyuz Z (v, 7)1
Uppo= — -Yunzaa (v 1Ha o (Yt 3.65
A 2 v+, ( “A+2nuln-)[l ¢ ']' -6

For the case where the circuit subjected to the effect is insulated at the
ends

: ) U Z Yul -
: Upua= unzm[ A (Vu'*"h e chyal )+

V=74 | 1%a shy, !

oyl
+Yua(h+?ue—317“—”‘—)]-

(3.66)
In these formulas:

The index i pertains to the asymmetric interfering circuit and is equal to
2 for the two-phase interfering circuit or 3 for the three-phase interfering
circuit;

fli res.b 1s the residual voltage with respect to ground operating at the
beginning of the interfering asymmetric circuit (U2 res.b in the two-phase

circuit, U3 res.b in the thrée~phase circuit); in practice the magnitude
of this voltage reaches 5% of the operating voltage;
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YiA and Zy, are the electric and magnetic couplings respectively between the
asymmetric interfering circuit ("two wires-ground" or "three wires-ground™)
and the single-wire circuits subjected to the effect (A); zyy and vy are
the wave impedance and the propagation coefficlent of the dbove-indicated
asymmetric interfering circuit respectively;

The index ii pertains to the symmetric interfering circuit and is equal to 22
for the two-phase circuit or 33 for the three-phase circuit;

ﬁiib is the operating voltage between the conductors at the beginning of the
interfering symmetric circuit;

Y444 and Zy4qp are the ‘electric and magnetic couplings between the symmetric
interfering circuit and the single-wire circuit, respectively;

2yii and vjy are the wave impedance and the propagation coefficient of the
symmetric interfering circuit respectively.

The calculation of the effect of the multiwire high-voltage line on the two-
wire communication circuit reduces to determination of the four components
- caused by the effect between the following circuits:

Between the asymmetric interfering and two-wire symmetric circuits subjected
to the effect (Fig 3.7a) in which the asymmetry coefficient of the inter-
fering circuit is designated ni);

—

”"DI* | S o ”’”li Do

b T
® Mé K T

WD p0 ) ﬂm
o —

4® i l% ril@fn ¥

- A
=b) =

R Figure 3.7. Diagrams for the determination of the effect
between two-wire incompletely symmetric circuits
Key:

w
2. b
3. 8
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Between the asymmetric interfering and asymmetric circuit subjected to the
effect (the cases of closure of the midpoints of the line transformers to
the matched resistances of the corresponding "yire-ground"” circuits are
11lustrated in Fig 3.7 b and c);

Between the symmetric interfering circuit and the asymuetric circuit sub-
jected to the effect (Fig 3.7c);

Between the symmetric interfering circuilt and the symmetric circuit sub-
jected to the effect (Fig 3.7d).

The calculation of the voltage components caused by the effect between the

- indicated circuits is made by the formula analogous to the preceding ones.
The first component of the voltage in the two-wire communication circuit
caused by the effect between the asymmetric interfering circuit and the two-
wire symmetric circuit is defined by the formula

2512y PR

-

Ur.nl= _;_U‘ o.H zl.‘! (Y“‘+ fir ) (l‘_e—( ) l) l

The second component caused by the effect between the asymmetric interfering
circuit and asymmetric circuit subjected to the effect is defined by the
formula Uruo=Uamm, where Uyy,) 18 defined by (3.63) or (3.64). The
third component caused by the effect between the symmetric interfering cir-
cuit and the asymmetric circuit subjected to the effect is defined by the
formula Urns= Uann, where Upp2 18 calculated by (3.65) or (3.64).
The fourth component caused by the effect between the symmetric interfering

_ circuit and the symmetric circuit subjected to the effect is defined by the
formula

Zy. ) 1 —e—( Yty !

Y-

. 1. o
UT.M=TU“"Z'-T(Y“ ,+

2p 112y ¢

where Yyyp and Zy47 are the electric and magnetic couplings between the
= symmetric multiwire interfering circuit and the two-wire symnetric circuit.r
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CHAPTER 4, EFFECT OF THE ELECTRIC FIELD OF A SUPERHIGH VOLTAGE LINE ON
THE ORGANISM OF MAN

Until recently it was considered that the triple-phase overhead line with
close convergence and intersection with the overhead communications line can
have a harmful effect on the health of the service personnel of the communica—
tions line only in case where the man is in direct contact with the communica—
tions line and induced current passes through the body from the effect of the
electromagnetic field of the overhead current to this communications line. It
was considered that in the absence of direct contact with the wires of the
commmnications line subjected to the effect of overhead line, the man is not
subjected to any harmful effect,

Medical studies have established [31] that the high-intensity electric field
- is dangerous for the organism of man. Such a field is created by the over-
- head 330, 500, 750 kv lines and higher. A man under the overhead line (or
near them) at the indicated voltages is subjected to the effect of an
electric field and, depending on the duration of the flow of the capacitive
currents created by the field through his body, functional disturbances of
the cardiovascular and central nervous systems can occur [32].

It has been established experimentally that the capacitive current of up to
50 microamperes passing through the body of man (from head to foot) has no

- noticeable effect on the organism of man. For a current of 80 microamps,
weakly expressed functional disorders are noted. These disorders increase
together with an increase in the current. The currents flowing through the
body of man to the ground caused by the effect of the electric field of
overhead lines are proportional to the potential or the intensity of the
field at the location of the man.

The Institute of Protection of Labor of the Ministry of Public Health Jointly
with the ORGRES of the USSR Ministry of Power Engineering established
standards for the admissible time for service personnel to be in the elec~
tric field of overhead lines on the basis of the performed research, depend-
- ing on the field intensity at the location of the man [33]. A man can
- spend an unlimited amount of time in an electric field without harm if the
intensity of the electric field of the overhead line at the point where he
is located does not exceed 5 kv/m. For an intensity of 10 kv/m the man can
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be in the electric field for no more than 3 hours. With an intensity of
E=15 kv/m the permissible time in the field is no more than 1.5 hours; for
E=20 kv/m, no more than 10 minutes, and for E=25 kv/m, the man can be in
the field a total of 5 minutes, ~Failure to observe the indicated hygienic
normatives can cause functional disorders of the cardiovascular system and
other systems of the vital activity of man.

Accordingly, it is of interest to determine the danger zones near electric
power transmission lines with an operating line voltage from 330 kv up in
which at the height “of the man the fields can occur with an intensity of

_ mere than 5 kv/meter. In order to determine the danger zone it is necessary
to write the maximum equations for the potentials of an electric field
created by the wires of a three-phase line in the air near the electric
power transmission line,

Fig 4.1 shows the section of the three-phase overhead line and mirror images
of the wires. In the same figure the notation is given for all of the
required variables entcring into the equations for determination of the
potential at the point P (x,y).

sma2 (2)
~8 (73

Q4 <

d Aty)

7 ol o4 e;

Figure 4.1. Section of a three-phase overhead line for
calculating the potential and the intensity of an electric
field at the point P(x,y)
Key:
1, Zonel
2, Zone II

The electric field potentials near an overhead line at any point P(x,y) will
be defined as the sume of the potentials created at the inyestigated point
by each phase conductor individually, that is, Up=U14+U2¢4+tU34. Determing
each of these potentials considering the phase shift and the presence of

the residual voltage, we obtain

1 V3 ‘
v U¢[—°‘P1+T(“p2+°‘ps)+' 7 (%p2 —%p3)
P= "

ay —
Us (2tpy + %pg + %p3)
B} %+ Zag

(4.1)
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where U, is the phase voltage of a three-phase transmission line;
Uo is the residual voltage of the three-phase electric power transmission
line; dpy, Gpys Gp3s Gy, Gy are the potential coefficients defined by the
formula

- AP B'P c'p

Gpy =Rkin——n, @, =kl =
Pl AP ‘P2 " Bp = =kin-—— P

_ %5 +agcta,,
i
AB’ BC’ AC’

- ‘ aAszlnT' aac=k|nT. aAc"-—-kln—%—,

_ 2 _
a,1=kln n J k=18-10',

ry 1s the radius of the phase conductor, meters.

Assuming that I}°=0 s the value of the modulus of the complex intensity of the
- electric field under the wires and near the wires of overhead lines at the
point P(x,y) can be defined by the formula

”P \ Pl (4.2)

In order to determine the maximum distances from the overhead lines for

which man is not subjected to dangerous electric field effects, let us find
the magnitude of the intensity at the points located in zome II (see Fig 4.1).
For the second zone the field beyond the projections of the edge phases

_ CU¢ 0

P 2ne

- Up= gt oV BT P F @EF 0 —in VIH =i T @O F 0+

0.5+ 10860 B G O o/ B O P .3
e oo )
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where C is the capacitance of the "phase-ground" circuit, farads/m.

For calculation of the electric field intensity at different points above the
earth's surface under the overhead wires and at different distances from the
axis of the overhead line it is possible to use the values of the parameters
of the supports and the wires of the overhead line with line voltages of

330, 500, 750, 1150 kv presented in Table 4.1.
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Substituting the numerical values of the parametexrs of the effect (see
Table 4.1) in the calculation formulas along the span and in the plane
perpendicular to the route of the overhead electric power transmission lines

for different distances x from the axis
we obtain the field intensities for the
above the surface of the ground for the

of the power transmission lines,
points located at a height h=1.8 m
330, 500, 750 and 1150 kv overhead

lines with a span length of 400 meters.
Table 4.1

Parameters of the Supports and Wired in a Span of an Overhead
Line for Various Line Voltages

- Line voltage, kv 330 500 750 1150
Phage voltage, kv 190 289 434 665
Distance between phase wires 9.1/18.2 12.5/25 17.5/35 26.1/52.2

6, meters
No of wires in the phase n, pileces ? 3 4 8

; Equivalent radius of a phase r, m 0.074 0.13 0.27 0.42
Height of suspension of the wire, m 22 22 23 24
Overall dimensions of the line, m 7.5 8 9 11

in the middle of the span
i Average height of the suspension 12.5 13 13.7 15.3

of the wires, m

Equivalent capacitance of the
"'phase-ground" circuit, C,

farads/meter: 12.3.10~12 12.1.10712 13.4.10-12 14.1-10

The results of calculating the values of the electric field intensity of

the overhead power transmission lines along the span at the points located
at the height of h=7.8 meters from the ground surface at different distances
(x) from the axis of the overhead line in the perpendicular directions are
presented in the form of the curves E=¢(x) depicted in Fig 4.2 a-d. From
these curves it is obvious that the most dangerous for man are the places

in the middle of the span where the overhead line wires have minimum height
of suspension, and the less dangerous places located closer to the supports
of the overhead line, inasmuch as at these places the dimensions of the wires
are maximal., If we consider the field intensity of 5 kv/meters and less as
the admissible safe intensity for human health, then from the curves E=¢(x)
it follows that near the 330 kv overhead line the safe zone is beyond the
limits of 5-6 meters from the projection of the edge wire on the surface of
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Figure 4.2. Curves for the electric field intensity under the
wires of overhead lines: a) overhead lines -- 330 kv (for a
distance between phases of 9 meters and overall dimensions
of 7.5 meters); b) 500 kv (for a spacing between phases of
12.5 meters and dimensions of 8 meters)

Key:

1.
2.
3.

kv/m
Phases of overhead lines
Zones

the ground in the middle of the span; near the 500 kv overhead power lines,
the area beyond 10 meters; near 750 kv overhead lines, beyond 15 meters;
near 1150 kv lines, beyond 25 meters,
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Figure 4.2 [continued].
of 17.5 meters and dimens
spacing between phases of
Kev:
- 1. kv/m
. 2. Phases of overhead lines
- 3. Zones

-

c) 750 kv (for spacing between the phases

ions of 9 meters); d) 1150 kv (for
26 meters and dimensions of 11 meters)
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CHAPTER 5. EFFECT OF CLOUD DISCHARGE ON OVERHEAD OOMHUNICATIQN LINES
5.1, Inductive Effect on the Communication Lines

On the wires of an overhead communication line, overvoltages can occur
elther as & result of induction from the discharge current of the cloud on
the ground or discharged between the clouds or as a result of direct dis--
charge of the cloud to the communication line (a lightning strike to elements
of the line ~ wires, supports). These effects of the lightning discharge
to a communication line differ sharply from each other both in quantitative

) and qualitative respects and, consequently, the requirements on the protec—

- tive devices must be different in the various cases.

Let us first consider the first type of effect — the inductive effect of a
lightning discharge on a communications line. Let a cloud with a negative
charge -Q be located asbove the communication line. Then as a result of
electric induction on the surface of the ground, positive charges appear.
An electric field occurs between the cloud and the ground. The communica-
tions wire suspended parallel to the surface of the earth at a height h is
located along some equipotential surface; at the side closest to the cloud,
the wire charge is positive, aad on the opposite side, negative. If the
investigated wire is well insulated on the ground, then the total charge of
the wire is zero. At the time of discharge of the cloud to the ground with
the disappearance of the electric field, both charges on the wire are
neutralized, and the potential of the wire becomes equal to zero.

If the length of the communications wire, as occurs in the majority of cases,
greatly exceeds the length of the charged cloud and the wire has insufficiently
good insulation with respect to the cloud, the negative charge of the wire
drifts to the right and left of the section affected by the cloud and it
gradually leaks to the ground. The positive charge connected with the cloud
remains on the wire. The wire potential will be zero until discharge of the
cloud begins (Fig 5.1). For discharge of the cloud to the ground, the
charge of the cloud and the electric field between the cloud and the ground
disappear. The charge on the wire, remaining free, now (after the cloud

- discharge) begins to move to the right and to the left from the point of

its occurrence. The speed of the charge, as is known, 1is defined by the

line parameters (this speed is close to the speed of light).
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Figure 5.1, Distribution of induced discharges on a communications -
wire in the electric field of a charged cloud
Key:
1. Communications wire

At the time of discharge of the cloud on the wire, there is some potential
distribution which is caused by the magnitude of the charge on each element
= of the conductor and its capacitance with respect to ground. Here, a pair
of identical voltage waves and a pair of current waves occur on the wire
which move at a speed of 1//1C (for a line without losses) in opposite
- directions.

The initial charged distribution along the wire for specific conditions of
location of the cloud, its size and the charge distribution cam be:
determined analytically. The charge distribution along the wire obtained

- up to the beginning of discharge has the nature of a bell-curve with maximum
under the center of the cloud. For quantitative determination of the magni-
tude of the voltage induced on the wire with lightning discharge it is
necessary to consider the following factors: the charge distribution of the
cloud and its magnitude, the relative location of the cloud and the wire
(the height of the thundercloud above the earth), the electric field intensity
between the cloud and the earth, the nature and the duration of the cloud
discharge.

The external electric field creates vertical and horizontal (longitudinal)
components of the intensity. Under its effect for a lightning discharge in

- the wires, the transient process occurs which lasts even after the lightning
discharge is stopped (Fig 5.2). The differential equation for the line
potential will have the form:

sl
a

R _ e

1 )
— ‘ G,

The equation is solved by the ordinary method of solving partial differential L=
equations:
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t t ’ :
Ulx, t)=—;-§ E.[s, x—c(l—t)]d'r—-—"{;b‘, [v, x+c(t—D] %

X dr+9(x 0, (5.2)

where ¢(x,t) 1s the scalar potential of the external electric field at the
given point, and the sum of the integrals is a traveling voltage wave over
the line. ‘ .

Figure 5.2. Formation of stray voltage and current waves in the
communications wire during discharge of .a cloud to ground

Under the effect of a variable field during lightning discharge the charges
on the line wires are divided into bound and free charges. The bound
charges are held by an external field; they insure, as Razevig noted [34],
the preservation of the zero potential of the wire in the steady state,

The free charges leak in the form of traveling waves in both directions from
the point of occurrence (opposite to the point where the lightning struck).
If the lightning strike with an amplitude of Iy took place at a distance b
from a line of height h, then as a result of integrating expression (5.2)
for x=0 the traveling wave has the form

_—_M B ct 1 ]
vo, §== (ﬂct/b)'+l[b V@amr+1]’

vwhere B=v/c<l, v is the rate of development of the return discharge, which
i8 connected with the amplitude of the lightning current. According to
Norinder and Lundholm o » -

1

=

' 5.3
. ¢ V,+_§g_;: (5.3)

vhere a=30,000 microcoulombs—~ohm/m is the Tepler spark constant.

In Table 5,1 the lightning current dmplitude is presented as a function of
the return discharge rate.
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Table 5.1

Relation Between the Lightning Current Amplitude and the
Return Discharge Rate

- Amnityaa

TOKa Mg;- 2 5 10 20 50 100 200
B nuu, kKA(L)

p=uv/c 0,047 | 0,074 | 0,105 | 0,147 | 0,228 | 0,316 | 0,427

Key!
1. Lightning current amplitude, kiloamps

The solution for the induced voltage from the magnetic component of the field
at :the point close to the point where the lightning strikes gives the
following expression:

_ 0l I :
Gl 0= 25 = ¢

where Iy is the lightning current amplitude; h 18 the height of the line
supports; Bev/c is the rate of development of the lightning discharge;
c is the speed of light.

In the general case for a square lightning current wave it is possible to
consider that the amplitude of the induced voltages defined by the equality
Uj .30 Iyh/b, If the current front has a linear steepness a, that is, the
current varies according to the law iwat to its amplitude, the electric

- and magnetic components of the voltage induced in the line at the point
closest to the point where the lightning . struck _has the form.

VBT —p2 (5.5)
u,,0, =22 . b
‘ ) pe —p ’
¢ | BT
_— 4 —
v, 0 = 60ah n f b TV Gyl (5.6)
) c T+8

Key: 1, i,e; 2, 1i.M

for t&ty+(b/c), where 1y is the front duration. For a time t>ty+b/c the
solution is found by superposing two oblique forms of the current
corresponding to the buildup and decay of it.

Fig 5.3 shows the shape of the total induced voltage wave in the line
calculated according to (5.5) and (5.6) for the case h=5 m, a=30 kiloamps/
microseconds, T¢=4 microseconds, I=120 kiloamps.

- The distribution of the bound charge along the wire varies from point to
point of the wire in accordance with the intersity of the electrostatic
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field of the cloud. When the cloud discharges, the bound charge 1s freed
with the same rate with which the cloud discharges, and it causes stray
voltage and current waves propagated to the right and left of the point of
occurrence of the charge (see Fig 5.2).

On high-voltage transmission lines, induced voltages have been recorded with
an amplitude up to 500000 volts.

In order to eatimate the effective values of the voltages occurring on
communication wire, in the USSR measurements have been made of the induced
voltages during lightning discharges on clidonographs. The maximum peak
voltage on the clidonograms was 40,000 volts, and the minimum was 6000 volts.

(2):15 (X
.

. ‘ //\B(-az
/N

/SRNN

® -

P S S S e @)

Figure 5,3, Total induced voltage in the line for h=5 m,
a=30 kiloamps/microsecond, T4=4 microseconds, Iy=120 kiloamps,
B=V/c, whereVis the inverse discharge rate
Key:
1. 1, microseconds
2. Uy, kilovolts

For large voltages on the communication wires, discharge takes place:-from
the wire along the surface of the insulators (TF-1 and TF-2) to the hooks
and the supports. The surface discharge on wet supports begins for voltages
of about 50-60 kv. For dry supports the induced voltages on the wires can
reach 100 kv,

Thus, it is possible to consider it established that for lightning discharge
to ground the maximum magnitude of the induced overvoltage wave which can be
propagated over the communication wires with wet insulators and wires does
not exceed 50 kv. .

In order to avoid danger arising in the communications circuits from the
inductive effect of the lightning discharges, it is necessary to protect the
terminal devices (the telegraph-telephone office equipment, the subscriber
equipment, cables) connected to the wires of the overhead line using the
corresponding devices. The latter must withstand charge power of the wires,
which according to the statistical observations [34], sharply exceeds

8-10 joules on each wire.
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5.2. Cases of Occurrence of Inductive Overvoltages on the Wires of Overhead
Lines

- The number of cases where the voltage induced on the line exceeds the ampli-
tude U4, can be found from the integral

Buare (1)

MBKC

n=LNg S An(b)db,

L (2) 6.7

Key: 1, max; 2, min

where L 1s the line length; N is the number of thunderstorm days per year;
q is the average number of discharges per kmZ of the earth's surface for

1 thunderstorm day (according to the data of the USSR Academy of Sciences
q%0.1); bpayx is the maximum distance determined by the maximum value of the
current, the probability of which is meaningful to consider; bpin is the
minimum distance from the line to the point struck by the lightning,
bpin=2-3h. For smaller distances, the lightning strike will occur to the
line itself. If bpiy*0, then we obtain the expression for the total number
of overvoltages in the line.

The probability that the lightning current amplitude will exceed the value
IM 18 well krown. It is determined from the formula (LPI)

P()= 10_%=e_". 68

It was established above that the lightning strike at a distance b from the
line will induce a voltage UM only in the case where Ipy>Uyb/30h. Inasmuch
as the probability of such currents is equal to P(I), An(b) will have the
sama value for the lightning strike at the given distance b. Substituting
the value of An(b) in the integral (5.7), we find that

) up . M
n=LNg [ 1070 do=LNg & db.
Yuun (2) Punn (2)

Key: 1. max; 2. min

Integrating, we obtain (setting bpax™)

— Vs e (1)
1 n=LNq12%p. 10" TR (5.9)
Uy
Key: 1. min
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Substituting the values of L=100 lkm, q=0.1 strikes/km2 per day, let us
tranaform the formula :
U,
16w~ (1)
=—10
Ux

n

Key: 1. min
where h is the height, and Uy is the voltage, kv.

Setting byy,=0, we find that the total number of cases of appearance of
voltages on the line (100 km per yoar) with an amplitude Uy is given by
the expression n=18 Nh/Uy.

5.3. Magnitude of the Overvoltages Induced in the Wires Considering‘Corona

During movement along the communications wires the overvoltage wave under-
goes distortions and damping. When developing the protection measures it

is necessary to know the magnitude of the incident voltage wave at the input
of the protected project, The inexactness with respect to the probable mag-
nitude of the damping and the distortion .can lead to significant over-
estimation of the possible overvoltage at the input to the telegraph or
telephone office and on the terminals of the subscriber equipment or, on the
contrary, to underestimation of its value. The studies performed on the
electric power transmission lines indicate._that along with the electrical
parameters of the wires, the damping and the distortion of the waves are
significantly influenced by a corona of the wires during overvoltages, for
the parameters of the overhead line circuit change significantly during
corona [35].

The essence of the corona phenomenon 1s ionization of the air near the wire
under high voltage (see Chapter 1). The ionization .f the air is accompanied
by a characteristic crack and a very noticeable blue glow. This phenomenon
occurs for some critical voltage on the wires. For the two~wire circuit

the critical voltage (in kilovolts) for which the corona phenomenon begins

to occur on the wires can be determined for normal air pressure and tempera-
ture of t=25°C by the Peak formula

2D
= = .10
) %T5 10,5d In 7 (5.10)

Key: 1. cr

where d 1s the wire diameter, meters; D is the spacing between the circuit
wires, meters.

_For communication wires with induced voltage wave during a lightning dis-~
charge it is necessary to substitute a value of 2h — the distance from the

investigated communications wire to its mirror image with respect to the
earth's surface, in place of D in the Peak formula, that is,
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Upo= 10,54 ln%. -

[éh)

Key: 1, cr

Research has established that the critical corona voltage depends on the
state of the wire surface and atmosphere conditions, These factors can be
taken into account by introducing the three coefficients -mg, my, § into
the Peak formula. Then we obtain

Un, 10,5m,m,,sdln‘7:} ” (5.11)
Key: 1. cr

where mg is the coefficient taking into account the state of the wire sur- -
face (for new wires mg=l, and for wires in the air for a prolonged period

of time, mp=0.98 to 0.93); m; is the coefficient taking into account the

state of the weather (for dry weather m;=1, and for fog or rain it varies

within the limits from 0.8 to 0.9); & is the relative demsity of the air

determined from the equality 6=3,9b/273+t [b is the barometric pressure in

torrs (mm of mercury); t is the air temperature, °C].

The values of the voltages Uer calculated by (5.10) for which the corona
phenomenon appears on the communication wires are presented in Table 5.2.

As is obvioue from Table 5.2, the values of the critical voltages on the
conmunication wires of any diameter are within the limits which can be
induced on the wires for lightning strikes to ground. For direct lightning.
strikes the voltages on the communication wires can reach hundreds of
thousands and even millions of volts, so that in this case the corona phe-
nomenon will always occur. From the point of view of protection of the
communication installations the corona phenomenon is a positive factor, for
during corona the losses in the line increase and, consequently, the energy
going to the input to the telegraph or telephone station decreases signifi-
cantly. The existing theory of the damping and deformation of the stray
waves for a voltage above critical is based on a number of arbitrary assump-
tions and cannot be used for quantitative evaluation of the phenomena,

For practical calculations of the decrease in amplitude of the stray waves
in the electric power transmission lines, usually the Faust-Mendger formula
is used: ' . - R .

_ . : O
. UFU"W’ (5.12)

where Uy is the wave amplitude at a point removed by £ km from the point of

occurrence of the wave; Up is the wave amplitude at the point of its

occurrence; k is the numerical coefficient obtained experimentally and !
depending on the parameters of the electric power transmission lines, the :
shape and polarity of the wave.
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Table 5.2

Critical Voltages on Overhead Wires

(:’L‘?‘ nposo- Hagpamene SQ(:B) apM Ananetpe nposoxa d,
- AR, DOFOAM o .
- 0,3 0,35 | 0.4 0,5
Mam]l, mawm], 8] 28,2 29,2 36,5 44,4

My=0,93, mgml, §m=1 26,2 27,0 33,6 41,2
My=0,93, my=0,85, 6-! 22,0 22,9 28,5 35,0

Key:
1. Coefficients taking into account the state of the wire, weather
2. Voltage Ucr(kv) for a wire diameter d, cm

In addition, the studies performed by the Khar'kov Electrotechnical Institute
{36, 37] demonstrated that the coefficient k also depends on the amplitude
of the initial wave; the value of k varies within the limits from 1.5.10~4

to 5-10~4, The formula (5.11) for the communications lines can give only
approximate results, for the parameters of the communications line differ
from the parameters of the transmission lines as a result of the large

number of wires suspended on them.

The preliminary date which were obtained when determining the induced poten-
tials on the communication wires during ‘lightning discharges to ground
indicate the presence of significant dampings on the line. Thus, it was
noted that the wave with a voltage of 40,000 volts on steel wire (d=4 um)
dropped to 2500 volts after 500 meters.

5.4, Effect of Direct Lightning Strikes on Overhead Communication Lines

Magnitudes of the Overvoltages in the Communication Lines. The discharge
of a thundercloud to the ground sometimes occurs through a communication
line, In this case the lightning can strike either the wires of the line
between the supports or the support directly. In case the lightning reaches
the wires in the span between the supports the current is divided into two
parts, and it is propagated in the form of stray waves through the line to
the right and left of the point where the strike occurred at a aspeed
approximately equal to 100-103 to 150103 km/sec. The lightning strike in
the line can be considered as a case of wave transfer from the circuit

(the lightning channel) with one wave impedance to the single-wire communica-
tions circuit with another wave impedance. The voltage U of the stray;wave
traveling through the wires from the point where the lightning strikes will
be determined from the equation

7 Um Zaslls
2..&-)22... ’ (5.13)
U.'—"‘ IZI.I '(2)

Key: 1. overhead line; 2, lightning channel
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where zoverhead 1ine is the wave impedance of bunched conductors of overhead
line; Zjjohtning chanmel 18 the wave impedance of the lightning channel;
I is the §1ghtn ng current.

The value of U can reach a value which is sufficient for establishment of

the current destroying the support. If the wave impedance of the lightning
channel 1is taken a8 21jghtning channel™200 ohms [37], the wave impedance

of the bunched conductors Z1ightning channel=300 ohms and I=4000 amps, the
voltage on the wires with respect to ground will be 6.88.106 volts. The
currents of the direct strike and the overvoltages of this magnitude cause
destruction of the line structures. The maximum electric strength of the
communications line on the wooden supports_according to the empirical formula
of the LPI Institute is equal to Up=550 ‘h where h is the height of the
support.

Effect on the Support. The studies [38, 39] indicate that for splitting dry
posts with current pulses it is necessary to apply a voltage from 200 to

300 kv per m of length of the post. It follows from this that in order to
split a post 6 meters long a voltage from 1.2106 to 1.8:106 volts is used.,
Observations have established that before rain the splitting of the posts
takes place more often than after the rain. During splitting either more or
less long splinters are torn out of the post or the post itself breaks into
several parts along the fibers.

At the present time scientists do not have a united opinion with respect to
the cause of this damage. When a lightning current passes through the
capillaries of the tree filled with air and moisure, intensified gas and
vapor formation occurs, Under the effect of very high temperatures in the
lightning channel even-in the absencé of moisture the tree can be converted
to vapor and gas,the effect of which leads to destruction of the tree.

I, S. Stekol'nikov [40] explains the splitting of a post by the effect of
the electric forces of the fibers on each other. On transmission of the
current through the fibers of the tree, electrodynamic forces develop which
are aimed at the axis of the post and the electrostatic forces directed in
the opposite direction causing repulsion of the fibers. On transmission of
the lightning current these forces are partially mutually equalized, After
the current stops, the electrodynamic forces disappear, and only the electric
forces remain, under the effect of which the fibers repel each other with
great force,

Effect on Line Insulators., On the appearance of an electric arc between the
conductors and supports, significant thermal and mechanical stresses occur
in the insulators. The electric voltage in the porcelain is explained by
the occurrence of current waves having large amplitudes and steepness of the
front. Inasmuch as there are air sections on the surface of the ingulator,
the current transmission 1s retarded, as a result of which breakdown and
rupture occur,

The mechanical stresses are explained by powerful hehfing of the insulator
at the point of occurrence of the voltage arc. ’
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The effect of the current directly on the wire at the point where it is
attached to the insulator can cause pleces of the porcelain to break off.

The damage occurs predominantly at the neck of the insulators near the binder
where the voltage of the electric field between the binder and the hook is
the highest.

Effect on Communication Wires, As a result of the effect of powerful light-
ning currents, burning and fusion of the wires take place. The statistical
observations performed both in the USSR [41] and abroad [38] indicate that
for lightning strikes the line wires break both in the span and near the
insulators.. Several dozen cases of damage to overhead communication lines
near supports protected by lightning rods are recorded annually. The most
characteristic for the overhead lines are the following types of damage:
melting of the copper wire communication lines in the case of a direct
lightning strike with high force; burning along the wires — copper and steel
-~ from a direct lightning strike; burning of the line wires and destruction
of the insulators from a direct lighthing strike. Most frequently the wires
are burned to the nearest post protected by a lightning rod. For especially
strong discharges the wires can melt for several spans on both sides of the
lightning strike. As a result of burning through the bronze wire breaks down
into pieces 3-5 cm long over a significant section. Since the amount of heat
required to melt the wire is determined quite precisely, there is a possi-
bility of concluding the magnitude of the lightning currents which occurred
over the damaged wires. The method of calculating the heating of the wire
during transmission of electric power is presented in [41].

The relation between the current Iy (in amperes) melting the wire, the
material and the geometric parameters of the conductor and also the trans—
mission time of the current through the wire is expressed by the formula
IM-kS//?] where § is the wire cross section, mmz; T is the current trane-
mission time, seconds; k is the numerical coefficient which depends on the
material of the wire.

The average values of the coefficient k obtained by calculation, and corrected
by the experimental data, are presented in Table 5.3.

Table 5.3

Values of the Numerical Coefficient Takidg Into Account the
Wire Material

Value of the coefficient k for bringing
Wire material the wire to the following temperatures
Incandescent _ Melting  Evaporation

Copper 220 000 305 000 327 000

Iron 90 000 115 000 438 000

Aluminum 128 000 200 000 230 QOO
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The presented formula has great practical significance. This formula is

_ used to calculate the grounding devices both in high voltage engineering
and in communication engineering, when designing the protection of linear
compunications structures from direct lightning strikes. When lightning
strikes in the majority of cases partial rupture of the wires takes place
at the point struck; here an electric arc crater is formed in which part of
the metal melts. Accordingly, the operating cross section of the wire and

- its rupture strength decrease. If the rupture strength of the wire is less
than its tensile strength between posts, it breaks. In the winter at a
temperature of up to -20°C the communication wires of the overhead lines
have a load equal to 1/3 of their tensile strength. In the summer at a
temperature of +20°C, the tension of the wires with sag of up to 30 km is
half the tensile strength so that there is a sixfold rupture margin of
safety., Therefore the overhead wires break as a result of their melting
where the lightning strikes only when the cross section of the ummelted part
of the wire will be less than 1/3 or 1/6 of the rated cross section of the
wire respectively.

For a lightning strike to the sheathing of a suspended communications cable
- (cable lead-ins or inserts), holes can appear in its lead sheathing. For

a lightning current of 50.103 amps and a transmission time of 100 micro-
_ seconds, for example, 50 mm3 of lead will melt. For a thickness of the cable
shielding of 2 mm, a hole 6 mm in diameter is formed. As a result of pres—
cure in the crater and under the effect of the current, the melted lead
rrequently gets into the cable between its sheathing and the cores.

The mechanical tension of the wire increases from a decrease in cross section,

but also under the effect of the electrodynamic forces which occur at the

point where the lightning strikes, Let us propose that a lightning current I

for a lightning channel diameter d is directed perpendicular to the wire.

Since the current tries to maintain its initial direction, as a result of

bunching of the electric field lines at the bend in the wire electrodynamic

forces occur which have an influence on its mechanical effect in the form

of a strong impact (impetus). The force F acting per unit length of the

wire is defined in newtons per meter by the formula
5 -6 nn [
F=10"B=,- (5.14)

where B is the magnetic induction of the magnetic field. This value, as is

known, can be determined from the equality B=0.796 u0-105(1/x)-0.1 I/x;

1o is the magnetic permeability of the vacuum (uor41r-10'7' henries/m) .

Substituting B in (5.14), we obtain F0.5.10~7 12/x, The force acting on

a section of the line of length %, reckoning from the point that the
lightning struck, is

: t 7 . -9 .
Fo= [ Pdx05107 IIn=r.
x=0,5d
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The effect of the force of the internal magnetic field in the channel itself
cannot be considered as a result of its small magnitude. For lightning
current of I=50,000 amps and the channel diameter d=0.5 cm the pressure
directly at the point where the lightning struck will exceed 200 N per unit
length of wire. Therefore for a lightning strike to an overhead wire, a
mechanical stress occurs in it which is several times greater than normal,
which can lead to rupture of the wire,

5.5, Overvoltages on the Entrance Cables and Cable Inserts to Overhead Lines

The entrance of overhead communication iines to the repeater stations in the
majority of cases is made by cables. When the overhead lines, for example,
cross rivers and railroads at the points of intersection with the overhead
lines often cable inserts are used, the length of which, depending on the
local conditions, can vary from several tens of meters to several kilometers,
Usually the entrance cables and the cable inserts are laid in the ground
(underground cables), and they are suspended very rarely on the wooden
supports (the overhead cables).

For direct lightning strikes to an overhead line and also for lightning
strikes to ground near an overhead line the magnitude of the voltage in the
cores of the cable inserts and the cable lead-ins will differ from the
overvoltages occurring on the overhead wires.

Let us congider what the magnitude of the voltage will be on the right end
of the cable if a square overvoltage wave Upg occurring in the overhead wire
(Fig 5.4a and b) approaches the left end of the cable insert or cable
entrance. At the point of comnection of the overhead line to the cable line
(point B} the voltage wave UAB is refracted and reflected at the points B
and C. Let us determine the resultant wave Ucp after the cable insert,
again reaching the overhead line CD and the resultant voltage wave Ugg on
the terminals of the communications equipment. for a cable entrance. %he
resultant voltage wave going to the overhead line CD (from tbe right hand
side of the cable insert) will be defined [37] by the sum of the series

Ucp=%4p%pcUsp () + %45 Pcp P ®pc U gp (t—2t5) +
+Cag P PocOcaUngt—4l)+ - - -+ &y, pipphe X
X @ U yp (t—2nty), (5.15)

where aAB=Zzw2/(zw2+zw1) and uBC=2zwl/(z"1+zw2) are the refraction

coefficients of the voltage wave at the points B and C; Zy1 and zy) are

the wave impedance of the overhead .line circuit and cable line circuit
respectively; pBC=p03-(zwl-zw2) (z +z,9) are the reflection coefficients
at the points B and C; tg=L/v=YLaCy is the time of transmission of the wave
through the cable insert of length 2, the capacitance Cy and the

inductance L, for a wave propagation rate through the cable v;
t/2t0-15n<t/5t0 1s the number of successive wave reflections.
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Figure 5.4, Calculation of overvoltages on the overhead line:
a) with the cable insert; b) with cable entrance

1, Overhkead line

2, Cable insert

3. Cable entrance

4, Station equipment

If we take the time of appearance of the first wave at point C as the

time origin, then the value of Ucp after the n~th reflection is determined
from the equation

n .
. % __ __ptatl) Uire
Uu):aABaBCUABZp =A{l—p 1U4s

(5.16)
=0

her N
vere %a8%sc 22""’1) =]
A = i '—P’ - (lm + 35;)’ -_— (zll - zll)’ '

Key: 1., w

Thus, the step wave with gradually increasing voltage goes to the overhead
line CD (after the cable insert)

v =[1-(Eﬂ::£2)“+1c/ (5.17)
cD AR’
Key: 1, Z31+-2m ,

v v @) :
where nst/2tg<ntl.

By the end of the steady state process (for m=) the voltage on the second
end of the cable insert strives to be equal to the voltage of the incident
wave at the first end of this insert. Approximately replacing thr. step
nature of build-up of the voltage wave on the right end of the cable insert
by a smooth nature of build-up of the wave, it is possible to represent the
expression (5.17) in the form
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UcbszAa( l—e r)' . (5.18)

where T=tyln It

In—2m

— Sineca » .S>m Moameman el . P = in th
Wi~ Sy Tepresenting the expression In(z ¥2,,)7(z -z ,) in the
form of a geries and replacing to by the cable pg%ameters ,w%e g tain

T=— 1”?’ . (5.19)
| e -

It follows from this that the shape of the wave in the everhead line with
wave impedance (z,,) after passage through the cable insert (zy2<<zy1) will
be approximately t:l}le same as in the case of replacement of the cable by a
concentrated capacitance. In the case of a cable entrance where the cable
cores are connected to the telegraph or telephone equipment with input
impedance with respect to ground (Z )}, the resultant voltage Ug, at the
station end of the cable entrance can be defined by (5.16) for substitution
in it of the following corresponding coefficients of reflection and refrac—
tion of the wave for the end of the cable entrance: apAR=22y2/ (zyotzy1) ,

opc=22g/ (Zgtz,5) s ppc=(zy1- w2)/ (Z g1 t205) s ppe= (Zg=zy2) (Zgtz,p) .

If the winding of the line transformer or the communications equipment is
connected at the end of the two-wire telephone circuit, for each wire of the
circuit the load with respect to ground at the station end of the cable will
be Zg=», for each wire of the telephone circuit is open with respect to
ground. In this case the refraction and reflection coefficients will be
correspondingly: apc=2, Pcg=l, and the resultant voltage on the station
end of the cable entrance will approach twice the voltage of the incident
wave on the overhead line at the limit, that is, Ucg*2U, . ’

Actually, considering the above-indicated conditions, it is possiblé to
write equations (5.15) in the following form:

N Ueo=%452U 5 0+ %8P 20;45 (t_—-ét;) +IdAB Pac észB (t—dt)+
+ - tam, 2V, (t—2nty),

n
oF Uo=0,2,, 2 Phc=2U,A[l —PE],
: X
(5.20)
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where o
. hAB 21.‘ —

1 "'PBC (2s1+2m0) ( ___z_,!)

zZm+2m

Thus, on the station end of the cable core the voltage gradually increases

in accordance with the equation
\n+l1
(?n‘i"n - (5.21)

where ngt/2tg<mtl, For oo 20, pe

The conclusion drawn with respect to the overvoltages in the input cable

is valid only for the cases of comparatively short cables where it is
possible to neglect the wave attenuation., In addition, the magnitude of the
resultant voltage on the station end of the entrance cable will also depend
on the length and shape of the incident wave.

ufi;
NS
,\Q\ A=b0004 |- -
m =
%]
0 500 w000 1500m

Figure 5.5. Ratio A, (in percentages) of the maximum voltage on
the station end of the entrance cable to the maximum voltage. of
the incident wave as a function of the length of the entrance
cable £ for different wave lengths A

As an example, in Table 5.4 the results are presented from calculating the
maximum voltage on the station end of the entrance cable considering the
attenuation and the shape of the incident wave as a function of the length
of this cable for three incident waves of different length. The values pre-
sented in this table were obtained for the following initial data: wave
impedance of the wire of the overhead line zy1=150 ohms; wave impedance of
the core of the entrance cable zy7=50 ohms; attenuation in the cable cores
for the wave length given in Table 2.7, respectively: aj=0.18 decibels;
ap=0.47 decibels; a3=1.65 decibels; a wave propagation rate through the
cable v on the average equal to 150106 m/sec.

The relation for the maximum voltage Uy, on the station end of the entrance

cable as a function of its length & and the length of the incident wave A
is presented graphically in Fig 5.5 according to the data in Table 5.4,
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Table 5.4
Maximum Voltage on the Station End of the Entrance Cable .

Maximum voltage on the station end of the entrance

Cable length, cable-(in percentages).of the maximum ‘voltage of the
£, meters incident wave for -
=5 microseconds, 1=20 microseconds, t=50 microseconds »
Aw=730 meters Aw=3000 meters Ay=7500 meters
75 134 163 180
150 118 148 168
300 97 130 156
600 71 113 138
1200 50 92 122

From the data in Table 5.4 and in Fig 5.5 it is obvious that the voltage
occurring on the station end of the entrance cable 18 greater the less the
cable length and the greater the length of the incident wave by comparison
with the length of this cable. The presented calculations indicate that on
the station end of the entrance cable, in particular, for short length,
voltages can occur which are almost twice the voltage occurring on the over-
head line. Thus, the cable insulaticn and the insulation of the station
equipment are in danger of breakdown.
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CHAPTER 6, EFFECT OF MAGNETIC STORMS AND CURRENTS IN THE GROUND ON
COMMUNICATION LINES

6.1. Occurrence of Magnetic Storms

Many years of observations have established that the occurrence of magnetic
storms on the earth's surface is closely connected with the phenomena ob-
served on the surface of the sun. On the sun from time to time sections
appear with reduced brightness which appear as dark spots against the back-
ground of the brighter surface. Such spots on the sun sometimes appear in
groups in which they have no outlines and boundaries; sometimes the spots
appear separately from each other. The number of spots in the visible part
of the solar surface does not change from day to day. The number of spots
can be determined by the formula R=k(10g+S), where g is the number of groups
of sun spots; S is the number of clearly distinguishable separate spots in
groups; k is a constant defined by the observer and instruments. At the
Ziirich Observatory (Switzerland) k=1.

In Fig 6.1 data are presented on the number of sun spots obtained by the
same laboratory in October 1955 [42]. As 1s obvious, the average mumber of
spots in a month is 59; on the 16th, 17th and 28¢h of October there were 0,
and on the 29th of October, there was a maximum of 124.
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Figure 6.1, Number of spots on the sun during different days
in October 1955 §
Key: i
1. No of spots !
2. Days in October
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Table 6.1
Number of. Spots on the Sun
1946 1947
Jan Mar May Jul Sep Nov Jan Mar May Jul Sep Nov
50 80 70 120 90 130 120 130 150 200 160 120
oo
’ ” M
, 160
. : 20
8
1 e
I 10
L] l
|

07555 1955 1356 1957 1998 1959 1960 161 1967 1964 1966 1365 1966 1957

Figure 6.2. Number of spots with flares on the sun (N) and
intensity of the magnetic field (H) by years for the period
from 1954 to 1965
Key:
1. amps/meter

In Fig 6.2 the mean values are presented for the number of spots on the sun
(N) and the magnetic field intensity of the earth (H) for every 3 months in
the period from 1954 to 1967. As is obvious, the mean monthly number of
spots does not remain constant by month or by years.

Many years of observations have demonstrated that the interval between two
adjacent maxima of 'spots fluctuated frem 17 to 7 years, and between two
minima, from 14 to 9 years, The intervals between the maximm and minimum
numbers can vary from 11 to 3 years, and the intervals between the minimum
and the following maximum numbers, from 7 to 3 years. Finally, from the
average values it becomes clear that in general for a decrease in the curve
from maximum to minimum a little more time is required than for it to rise
from the minimum to the maximum,

If the data on the number of spots by years from the period from 1850 to
_ 1970 is represented in the form of a curve N=¢(T), it is possible to note
that th